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Notices

Federal Communications Commission Statement
This device complies with FCC Rules Part 15. Operation is subject to the following two conditions:
=» This device may not cause harmful interference.

< This device must accept any interference received, including interference that may cause undesired
operation.

This equipment has been tested and found to comply with the limits for a class A digital device, pursuant to Part
15 of the Federal Communications Commission (FCC) rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates, uses, and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no guarantee that interference will not occur in
a particular installation. If this equipment does cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference
by one or more of the following measures:

=» Reorient or relocate the receiving antenna.

< Increase the separation between the equipment and receiver.

=» Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
= Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications not expressly approved by the party responsible for compliance could void the user's
authority to operate the equipment.

CE Mark Warning

CE marking for devices without wireless LAN/Bluetooth

The shipped version of this device complies with the requirements of the EEC directives 2004/108/EC
"Electromagnetic compatibility” and IEC60950-1:2005 (2nd Edition)+A1:2009 “Information technology

equipment-Safety ".




Safety Precautions

The following safety precautions will increase the life of the NAS. Follow all precautions and instructions.

Electrical Safety
Unplug this product from the power source before cleaning.
Use only the bundled power adapter. Using other power adapters may damage your device.

Ensure that you plug the power adapter to the correct power input rating. Check the label on the power adapter
for the power rating.

Operation Safety

-
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DO NOT place this product in a location where it may get wet.

Place this product on a flat and stable surface.

Use this product in environments with an ambient temperature between 0°C and 40°C.

DO NOT block the air vents on the case of this product. Always provide proper ventilation for this product.

DO NOT insert any object or spill liquid into the air vents. If you encounter technical problems with this
product, contact a qualified service technician or your retailer. DO NOT attempt to repair this product
yourself.

DO NOT throw this product in municipal waste.

This product has been designed to enable proper reuse of parts and recycling.
This symbol of the crossed out wheeled bin indicates that the product (electrical
and electronic equipment) should not be placed in municipal waste. Check local
regulations for disposal of electronic products.




1. Obsah baleni

Modely: AS1102T, AS1104T

Model Name

AS1102T

=

X1

Kabel k adaptéru

i .

Adaptér

RJ45 Network kabel

Qg

Uchytka napéjeciho
kabelu

x1

AS1104T

x1

x1

x1

x1
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Sroubky pro 3.5” HDD

X8

x16

Instalacni prirucka

x1

x1




2. Prislusenstvi

Nize uvedené polozky Ize zakoupit od ASUSTOR PrisluSenstvi Store. http://shop.asustor.com.



http://shop.asustor.com/

3. Instalace hardwaru

VSechna data ulozena na discich budou smazana a nelze je obnovit. Pfed inicializaci systému proto
doporucujeme dtlezita data nejprve zalohovat.

Nastroje potfebné pro instalaci pevného disku

®  Budete potfebovat minimalné 1 pevny disk 3,5”. Kompatibilita disk( zde:
http://www.asustor.com/service/hd?id=hd)

Instalace pevnych disku

1. Vysroubuijte Sroubky na zadni strané serveru viz. obrazky
® AS1102T

I

® AS1104T

T



http://www.asustor.com/service/hd?id=hd

2. Polozte zafizeni vhodnou stranou na rovny povrch. Sejméte kryt posunutim ve sméru nazna¢eném na
obrazku nize.

AS1102T

® AS1104T

T 2

3. Vlozeni 3,5” pevnych diskl: Zasuiite pevné disky do pfisludnych pozic, aby konektory zapadly do SATA
konektor( v serveru.

® AS1102T

® AS1104T




Poznamka: Vlozte pevny disk do slotu HDD 1 zobrazeného v grafice, abyste jej inicializovali.
4. Pripevnéte disky pfislusnymi Sroubky dle obrazku nize.
® AS1102T

I

Pozn: Pokud budete vyuzivat RAID pole, doporu¢ujeme pouzit stejnou kapacitu diskd pro maximalni
vyuziti jejich kapacity.
® AS1104T

T 2

Pozn: Pokud budete vyuzivat RAID pole, doporu€ujeme pouzit stejnou kapacitu disk( pro maximalni vyuziti
jejich kapacity.

5. Zasunte zpét kryt serveru a zajistéte Sroubky, které jste dfive vyjmuli.
® AS1102T

10



® AS1104T

T 2

Ochrana napajeciho kabelu

Pozn: Muizete pouzit dodavany drzak kabelu pro zajiSténi napajeciho kabelu, pokud mate obavy o
napajeci kabel NASu pfi presouvani NAS

1. Vyjméte drzak kabelu z pfisluSenstvi.

2. Pripevnéte drzak na kabel dle obrazku nize.

11



3. Vyjméte Sroubek ventilatru.
AS1102T AS1104T

/)
4. Umistéte drzak pfes otvor po odstranéném Sroubku ventilatoru. Zajistéte drzak na misté nahrazenim
Sroubu ventilatoru.

AS1102T

AS1104T

12



T 2

Napajeni, pripojeni a prvni zapnuti

Pripojte NAS k napajecimu adaptéru.
Pomoci Ethernet kabelu pfipojte NAS k routeru nebo hubu.

Stisknéte napajeci tlacitko na zadni strané a podrzte jej 1-2 sekundy dokud se nerozsviti LED kontrolky.
LED kontrolky ukazuji zapnuti serveru. Pfi zapnuti serveru bude blikat Zlutd kontrolka stavu systému a
stejné tak se rozsviti Zluta kontrolka stavu sit & .

4.  Jakmile zZluta kontrolka stavu systému prestane blikat a trvale sviti, NAS je pfipraven pro pouziti. Ve stejném
okamziku uslySite pipnuti systému. Instalace hardwaru je dokonéena a muZzete prfejit na softwarovou
instalaci (viz kapitola nize).

Poznamka: Pokud byl pfistroj vystaven silnému tfepani nebo Soku, doporu€ujeme odstranit kryt a
zkontrolovat, zda jsou pevné disky spravné nainstalovany a zda jsou Srouby radné utazeny.

AS1102T AS1104T

13



4. Instalace softwaru

Pozn: Pfed instalaci se ujistéte, ze mate posledni verzi firmware ADM. Firmware je na
(http://www.asustor.com/service/downloads)

Stahnout Instalace Centra

Windows uzivatelé

1. Po jejim dokonéeni za¢ne utilita skenovat mistni sit k nalezeni NAS serveru. Ten proto musi byt pfipojen
do mistni pocitacové sité.

= J ACC (ASUSTOR Control Center) - O X

asustor

Name P Model Serial Number 4 MAC Address | ADM Version | Status Enable
AS6208T-80F7 172.16.2.35 AS6208T AS16066210TM0007 10:bf:48:8b:80:f7 34.1R7Q6 Ready
AS3202T-LEO 172.169.116 AS3202T AS16073204TM0003 10:bf48:9b:86:99 3.4.3B9R1 Ready
AS6102T-87CE-MM 172.16.2.24 AS6102T AS16076104TM0341 10:bf-48:8b:88:64 342R932 Ready
AS6204T-88DF 172.16.1.121 AS6204T AS16076204TM0144 10:bf-48:8b:88:df 3.4.0.R7N3 Ready
AS6204R 172.16.10.130 AS6204R AS16076212RM0006 10:bf.48:8b:8b:bf 2.6.2R6L2 Ready
Surveillance 172.16.2.179 AS6204R AS16076212RM0009 10:bf:48:8b:8b:b8 27.3RHQ3 Ready
AS-6212R-S 172.16.10.31 AS6212R AS16076212RM0011 10:bf:48:8b:8b:9b 3.5.0.A9G1 Ready
AS4004T-Jean 172.16.1.62 AS4004T AS20180620TM0215 00:51:82:11:22:02 3.4.3.89G1 Ready
AS5110T-5129-S 172.16.2.77 AS5110T AS25015110TMO0000 20:14:12:10:51:2b 3.4.2R932 Ready
AS7008T-00r01-ri 172.16.2.10 AS7008T AS87654321TM3333  20:14:08:27:00:01 3.5.0A9G1 Ready
AS6202T-AAA 172.16.2.105 AS6202T ASUSTORRDTEST 20:15:07:13:62:04 3.3.1.RIH2 Ready
AS-604T-vivian 172.16.1.109 AS-604T AT1207608MB0047 10:bf48:89:c4:2e 3.5.0.A9R1 Ready
AS-604T-C534 172.16.2.218 AS-604T AT1207608MBOOEA 10:bf:48:89:¢5:33 3.4.3B9K1 Ready

2. Vyberte ze seznamu nalezeny NAS server, ktery chcete konfigurovat. Poté zacne inicializace serveru.
Postupujte dle pokynu.

14
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Mac uzivatelé
1.

Po jejim dokonCeni zaéne utilita skenovat mistni sit' k nalezeni NAS serveru. Ten proto musi byt pfipojen

Pouziva optimalizované nastaveni v souladu s nastaveni pocitace a

nainstalovanych pevnych diskd. (Doporuceno)

Rucné konfigurovat nastaveni krok za krokem.

do mistni pocitacové sité.

Narme

AS1004T-1124-rr

AS10027-76BE

MARCO4004T

AS4002T-RUDY

AS4002T-9826

AS6404T-14007C

AS1004T-LEO

AS6302T-COCF-ri

ASG404T-DD51-AA

ASB404T-jinnnnnnnnn....

o

Vyberte ze seznamu nalezeny NAS server, ktery chcete konfigurovat. Poté zacne inicializace serveru.

1P Address

172.961.63

172162117

17216.2.196

17216.1.167

172.16.2160

1721613

17216.2.156

172.16.10.235

17216.3.94

172161142

Postupujte dle pokynu.

Model

AS1004T

AS1002T

AS4004T

AS4002T

AS4002T

AS6404T

AS1004T

AS6302T

AS6404T

AS6404T

Serial Number

AL18041004EMOOFB

AL18041004EM0119

AL18054004TMO0EC

AL18064004TMO021

AL18064004TM0035

AL18076404TM0030

AL18081004EMO3DF

AL18116304TM0128B

AL18116404TMO0SE

AL18116404TM0064

Cestina

Vitejte
Tento privodce nastavenim vas provede procesem

inicializace. Pro vétsinu uZivateld je doporuéeno vychozi
nastaveni.

Nastaveni jednim klikem

Vlastni nastaveni

MAC address ADM Version

20:18:11:115:11:24 342R932

10:8F:48:8C:76:BE 3.43BA
10:8F:48:8C:7D:FB 341.R7Q8
10:BF:48:8C:95:DA 3.4.2.R932
10:8F:48:8C:08:26 3.43.BAN
20:18:12:12:14:00 3.4.2.R032
20:19:02:19:16:11A 3438A0
10:8F:48:8C:DC:8D 3318HM
10:BF:48:8C:DD:51 34.2.R932

10:8F:48:8C:DD:59 343891
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Vitejte
Tento privod vas provede p
iniciali Pro vétdinu uZivatel( je doporuceno vychozi

nastaveni.

Poutziva optimali é i v souladu s i poditac: I Nastavenf jednim kliikem I
nainstalovanych pevnych diskd. (Doporuéeno)

Ruéné konfigurovat nastaveni krok za krokem. l Vlastni nastaveni I

asustor

Webova instalace

1. Pokud znate IP adresu serveru, zadejte tuto IP adresu serveru do adresni fadky webového prohlizece
(napf.: http://192.168.1.168:8000).

2. Postupujte privodcem podle instrukci.

16


http://192.168.1.168:8000/

Vitejte
(vodce nastavenim v. rovede procesem
je doporuceno vychozi

PouZiva optimalizované nastaveni v souladu s nastaveni pocitace a

b o Nastaveni jednim klikem
nainstalovanych pevnych diskd. (Doporuceno)

RuE vat nastaveni krok za m
Rucné konfigurovat nastaveni krok za krokem. Vlastni nastaveni

B A I =

Instalace pouzitim mobilniho zafizeni

1.  Vyhledejte aplikaci “AiMaster” na Google Play nebo v Apple App Store. Mizete také vyuzit Carového kédu
nize. Stahnéte a instalujte mobilni aplikaci AiMaster na vase mobilni zafizeni.

AiMaster for Android AiMaster for iOS

2. Ujistéte se, Ze mobilni zafizeni je pfipojeno ke stejné lokalni siti jako NAS

3. Otevrete AiMaster a vyberte ikonu [ +] na horni listé.

17



AiMaster cd

& ® &

4. Vyberte [Auto Discovery]. AiMaster nyni prohleda lokalni sit a nalezne NAS server.

Connect via Cloud ID

Connect via IP/Hostname

Auto Discovery

5. Vyberte pfislusny NAS ze seznamu.

18



< Auto Discovery ‘9)

158 server(s) has been found!!

Server list(not initialized)

Pl
@| As-602T-00€5

)
@ | AS4004T-167A

=)
a | AS6510T-0000

—
a AS6204T-88DF

Server list

MARCO4004T

P
a | AS6104T-FAZD

Surveillance

—
@ | AS1004T-1124-rr

Vyberte [Start Initialization] pro zahajeni inicializace. Nasledujte instrukce pro dokonceni konfiguraéniho
procesu.

< Initialize the NAS
Server Name AS6204T-88DF
Model AS6204T
IP Address 172.16.1.121

Start initialization

19



Instalace pouziti pfimého pripojeni

Viz ¢ast feSeni problémud pokyny k instalaci.

Vypnuti NAS serveru

1. Potvrdte nastaveni funkce pro tla¢itka napajeni, jak je znazornéno na nasledujicim obrazku. Je-li tlagitko
napajeni podrzeno po dobu 1,5 sekundy, muzete se rozhodnout, zda chcete vypnout NAS nebo jej nechat
vstoupit do rezimu spanku. Toto nastaveni Ize zménit uvnitf ADM volbou: [Settings]=>[Hardware] - [Power]
- [Settings].

Nastaveni ? — 08 X
Obecné Systém Rizen( spotieby Napéjen| Rizeni vétraku
® s Konfigurace EuP médu

. EuP (ErP).
G Regionalni nastavenf

O Povolit © zakazat
i
Nastaveni
Oznamenf V pfipadé vypadku proudu, aby NAS pro navrat do predchoziho stavu, jakmile moc byla obnovena

7 :
ADM Defender 4 Povolit Wake on LAN (WOL), Wake on WAN (WOW) (WOW)

Podrite tlacitko Power na 1,5 sekundy: Vypnout NAS :
3 Spravee certifikatt
Plan napajeni
Aktualizace ADM

N

Pridat Upravit Ddebrat

Sitovy kos
Den Zapnout Vypnout Restart

F Background Processing
EZ-pfipojeni

';‘:‘, Ruéni pfipojenf

4 Tovarni nastaven(

=l i m
| Registrace

m

2. Podrzte tlacitko napajeni po dobu 1,5 sekundy. Méli byste byt schopni slySet "pipnuti" ze systémového
bzuaku. Pustte tlagitko napajeni a NAS se bud vypne nebo pfejde do reZzimu spanku v zavislosti na
konfiguraci.

20



5.Priloha

LED Indikatory

AS1102T AS1104T

asustor asustor

000 o

(1) Indikator napajeni €)  Indikator sité
e Indikétor stavu system o Indikator disk
LED .
Indikator Barva Popis Stav
Power Zelena Sviti Zapnuto
I
O Oranzova Blikne kazdych 10 sekund LED no€ni méd
Blika Zapinani
System Zelena
Status Sviti Systém je pfipraven
8 . ; . 1. Problém system nebo disku
Cervena Sviti i i
2. Problém s teplotou systému
Network
% Zelena Sviti Sitovy port pfipojen
Hard Disk Zelena Sviti Pevny disk pfipraven

21



Blika Probiha pfistup k datim

Pohled zezadu

AS1102T AS1104T

o Tlacitko napajeni 9 DC vstup
(2] Resetovaci tlagitko (®  systemFan
(3] USB 3.2 Gen 1 Port €  K-Lock

e Network Port

Troubleshooting

Q: Why can’t | detect my ASUSTOR NAS using ASUSTOR Control Center?

A: If you are having trouble detecting your NAS using ASUSTOR Control Center, please do
the following:

1. Please check your network connection:
v Make sure that your computer and your NAS are part of the same local area network.

v Check to see if the network LED indicator is lit. If you find that it is not lit, try connecting your Ethernet cable
to the other network port or try using a different Ethernet cable.

2. Please first disable any firewalls that may be running on your computer. Then try scanning for your NAS
again using ASUSTOR Control Center.

22



3. If you still cannot detect your NAS, please connect your NAS to your computer using the provided RJ-45
network cable and change your computer’s IP settings.

v Select [Start] - [Control Panel] > [Network and Sharing Center]

[E3 Al Control Panel ltems o
4 E3 > ControlPanel > All Control Panel items vl Pane! 2

Adjust your computer’s settings iewby: Smallicons ¥

25 Administrative Tools B3 AutoPlay ﬁ Backup and Restore (Windows 7)

* BitLocker Drive Encryption K Color Management B Credential Manager

:: Date and Time :s Default Programs .‘. Device Manager

s Devices and Printers @ Ease of Access Center = File Explorer Options

£ File History Flash Player (32-bit) A Fonts

*& HomeGroup c, Indexing Options f Infrared

Intel® HD Graphics 6~_ Intemnet Options =3 Keyboard

€ Language @ Mouse w % Network and Sharing Center :

] Phone and Modem 3 Power Options ﬂ P’rograms and Features

@ Recovery 9 Region %3 RemoteApp and Desktop Connections

| of Security and Maintenance & Sound é Speech Recognition

£ Storage Spaces ® Sync Center System
z_ Taskbar and Navigation [ Troubleshooting 8, User Accounts

P Windows Defender Firewall R Windows Mobility Center 5 Windows To Go

Work Folders

+ Click on [Change adapter settings] in the left hand panel.
%* Network and Sharing Center - o X

<« v 4 55 > Control Panel > All Control Panel items > Network and Sharing Center vd

View your basic network information and set up connections

Control Panel Home

' View your active networks

- — i —
Change advanced sharing =|:E= Access type:
settings Public network Connections: §

Change your networking settings

¥ Set up 2 new connection or network
= 3 = £
Set up a broadband, dial-up, or VPN connection; or set up a router or access point.

T~ k t
= Troubleshoot problems

Diagnose and repair network p , or get bleshooting inf

HomeGroup
Infrared
Intemet Options

Windows Defender Firewall

v Right-click on [Local Area Connection] and select [Properties].

23



I Network Connections

A+ B <« Network and Internet > Network Connections »

Organize v Disable this network device Diagnose this connection

2016ad.com

Intel®) @ pisable
Status
Diagnose

‘ Ethernet

& Bridge Connections

Create Shortcut
& Delete
& Rename

' i Properties |

v Under the [Networking] tab select [Internet Protocol Version 4 (TCP/IPv4)] and click on [Properties].

¥ Ethemnet Properties x

This connaction uses the following tems:
& B8 Chent for Microsoft Networks
& 38 File and Printer Sharing for Microsoft

W Lo

rrrrr

OK  Cancel

24



v Under the [General] tab select the [Use the following IP address] radio button. Set the [IP address] to
169.254.1.1 and the [Subnet mask] to 255.255.0.0 and then click on [OK].

Internet Protocel Version 4 (TCP/IPvd) Properties >
General

You can get IP settings assigned automatically if your network supports
this capability, Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() Obtain an IP address automatically
(@) Uge the following IF address:

IP address: | 165 .254. 1 . 10 |
Subnet mask: | 255.255. 0 . 0 |
Default gateway: | |

CObtain DNS server address automatically

(@) Use the following DNS server addresses:

Preferred DMS server: | . . . |

Alternate DMS server: | . . . |

[ ]validate settings upon exit Advanced...

Cancel

v Open up ASUSTOR Control Center to scan for your NAS.
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= § ACC (ASUSTOR Control Center) = O X

asustor

Name P Model Serial Number 4 MAC Address ADM Version | Status Enable
AS6208T-80F7 72.16.2.35 AS6208T AS16066210TM0007 0:bf:48:8b:80:f7 34.1.R7Q6 Ready
AS3202T-LEO 72.169.116 AS3202T AS16073204TM0003 0:bf-48:9b:86:99 34.3B9R Ready
AS6102T-87CE-MN) 72.16.2.24 AS6102T AS16076104TMO034 0:bf-48:8b:88:64 342R932 Ready
AS6204T-88DF 72.16.1.12 AS6204T AS16076204TM0144 0:bf-48:8b:88:df 3.4.0.R7N3 Ready
AS6204R 172.16.10.130 AS6204R AS16076212RM0006 0:bf48:8b:8b:bf 2.6.2R6L2 Ready
Surveillance 172.16.2.179 AS6204R AS16076212RM0009  10:bf48:8b:8b:b8 27.3RHQ3 Ready
AS-6212R-S 172.16.10.31 AS6212R AS16076212RM0011 10:bf:48:8b:8b:9b 3.5.0.A9G1 Ready
AS4004T-Jean 172.16.1.62 AS4004T AS20180620TM0215  00:51:82:11:22:02 3.4.3.89G1 Ready
AS5110T-5129-S 172.16.2.77 AS5110T AS25015110TMO000  20:14:12:10:51:2b 3.4.2R932 Ready
AS7008T-00r01-ri 172.16.2.10 AST008T AS87654321TM3333 20:14:08:27:00:01 3.5.0A8G1 Ready
AS6202T-AAA 172.16.2.105 AS6202T ASUSTORRDTEST 20:15:07:13:62:04 3.3.1.RIH2 Ready
AS-604T-vivian 172.16.1.109 AS-604T AT1207608MB0047 10:bf:48:89:c4:2e 3.5.0.A9R1 Ready
AS-604T-C534 172.16.2.218 AS-604T AT1207608MBOOEA 10:bf48:89:c5:33 3.4.3.B9K1 Ready

If the above mentioned procedures have not managed to solve your problem, please contact your local
ASUSTOR dealer or ASUSTOR Customer Service http://support.asustor.com.You are also encouraged
to browse through the ASUSTOR Knowledgebase.

SUPPORT.ASUSTOR.COM

26


http://support.asustor.com/
http://support.asustor.com/index.php?/Knowledgebase/List

