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Notices

Federal Communications Commission Statement
This device complies with FCC Rules Part 15. Operation is subject to the following two conditions:
= This device may not cause harmful interference.

= This device must accept any interference received, including interference that may cause undesired
operation.

This equipment has been tested and found to comply with the limits for a class A digital device, pursuant to Part
15 of the Federal Communications Commission (FCC) rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates, uses, and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no guarantee that interference will not occur in
a particular installation. If this equipment does cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference
by one or more of the following measures:

= Reorient or relocate the receiving antenna.

= Increase the separation between the equipment and receiver.

= Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
=+ Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications not expressly approved by the party responsible for compliance could void the user's
authority to operate the equipment.

CE Mark Warning

CE marking for devices without wireless LAN/Bluetooth

The shipped version of this device complies with the requirements of the EEC directives 2004/108/EC
"Electromagnetic compatibility” and IEC60950-1:2005 (2nd Edition)+A1:2009 “Information technology

equipment-Safety ".




Safety Precautions

The following safety precautions will increase the life of the NAS. Follow all precautions and instructions.

Electrical Safety
Unplug this product from the power source before cleaning.
Use only the bundled power adapter. Using other power adapters may damage your device.

Ensure that you plug the power adapter to the correct power input rating. Check the label on the power adapter
for the power rating.

Operation Safety

= DO NOT place this product in a location where it may get wet.

Place this product on a flat and stable surface.

Use this product in environments with an ambient temperature between 0°C and 40°C.

DO NOT block the air vents on the case of this product. Always provide proper ventilation for this product.

¥y ¥ ¥ ¥

DO NOT insert any object or spill liquid into the air vents. If you encounter technical problems with this
product, contact a qualified service technician or your retailer. DO NOT attempt to repair this product
yourself.

DO NOT throw this product in municipal
waste.

This product has been designed to enable proper reuse of parts and
recycling. This symbol of the crossed out wheeled bin indicates that
the product (electrical and electronic equipment) should not be placed
in municipal waste. Check local regulations for disposal of electronic
products.




1. Obsah baleni

Aplikovany vzor: AS4002T, AS4004T

Model

=

Kabel k adaptéru

‘e

AC Adaptér

<

RJ45 Network kabel

10 Gigabit Network
kabel

Sroubky pro 2.5” HDD

AS4002T

x1

X1

X2

x1

X8

AS4004T

x1

x1

X2

x1

x16
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2. Volitelny PrisluSenstvi

Nize uvedené polozky Ize zakoupit od ASUSTOR PfisluSenstvi Store: http://shop.asustor.com



http://shop.asustor.com/

3. Instalace hardwaru

VSechna data ulozena na discich budou smazana a nelze je obnovit. Pfed inicializaci systému proto
doporucujeme dulezita data nejprve zalohovat.

Nastroje potfebné pro instalaci pevného disku

®  Phillips head Sroubovak.

®  Budete potfebovat minimalné 1 pevny disk 3,5”. Kompatibilita disku zde:
http://www.asustor.com/service/hd?id=hd)

Instalace pevnych disk

1. Demontujte Celni panel, jak je znazornéno na obrazku nize.

AS4002T AS4004T

2. Vytahnéte Suplik z NAS serveru.

AS4002T AS4004T

3. Pfipevnéte k Supliku pevny disk.

v Chcete-li nainstalovat 3,5" pevny disk, odstrarite dvé liSty na obou stranach zasobniku pevného disku.
Vlozte pevny disk do zasobniku, zarovnejte a vlozte kolejniCky, abyste zajistili pevny disk a vlozili jej do
NAS.



http://www.asustor.com/service/hd?id=hd

+ Chcete-li nainstalovat 2,5" pevny disk, odstrante dvé listy na obou stranach zasobniku pevného disku.
Zarovnejte pevny disk se &tyfmi otvory oznacenymi 2,5" s konektorem SATA smérem ven. Pro
zachovani uchopeni pevného disku a zasobniku otocte zasobnik vzhiru nohama a upevnéte jednotku

¢tyfmi dodanymi Srouby M3, jak je ukazano nize.

L 2 L 2

4. Zasuite Suplik s instalovanym pevnym diskem do své pozice s uvolnénou zapadkou. Po zasunuti zajistéte
zapadkou, méli byste slySet cvaknuti .

AS4002T

w-

LB N *
AS4004T
LB N *
5. Vratte pfedni panel.
AS4002T AS4004T

asustor asustor




Ochrana napajeciho kabelu

Pozn: Muizete pouzit dodavany drzak kabelu pro zajiSténi napajeciho kabelu, pokud mate obavy o
napdajeci kabel NASu pfi presouvani NAS

Pfipevnéte drzak na kabel dle obrazku nize.

AS4002T AS4004T

Napajeni, pfipojeni a prvni zapnuti
. Zapojte napajeci adapter do elektrické sité a druhym koncem do vstupu zdroje NAS server.

AS4002T AS4004T

. Pfipojte NAS server pomoci RJ-45 kabelu do mistni sité, tfeba do switche nebo routeru .

. Poté podrzte po dobu 1 — 2 sekund tlacitko Power. Za chvili se rozsviti modra LED dioda, coz bude znacit
zapnuti NAS server. Dale se aktivuje zelena LED dioda indikujici béh systému.

AS002T AS4004T

o NAS je pfipraven k provozu jakmile zelena LED dioda pfestane blikat a za¢ne trvale svitit. Ve stejnou
chvili uslySite systémoveé pipnuti. Instalace pevnych disk(l a hardwarova konfigurace je tim dokoncena.
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4. Instalace softwaru

Pozn: Pfed instalaci se ujistéte, ze mate posledni verzi firmware ADM. Firmware je na nebo na
https://www.asustor.com/

Stahnout Instalace Centra

Windows uzivatelé

o Instalace probéhne automaticky. Po jejim dokon&eni za¢ne utilita skenovat mistni sit k nalezeni NAS
serveru. Ten proto musi byt pfipojen do mistni po€itacové sité.

=} Control Center = =
asusltor

Z% P bk ERERE MAC i3t ADM RE&E | = woL |
AS7004T-K 172.16.2.240 AS7004T 20:14:09:11:00:03 24.0RFUB nE EA
AS7004T-0007 17216830 AS7004T AS1234567TM1000 20:14:09:11:00:07 240RFU6 e ) F
TSD-704 17216.1.108 AS7004T 20:14:09:11:00:14 24.0RFUE e otz
AS7010T-RD 172161172 AS7010T AA14087008778888 20:14:07:02:00:0d 2.5.0A5R1 TE k) 3
AS7004T-0009 17216120 AS7004T 20:14:09:12:00:09 24.0RFUB ne el
AS7004T-0007 17216847 AS7004T ES00000000000009 20:14:09:12:00:07 240BHM1 R ) W
AS704T-000C 172.16.2.88 AS7004T 20:14:09:11:00:0b 24.0RFUB nE Bt
TSD-7004T 172162115 AS7004T AS14107004TM0343 10:bf-48:82:89:a6 240BHR1 e FH
AS7004T-81D5 1721612151 AS7004T AS14107004TM0020  10:bf48:8a:81:d5 24.0RFU6 =)
AS5002T-A0BD 172161263 AS5002T AS14125004TM0843  10:bf48:8a:a0:bd 24.0RFU6 ]
AS7008T-NVR 172.16.12.209 AS7008T 20:14:07:02:00:09 24.0RFU6 ]
AS-606T-C3B8 17216250 AS-606T AT1234567Bzp123 10:bf-48:89:c3:b8 24.0RFU6 =8
AS0000T-0020 172161212 AS0000T AA15056104770501 20:15:05:13:00:20 25.0A5Q1 2H

P,
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https://www.asustor.com/

o Vyberte ze seznamu nalezeny NAS server, ktery chcete konfigurovat. Poté zaéne inicializace serveru.
Postupujte dle pokyn(.

English

Welcome

This setup wizard will guide you through the
initialization process. For most users, the default
options are recommended.

Uses optimized settings in accordance with your computer settings and [ 1-Click Setup
the installed hard drives. (Recommended) |

Manually configure the settings step by step. Custom Setup

B A H M

Mac uzivatelé

o Po jejim dokonc&eni zacne utilita skenovat mistni sit k nalezeni NAS serveru. Ten proto musi byt pfipojen
do mistni pocitacové sité.

‘a0 e® ~ Control Center

Name IP Address Mode! Serial Number MAC address ADM Version Status woL
GoblinNas 172.16.6.21 AS-804T  AT1403608MB0182 10:BF:48:8A:59:C0 3.0.0.8972 Ready ==
ASH10T-5129 172.16.2.92 AS5M0T  AS25015110TMO000 20:14:12:10:51:29 3.0.0.8871 Ready --
AS6102T-EC3D 172.16.1.84 ASB102T AS15078104TMO0018  10:BF:4B:BA:EC:3D 3.0.0.8871 Ready =
brAS7008T-7FC8 172162116 AS7008T  AS14107010TMO189 10:BF:48:8A:7F:C9 3.0.0.8871 Ready --
AS-302T-6726 172161185  AS-302T  AT1301302MB0899 10:BF:48:8A:0D:E0 3.1.0.A951 Ready =
Raymond-AS-604T-C... 172.16.1.147  AS-B04T  AT1207608MB0103 10:BF:48:89:C5:1A 3.1.0.A851 Ready -
AS-604T-C42D 172161109 AS-604T  AT120760BMB0047 10:BF:48:89:C4:2D 3.1.0.ABU2 Ready --
MNvrTest-AS6202T-1E99  172.16.2.221  AS6202T AS15106204TM0143 10:BF:48:8B:1E:99 3.0.0.R8N2 Ready -=
AS3104T-8781 172161222  AS3202T AS15093104TM0215 10:BF:48:8B:12:FA 3.0.0.R8N2 Ready ==
AS-602T-2DC5 172162158  AS-802T  AT1207602MBO04A 10:BF:48:8A:2D:C5 3.0.0.B6L3 Ready --

¢ 2 oo O

. Vyberte ze seznamu nalezeny NAS server, ktery chcete konfigurovat. Poté zacne inicializace serveru.
Postupuijte dle pokyn.

12



English @

Welcome

This setup wizard will guide you through the
initialization process. For most users, the default
options are recommended.

Uses optimized settings in accordance with your computer settings and ‘

the installed hard drives. (Recommended) 1-Click Setup

Manually configure the settings step by step. | Custom Setup

asustor

Webova instalace

. Pokud znate IP adresu serveru, zadejte tuto IP adresu serveru do adresni fadky webového prohlizece
(napf.: http://192.168.1.168:8000).

. Postupujte pravodcem podle instrukci.

English w.

Welcome

This setup wizard will guide you through the
initialization process. For most users, the default
options are recommended.

Uses optimized settings in accordance with your computer settings and ‘

the installed hard drives. (Recommended) 1-Click Setup

Manually configure the settings step by step. ‘

Custom Setup

asustor
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http://192.168.1.168:8000/

Instalace pouzitim mobilniho zafizeni

1.  Vyhledejte aplikaci “AiMaster” na Google Play nebo v Apple App Store. Muzete také vyuzit ¢arového kodu
nize. Stahnéte a instalujte mobilni aplikaci AiMaster na vade mobilni zafizeni.

AiMaster pro Android AiMaster pro iOS

2.  Uijistéte se, ze mobilni zafizeni je pfipojeno ke stejné lokalni siti jako NAS

3. Oteviete AiMaster a vyberte ikonu [ +] na horni listé.

@) 100 TS 2 il 65% (W 5:14 prs 100 T3 il 65% (9 5:1.4pm

) AiMaster e 3

AiMaster

4.  Vyberte [Auto Discovery]. AiMaster nyni prohleda lokalni sit a nalezne NAS server.

14



#) AiMaster

Hostname

Cancel

5.

{ 4% AiMaster (s

Server list(not initialized)

—
AS-204TE-E943

6. Vyberte [Start Initialization] pro zahjeni inicializace. Nasledujte instrukce pro dokonéeni konfiguraéniho

procesu.

{ #% AiMaster

Server name AS-202TE-2469
Model ASZO2TE
IF Address 172.16.12.127:8000

( Start initialization )

15



asustor

Prosim, viz bod Poradce pfi potizich pokyny k instalaci.
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5.Priloha

LED Indikatory

LED

indikace e
Modra
Napéjeni
Oranzova
Systémovy Zelena
stav
Sit Modra
Nachovy
USB Zelena
Pevné disky AZSLS
Modra

asustor

Popis

Sviti

Blikne kazdych 10 sekund

Blika

Sviti

Sviti

Sviti

Sviti

Blika

Sviti

Blika

Sviti

AS4002T/AS4004T

1. LED indikace napajeni

2. LED indikace stavu systému
3. LED indikace sité*

4. LED indikace USB portl

5. LED indikace pevnych disku

Stav
Zapnuto
LED No¢ni mod
Zapina se

Systém nabéhl
1 Gigabitovy Sitovy port je pfipojen
10 Gigabitovy Sitovy port je pfipojen

USB zafizeni pfipraveno k pouziti
Externi zafizeni pracuje
Pevny disk pfipraven
Pevny disk pracuje

Zapnuto

17



Pohled zezadu

1. Vstup napajeni

2. Port USB 3.0

3. Port RJ45 10Gigabitovy
4. Port RJ45 1Gigabitovy
5. Reset tlaitko

6. Zamek K-lock

7. Ventilator

Reseni problémd
Q: Pro¢ nemohu detekovat mij ASUSTOR NAS pomoci ASUSTOR Control Center?

A: Pokud mate potize s detekci svého NAS pomoci ASUSTOR Control Center, provedte
nasledujici:

1. Prosim zkontrolujte sitové pfipojeni:

v Ujistéte se, ze vas pocita€ a Vas NAS jsou soucdasti stejné lokalni sité.

v Zkontrolujte, zda je LED indikator sité sviti Pokud zjistite, Ze nesviti, zkuste pfipojit ethernetovy kabel k
jinému sitovému portu nebo zkuste pouzit jiny ethernetovy kabel.

2. Nejprve zakazte vSechny brany firewall, které mohou byt spustény v pocitaci. Pak zkuste skenovani Vaseho
NAS opét pomoci ASUSTOR Control Center.

3. Pokud stale nemuzete rozpoznat NAS, prosim pfipojte NAS k pocitaci pomoci dodaného RJ45 sitového
kabelu a zménte nastaveni IP v pocitaci.

v Vyberte [Start] = [Control Panel] = [Network and Sharing Center]

18



o | B R

ol & 3 » Cont.. » All Control PanelL.. » - Search Control Panel

o

Adjust your computer's settings View by:  Largeicons ¥
S~ Internet Options Keyboard i
P Y
3y Locationand Other Mail (32-bit)
Mouse Multi-finger

Network and Sharing
Center

Parental Controls

Personalization

Power Options

Realtek HD Audio Manager

Region and Language

Sound

Sync Center

Notification Area [cons

Perfarmance Information
and Tools

Phone and Modem
Programs and Features

Recovery

RemoteApp and Desktop
Connections

Speech Recognition

Systermn

m

v Kliknéte na [Change adapter settings] v levé ¢asti panelu.
i —— \
o

@

f_(-\ - :‘: . » Metwork and Sharing... - Search Control Panel

Control Panel Home . . . .
View your basic network information and set up

| Change adapter settings | connections
Change advanced sharing E’%L' |;h 0 See full map
settings =
ALLEN-PC asustor-office-4 M Internet

(This computer)

View your active networks Connect or disconnect

L—h asustor-office-4M Access tjfrpe: ~ Internet

- . [

% Work network Connections: Il Local Arga
Connection

Change your networking settings

{‘i. Set up a new connection or network

Set up a wireless, broadband, dial-up, ad hoc, or VPN
connection; or set up a router or access point.

v Pravym tlagitkem kliknéte na [Local Area Connection] a vyberte [Properties].

19



'@ . @ <« Met.. » Metwork Connecti.. » - Seanch Network Connections L [
Organize = Disable this network device Diagnose this cennection » &= - O @
L_". Local Area Connection | l: Wireless Network Connection
“oe_ asustor-gffice-dhA = _ Disabled

& IMicron #) Disable Atheros AR9285 Wireless Network...
Status
Diagnose

'&' Bridge Connections

Create Shortcut
Delete
'&' Rename

|_ '&' Properties |

+ V poli [Networking] vyberte [Internet Protocol Version 4 (TCP/IPv4)] a kliknéte na [Properties].

[ - Bl
L'E] Local Area Connection Properties ﬁ

Metworking I

Connect using:
l_-? JMicron PCI Express Gigabit Ethemet Adapter

This connection uses the following tems:

% Client for Microsoft Networks
g[}os Packet Scheduler
gﬂle and Printer Sharing for Microsoft Networks

W |rtemet Protocol Version 4 (TCP/1Pv4)

¥ = Tnk-Layer Topology Discovery Mapper 70 Driver
i Link-Layer Topology Discovery Responder

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocal that provides communication
across diverse interconnected networks.

| ok || concel |

v V poli [General] vyberte [Use the following IP address]. Nastavete [IP address] na 169.254.1.1 a
[Subnet mask] na 255.255.0.0 a kliknéte na [OK].

20



Internet Protocol Version 4 (TCP/IPv4) Properties @I&J

General

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() Obtain an IP address automatically
(@) Use the following IP address:

IP address: 169 .254 . 1 . 1
Subnet mask: 255 .255 .0 .0
Default gateway:

Obtain DMNS server address automatically
(@) Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

[T validate settings upon exit

[ oK ][ Cancel ]

v Oteviete ASUSTOR Control Center pro skenovani NAS.

r‘ | Control Center l = &‘
asustor
Fl
Open
Name P | Model | Serial Number | MAC Address | ADM Version | Status woL |
ALAAAN 17216.2157 ASTO0AT AS14107004TMO431 10:bf:48:82:89:F8 24.1EBI81 Ready Enable \i
AST004T-mktdemo 172.16.2120 ASTO0AT 20:14:09:12:00:03 24.0BHQL Ready Enable
ASTO04T-K 172.16.2.240 ASTO0AT 20:14:09:11:00:03 24.0.RFUB Ready Enable
AST00ET-0001 172.16.2.79 AST008T 20:14:07:04:00:01 25.0.A5T1 Ready Enable
AST7004T-0009 17216120 ASTO04AT 20:14:09:12:00:09 24.0RFUS Ready Enable
AST00ET-0009 172.16.1.88 AST008T AS15047009TMO000 20:14:07:01:00:09 2418191 Ready Enable
AS7010T-000D 172161172 AST010T AA14087008778888 20:14:07:02:00:0d 2.5.0.A681 Ready Enable
AST004T-0007 17216847 ASTO0AT ES00000000000009% 20:14:09:12:00:07 24.1B181 Ready Enable
AST7004T-0007 17216830 ASTO04AT AS1234567TM1000 20:14:09:11:00:07 2418181 Ready Enable
AST010T-NVR 17216.12.144 AST010T AS14087010TMO221 10:bf:48:82:6f:70 24.0.RFUS Ready Enable
briAS7012R-7608 1721625 ASTO12R AS14097012RMO0053 10:bf48:8a:76:08 24.1BIAL Ready Enable
J008-TV 17216.2142 ASTO08T AS14087010TMO044 10:bfA8:Ba:beed 24.1EBI81 Ready Enable
S =)

4. V pfipadé, Ze vySe uvedenymi postupy se nepodafilo vyfesit problém, obratte se na mistniho prodejce nebo
ASUSTOR ASUSTOR zakaznicky servis http://support.asustor.com. Mlzete také vyuzit prohlizeni ASUSTOR

Knowledgebase..
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http://support.asustor.com/
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SUPPORT.ASUSTOR.COM
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