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kapitola

Seznameni

Dékujeme Vam za vybér ASUSTOR network attached
storage (NAS).

ASUSTOR NAS Vam nabizi bohaty vybér funkci, které umozni rozsirit neomezeny potencial
serveru. Od sdileni dat pres razné platformy, multimedialni serverové aplikace az po centrum

aplikaci.

ADM: To Uzasné zaé¢ina zde.

Vas NAS je dodavan s predinstalovanym ASUSTOR data Master (ADM), coz je operag¢ni systém
vyvinuty spole¢nosti ASUSTOR. ADM poskytuje intuitivni a uzivatelsky privétivé rozhrani. Tato uz

ivatelska prirugka vas seznami se véemi prednastavenych aplikaci (Apps) na vasem NAS.

Vas vlastni cloud

Bojite se svérit sva data na cizi cloud? Vytvorte si s ASUSTOR NAS serverem vlastni! (EZ
ConnectTM) Pak budete moci pristupovat ke svym datam i aplikacim serveru odkudkoliv.

Sdileni napri¢ platformami



ASUSTOR NAS servery poskytuji bezproblémové sdileni nap#i¢ Windows, Mac OS, nebo Unix-
like.

Zaénéte pouzivat vlastni cloud

Zazijte pohodli cloud computingu v prostredi bez stresu. ASUSTOR ADM Defender a podpora $
ifrovani poskytuji nejvyssi standard zabezpegeni vaseho systému.

Chrarite sva data

ASUSTOR umoznuje nastavit bezproblémové zalohy. Jednoduse naplanujete ulohy zalohovani
dat z potitace a server se pak uz o vie postara. Nestane se tak, Ze byste zapomngli zalohovat a
pak pri ngjaké havarii o své soubory prisli.

Vytvofite si neomezené multimedialni centrum

ASUSTOR NAS server neni jen spolehlivy datovy server. Disponuje celou fadou funkci a sluzeb,
dalsi si navic maZete nainstalovat. V ramci domacnosti mazete vyuzit UPnP server a streamovat si
vlastni data. Centrum sthaovani vam zase usnadrije stahovani a podporuje protokoly FTTP, FTP a
BT.

Kamerovy systém

ASUSTOR dava v ramci Surveillance Center zdarma licenci na pripojeni 4 raznych IP kamer.
Pokud uz tedy mate NAS server a nepotrebuje vice kamer, nemusite si zvlast porizovat kamerovy
systém. K nastaveni, nahravani, prehravani i zivému zobrazeni pak pristupujete odkudkoliv pres

webové prostiedi, at uz pouzivate internetové prohlizege Chrome nebo Firefox.

iISCSI a virtualizace

ASUSTOR poskytuje v ramci svych NAS serveru unifikované ulozisté s idealnim pomérem cena /
vykon. Svgj server proto nemusite pouzivat jen k ukladani na ngj sami, ale rozsiit tuto potrebu
jako IP-SAN zayizeni iSCSI.

Budte zodpovédni s ASUSTOR



VSechny ASUSTOR NAS servery jsou navrzeny s ohledem na maximalni Usporu energie zasluhou
navrzeni hardware a zaroven prizpasobenim pri provozu. Mazete tak usetrit na svém Ugtu za
elektrinu a zaroven ulevit priroda.

Nepostiehnutelné ticho

U produktg, jako je NAS, které musi bézet dlouhou dobu, bude-Ili behem provozu hluk velmi
hlasity, bude mnoho uZivately nesnesitelnych. Diky exkluzivnimu nizkoSumovému designu
ASUSTOR NAS je provoz zvuku téméi nepostrehnutelny a spliiuje vase vysoce kvalitni pozadavky
na Zivotni prostredi.

Pristup ke cloudu On The Go

ASUSTOR nyni prinasi vlastni aplikaci pro iOS a Android, ur¢enou ke snadnému pristupu k NAS
serveru odkudkoliv.

App Central: Neomezeny potencial moznosti

Predinstalované aplikace jsou jen zagatkem. ASUSTOR nabizi celou radu dalSich aplikaci, které si
muzete prohlédnout, stdhnout a nainstalovat. Je pritom jedno zda vas zajimaji webové stranky
nebo multimédia. Své aplikace si najde proste kazdy.

Online zdroje

Vlastnosti | Kompatibilita | Ke staZeni | Technicka Podpora | FAQ | ADM Zivé demo

Foérum | Univerzita ASUSTOR

Podminky pouzivani

VSechny ASUSTOR vyrobky prosly prisnym a komplexnim testovanim. Pri bézném uZivatelském provozu a
b&hem zaru¢ni dobyn ASUSTOR prebird odpovednost za pripadné zavady hardwaru. Pred pouzitim tohoto
vyrobku si prosim prectéte liceneni ujednani (EULA), které se nachazi na konci této uZivatelské prirueky.


https://support.asustor.com/index.php?/Knowledgebase/List
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Seznameni s ADM

Tato kapitola vas seznami s procesem prihlasovani pomoci svétlomet a pomoci hlavniho panelu
v ASUSTOR dat Master (ADM).

Instalace ASUSTOR NAS a ADM

Nez za¢nete pouzivat NAS, ujistéte se, Ze jste nainstalovali pevné disky, pripojili NAS a spravng je
inicializovali. Podrobné pokyny k nastaveni vaseho ASUSTOR NAS a instalaci ADM najdete ve
Strugné instalagni priru¢ce pro vas model ASUSTOR NAS.

Quick Installation Guide https://www.asustor.com/service/downloads

Pfinlaseni do ASUSTOR Data Master (ADM)

Po instalaci a prvotni inicializaci se mazete prihlasit do ASUSTOR NAS nasledovné:
Pripojeni v mistni siti (LAN)
Metoda 1 : Pouzijte aplikaci ASUSTOR Control Center pro vyhledani vaseho ASUSTOR NAS v

mistni siti. Zvolte vas NAS a kliknéte na tlagitko Open pro zobrazeni dialogu pro prihlaseni.
(ACCQ) Ize stahnout ze Stahovani Soubory ke stazeni

Metoda 2 : Pokud znate IP adresu vaseho ASUSTOR NAS v mistni siti, maZete ji primo zadat do
vaseho internetového prohlize¢e a prihlasit se, napy. http://172.16.1.69:8000/ (8000 na obrazku

je vychozi port)

= m] X
G Google X +

¢« C| @ hitp//172.16.1.69:8000/ @@ »@ :

Gmail Images  ii: e

Pripojeni mimo mistni sit (WAN)
Metoda 3 : Pokud se ke svemu ASUSTOR NAS pripojujete vzdaleng, mazete do svého webové

ho prohlize¢e zadat CloudID.ezconnect.to nebo CloudID.myasustor.com a pripojit se k vas
emu NAS. Napyiklad: http://john.ezconnect.to nebo http://john.myasustor.com:8000


http://172.16.1.69:8000/
https://www.asustor.com/service/downloads

= ] X
G Google X +

& C | @ http://john.myasustor.com:8000 ® @ N o

Gmail Images 1:: Q

Poznamka: Pokud se prihlasujete vzdaleng, nezapomerite si zaregistrovat vas NAS a povolit
funkci Cloud Connect v nastaveni [Settings] — [EZ-Connect] — [Enable EZ-Connect Service].
Po nastaveni Cloud ID na vasem NAS se budete moci vzdaleng prihlasit s vasi vlastni adresou.

Settings

A General
A ( @ Network

App Central Regional Options

ASUSTOR makes it easy for you to connect to your NAS anytime, anywhere, simply by enabling the EZConnect service
below and signing up for a Cloud ID.

] Enable EZ-Connect Service
@ Hadware Please name 3 set of easy-to-remember Cloud IDs. This set of IDs can be used to access to the NAS anytime,
anywhere.
Notification

Cloud I1D: AS1104T Rename
ADM Defender

Certificate Manager
Settings
ADM Update

Network Recycle Bin

cheduling

oY Manual Connect
Factory Default

| Registration

Hlavni panel

Hlavni panel je umistén v horni ¢asti aplikace ADM a obsahuje nasledujici polozky a funkce:
2 3 Z 5 6 7 8

1 9
I— —— |
I |

‘g" I.-"' ! | @ admin | E @ Q

4

1. Zobrazit plochu: Minimalizuje vSechna okna.
2. lkony aplikaci:

Otevreneé aplikace: Zde se zobrazuji oteviené aplikace, které Ize pripnout, obnovit,

minimalizovat nebo zaviit.

Pripnout na hlavni panel: Kliknutim pravym tlagitkem na aplikaci na hlavnim panelu.



3. EZ Connect.to prenosova funkce:

Tato ikona znamena, Ze se pripojujete pomoci sluzby EZ-connect.to. Pripojeni pomoci EZ-

Connect.to bude pomalejsi a moznosti stahovani budou omezeny.

"';' I_-‘" “ | @ admin | E @ Q

4. Monitor Uloh: Zkontrolujte a sledujte razné ulohy na pozadi, jako je nahravani, kopirovani
a presouvani souborq.
5. Moznosti Ugtu: Zobrazi moznosti pro nastaveni G¢tu nastaveni, rezim spanku, restart, vypnuti

a odhlaseni.

Nastaveni: Vybér Nastaveni nabizi moZnosti karet pro nastaveni U¢tu, vyuZiti hlasitosti a motivy.
Osobni:

Nakonfigurujte heslo G¢tu, emailovou adresu, popis a jazyk uzivatelského rozhrani.
Pokud pouzivate Gget spravce, Ize povolit dvoufazove ovéreni. Nastaveni plochy uspora
da ikonu aplikace nékolika zpasoby, véetné 5x3, 6x3 nebo 7x4.

Personal

Settings Volume Usage Theme

Password: ssssseas

Confirm password: ~ sesssees

E-mail:
Description: Admin
ADM language: English v

[] Enable 2-step verification

Show Welcome Screen at startup

Desktop settings: x4 v

Volume Usage:

Informace o zaplnéni a kvétach oddila pevného disku.

10



Personal

Settings Volume Usage Theme

Volume File system Usage Quotas

Volume 1 EXT4 15.41 GB --
Téma:

Vzhled: MoZnosti pro automaticky, svétly nebo tmavy rezim.
Téma zahlavi: MozZnosti pro zménu vzhledu zahlavi.

Dalsi témata:

Moznosti pro dalSi motivy, které zahrnuji zménu pozadi, barev textu, ikon a barev oken.
MuzZete také nahrat obrazky na NAS nebo vybrat obrazek jiz na NAS a nastavit vlastni tapetu.

11



Personal

Settings Volume Usage Theme

Theme

Appearance: Light hd

Title Bar theme:

a o 0o o A Pl - X
More themes
Customization
Fit: Fit ~
Window color: . . .
Desktop text color: . . .
Wallpaper:
M}r previous images +
ﬂ Default Imagas There are no images in this folder
4 @) aom
» B3 Download

12



Personal

Theme

Appearance:

Title Bar theme:

¥ More themes
Customization

Fit:

Window color:

Desktop text color:

Wallpaper:
L+ My images
8| Default Images

4 @ apm
B Public

-

Personal

Theme

Appearance:

Title Bar theme:

& More themes

Customization
Fit:
Window color:
Desktop text color:

Wallpaper:

L+ My images

8| Default Images

« @ apbm
B Public




6. Oznameni systému:

System announcement

Due to system maintenance, the following services will be
temporarily affected during the following periods, the scheduled
maintenance date(s) as follows:

Zde se zobrazuje systémoveé oznameni. Prizpasobte si systémova oznameni tak, Ze prejdete do ¢
asti PrihlaSovaci styl stranky v ¢asti Obecné v Nastaveni. Systémova oznameni jsou jako vyvésky,
které sdgluji informace tem, kteyi pouzivaji NAS, napriklad aby informovali zaméstnance o odsta

vkach nebo Udrzbe

7. Nastroje: Kliknutim na plus pridate informace ze Spravce ulozists, Sledovani aktivity, Online

uzivatelé a Dalezité protokoly pro rychlé prohlizeni.

O Storage Manager
Volume 1 i
M Free 853.46 GB

M Used 21.42GB

@

u Activity Monitor

] Lan1 v
4+ 0.00 KB/s
¥ 22.00KB/s

CPU  Memory

) Online Users

admin HTTP/HTTPS 00:12:48

admin

admin

0 00O

admin 45:06

D Important logs

8. Vyhledavani: snadno vyhledavejte aplikace a soubory bez daliho indexovani. Okamzity
nahled souborg, informaci o souboru a umisteni pomoci ASUSTOR Searchlight. Kliknutim na
jeden z vysledka vyhledavani vlevo zobrazite nahledy obrazkg, zatimco dalsi informace najdete
vpravo. Razné vysledky zobrazite pomoci klaves se Sipkami nahoru a dolg na klavesnici. Poklepa

nim nebo stisknutim klavesy Enter oteviete vysledek.

14



E Q IMG_42 .

Access Control B images () File Explorer

B 1MG_4226.00G

IMG_4226JPG

Photo Gallery 3

9. Predvolby: Nastaveni ADM jsou nyni ve snadno pouzitelném centralnim umistani, coz
usnadruje hledani spravnych nastaveni. K prochazeni a zmeéné nastaveni sta¢i jediné kliknuti.
Predvolby se nyni nachazeji na hlavnim panelu.

2 # W@ 2 © Q @

Preferences

@  settings

General Network Regional Options Hardware Notification ADM Defender ~ Certificate Manager ~ ADM Update  Network Recycle Bin  Scheduling EZ-Connect

< u

Manual Connect  Factory Defauit Registration

B Access Control

° o0
] n o

Local Users Local Groups AD/LDAP Users  AD/LDAP Groups  Shared Folders App Privileges

| -
i (>_| = -

WebDAV Terminal Rsync Server TFIP Server Reverse Proxy

15
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Predinstalované aplikace

Predinstalované aplikace zahrnuji konfiguraci a nastaveni sluzeb pevnych diska a hardwaru. Maz
ete konfigurovat vSe od nastaveni systému az po pristupova prava uzivatelg.

Nastaveni

Obecné

Zde muzete spravovat nastaveni HTTP portu a automatické odhlaseni. Automatické odhlaseni

uzivatele probghne v pripadg, ze uzivatelé zastanou neginni ve stanovené lhate.

Settings ? — B8 X
Management Media Mode Sign In Page Style Video

@ Network System

@ Regional Options System HTTP port: 8000 -

2 Hard Enable HTTP Secure (HTTPS)

4 ardware
System HTTPS port: 8001 "

Notification

Minimum security protocol: TLS 1.0 v

== ADM Defender . .
= [[] Automatically change HTTP connections to HTTPS connections.

53 Certificate Manager You can import your SSL private key/certificate through the Certificate Manager.@)

ADM Update Auto Logout
You can automatically log out idle user(s) by setting up the time-out timer.

B Network Recycle Bin . .
Time-out timer: 1 Hour v

&

Scheduling
C§> EZ-Connect
';:,‘. Manual Connect

4y Factory Default

[l Registration -!

(1) Rizeni

Systém HTTP Port:

Systém HTTP Port: Toto se pouziva k ur¢eni portu, ktery chcete pouzit pro pripojeni k ADM
webovému uzivatelskému rozhrani. Miazete pristupovat ke svému NAS otevienim webového

prohlize¢e a zadanim IP adresy nasledovaného dvojteckou a ¢islem portu.

16



Napiklad: http://192.168.1.168:3000
Povolit zabezpe¢eny protokol HTTP (HTTPS):

Funkce HTTP Secure vyuziva vyhrazeny, ale samostatny zabezpe¢eny komunikagni port pro
pripojeni k rozhrani ADM, aby umoznil bezpe¢ngjsi prenos dat. Je potieba oteviit webovy prohliz
e¢, zadat IP adresu NAS, dvojte¢ku a ¢islo portu HTTPS pro pripojeni k ADM. (Priklad: https:
//192.168.1.168: 8001). ADM ma moznosti pro import certifikata SSL nebo kli¢g do Spravce
certifikaty a pro povinné pripojeni HTTPS.

17



Timeout timer:

Z bezpe¢nostnich davodi budou uZivatelé, ktefi zastavaji neginni ve stanovené lhate po prihlasen
i automaticky odhlaseni.

(2) Rezim médii
Rezim médii zlepSuje vykon streamovani a prekddovani multimédii tim, Ze u nekterych modely
ASUSTOR vyhrazuje 512 MB RAM.

Settings ? — 0 X

Management Media Mode Sign In Page Style Video

a
@ Network Improve multimedia streaming and transcoding performance by enabling Media Mode on your NAS. Media Mode

reserves a portion of RAM for multimedia playback.
@ Regional Options Enable Media Mode

AN

Hardware
Notification

s= ADM Defender
58 Certificate Manager
ADM Update

@ Network Recycle Bin
L'T'¢ Scheduling

&> EZ-Connect

Y Manual Connect

4y Factory Default

[Cll Registration -I)

(3) Prihlasovaci styl stranky



Zde muzete zmenit obrazek na pozadi stranky pro prihlaseni. Podporovany format obrazka je
JPG.

Settings 2?7 — 08 X
Management Media Mode Sign In Page Style Video
@ Network Login Page Appearance
€% Regional Options Background Image: Browse 1 As1104T-). A
Jlil MM/DO/YYYY,
&% Hardware fit: Gl M |
Notification Customized Image: Circular v
.
=== ADM Defender Browse L" ‘
5 Certificate Manager Appearance: Auto b
ADM Update Layout: Middle v Restore
B Network Recycle Bin ~ Display Settings
T Show time MM/DD/YYYY, 12-hour clock  Please click here to configure.
R Scheduling
Show hostname AS1104T-Jackie Please click here to configure.
C4> EZ-Connect Show NAS
&Y Manual Connect [J App shortcuts @
4 Factory Default ~ System announcement
Show: ADM v

[l Registration

Vzhled prihlasovaci stranky:
Obrazek na pozadi: Zmeéni tapetu. Podporuje obrazky JPEG.

Vlastni obrazek: Povoli nebo zakaze vlastni obrazek na prihlaSovaci strance a zvoli bud’ obdélni
kovy nebo kruhovy obrazek. O¥iznuti Ize provést také za Ugelem Upravy polohy a zaostreni

obrazu. Podporuje obrazky JPEG.
Vzhled: MoZnosti pro svétly, tmavy nebo automaticky rezim.

Rozlozeni: Moznosti pro Upravu rozlozeni prihlasovaci stranky.

Nastaveni obrazovky:

Zde muazete zménit nastaveni zobrazeni, napriklad [Zobrazit ¢as], [Zobrazit ndzev hostitele],
[Zobrazit NAS] a [Zkratky aplikaci].



Settings

General

@ Network

@ Regional Options
& Hardware
Notification

ADM Defender
Certificate Manager

ADM Update

o

=

Network Recycle Bin
L'Tl'g Scheduling

C@ EZ-Connect

WY Manual Connect

4y Factory Default

D[ Registration

Management Media Mode Sign In Page Style Video
Browse t',.
Appearance: Auto v
Layout: Middle v Restore

- ~Display Settings -
Show time MM/DD/YYYY, 12-hour clock  Please click here to configure.
Show hostname AS1104T-Jackie Please click here to configure.
Show NAS
[ App shorteuts @

~ System announcement
Show: ADM v
Announcement period: Forever v
Start: 03/23/2021 03:30PM v
End: 03/24/2021 03:30PM Vv
Title: System announcement

Apply

Systémové oznameni:

Zobrazuje oznameni na prihlasovaci strance a ur¢uje obsah oznameni a ¢as zobrazeni.

‘ Settings

-
& General

@ Network

@ Regional Options

&' Hardware

E‘ Notification

ADM Defender

L]
e

4]

= Certificate Manager
[£] ADM Update

@ Network Recycle Bin
% Scheduling

& EZ-Connect

0’,5‘, Manual Connect
4y Factory Default

[l Registration

Management

— ~Display Settings

Show time

Show hostname
Show NAS

[ App shortcuts @

Media Mode Sign In Page Style Video

2 = H

MM/DD/YYYY, 12-hour clock  Please click here to configure.

AS1104T-Jackie Please click here to configure.

» System announcement

Show:

Announcement period:
Start:

Title:

Content:

AM v
Forever V)

03/23/2021 03:30PM Vv
03/24/2021 0330PM Vv

System announcement

Due to system maintenance, the following
services will be temporarily affected
during the following periods, the
scheduled maintenance date(s) as follows:

(4)Video
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Prevadi nehratelna videa do formatu, ktery Ize prehrat, v Prazkumniku souborg nebo v programu
Fotogalerie 3.

Settings ? — B8 X
Management Media Mode Sign In Page Style Video
@ Network Media Conversion

Some browsers do not support certain types of video formats when playing back in ADM. ADM is able to
automatically convert and create a compatible copy of one or more videos stored on the NAS to a playzable format
for easier viewing.

@ Regional Options

&' Hardware
When unsupported videos are found, what would you like ADM to do?

Notification O Do not convert

se= ADM Defender O Automatically convert
© Always ask
53 Certificate Manager

ADM Update uses NAS resources during
'—j Network Recycle Bin

'!TII': Scheduling

&> EZ-Connect

&Y Manual Connect

4y Factory Default

[l Registration

Sit

Zde si maZete nastavit nazev serveru, LAN a Wi-Fi nastaveni. Ostatni nastaveni jsou IP adresy,

DNS server a vychozi branu.

Poznamka: Tato funkce se maze lisit podle toho, jaky mate model.
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Settings ? — 0 X

General General Network interface Proxy
Global Senings
@ Regional Options Server name: AS1104T-Jackie
Default gateway: LAN 1 v

Hardware

DNS server: 168.95.1.1]

Notification

ADM Defender

H
il

Enable IPv6

Certificate Manager
DNS server:

e 4

ADM Update

7 Network Recycle Bin
F‘ Scheduling
3> EZ-Connect
i',:“, Manual Connect
4 Factory Default

D’ Registration

(1)Obecné
Server Name: on-line nazev vaseho NAS.

Default Gateway: vychozi brany, kterou chcete pouzit.

DNS Server:

Zde muZete nastavit server DNS, ktery chcete pouzivat. Pokud se rozhodnete ziskat vasi IP
adresu pomoci DHCP systém automaticky ziskavat dostupné DNS servery pro vas. Ziskat IP
adresu automaticky (Network interface->LAN->Configure->Obtain IP address automatically).
Pokud se rozhodnete ru¢né zadat IP adresu, pak se budete muset ru¢né zadat DNS server stejng.

Nastaveni IP adresy ru¢ng (Network interface->LAN->Configure->Set up IP address manually).

Pripomenuti: Pouziti neplatného DNS server bude mit vliv na ngkteré sitové funkce souvisejici.
(Tj., Download Center). Pokud si nejste jisti, jak postupovat, zvolte moznost ziskat vasi IP
adresu automaticky.

(2) Sitové rozhrani
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Settings ? — 0 X

General General Network interface Proxy

m Add v figure smeve en

@ Regional Options

LAN 1/172.16.29

Hardware % 1000Mbys, Full-duplex X
Notification
PPPOE / --
= ADM Defender L >

3 Certificate Manager
ADM Update
Network Recycle Bin
I scheduling

C4> EZ-Connect

!;E, Manual Connect

49 Factory Default

[Zll Registration

Pridat: Vytvogit VPN / Vytvorit Link Aggregation

Vytvorit VPN:

Zde mazete nechat svij ASUSTOR NAS stat se klientem VPN a pres PPTP nebo Open VPN se
pripojit k serveru VPN a ziskat pristup k virtualni privatni siti. ASUSTOR NAS podporuje pouZiti
raznych souborg nastaveni pripojeni, coz vam umoziuje pripojit se k serveru VPN podle vaseho
vybéru. Klient ASUSTOR VPN aktualné podporuje dva nejbézngjsi protokoly pripojeni: PPTP,
OpenVPN a Wireguard VPN.

Pripomenuti: Klienta VPN nelze pouZzit sou¢asné se serverem VPN. Pokud potrebujete pouzit
klienta VPN, nejprve zastavte jakékoli pouzivani serveru VPN.
Vytvorit Link Aggregation :

Agregace odkazg (neboli trunking, bonding nebo teaming) kombinuje dvé nebo vice sitovych
pripojeni do jednoho. Chcete-li pouZzit agregaci linek, musi byt vase ethernetové kabely
pripojeny ke stejnému sitovému prepinaci a sitovy prepina¢ musi podporovat agregaci linek.

Konfigurace : Zde mazete provést nastaveni souvisejici s IPv4 nebo IPv6. Mazete také ziskat

adresu IP automaticky nebo nastavit adresu IP rugné.

Akce: Jakmile nastavite klienta VPN, mgZete jej vybrat a kliknutim na [Akce] spravovat pouZiti.

Nastaveni DHCP serveru:
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Muzete konfigurovat nastaveni DHCP pouze v pripadg, ze IP adresa byla konfigurovat rugneé.

Doba pronajmu (hod): Zadejte hodnotu (1-720) pro nastaveni vyhrazeného ¢asu DHCP (v
hodinach) pro IP adresy prirazené DHCP klientam.

Primarni/ sekundarni DNS: Vlozte primarni / sekundarni DNS adresu pro DHCP clienty.
Doménové jméno: Nastavte nazev domény pro DHCP server.

Seznam podsité: Zde Ize pridat podsite.

Seznam klienta DHCP: Zde si mazete zkontrolovat seznam klienta DHCP a jejich
konfiguraci v siti (nap¥ MAC adresu, IP adresu, hostname, a kolik ¢asu zbyva do vyprseni
DHCP).

Rezervace DHCP: Pokud chcete, aby klient vzdy obdrzel stejnou IP adresu behem obnovy

DHCP, mazete pridat klienta do seznamu pro rezervaci DHCP.

PPPoE:

Pokud pouzivate DSL nebo kabelovy modem pro ptipojeni k Internetu a vas poskytovatel
internetovych sluzeb pouzivd PPPoE (Point-to-Point Protocol over Ethernet), mgzete jit do
[Settings]> [Network]> [PPPoE] a zadat informace o U¢tu pro pripojeni k internetu, aniz by
museli jit pres router. Chcete-li ziskat vice informaci o PPPOE, obratte se na poskytovatele sluzeb

Internetu nebo spravce sité.

(3)Proxy :

Zde muzete povolit pripojeni k proxy serveru a umoznit tak NAS pripojeni k internetu pres proxy
server.
Proxy Server: Adresa proxy serveru, ke kterému se chcete pripojit. (Podporuje HTTP a HTTPS)
Port: Komunika¢ni port serveru proxy.
Ovegrovani: Pokud vami pouzivany server proxy vyZaduje ovéreni, maZete jej zde povolit a poté
zadat své uzivatelské jméno a heslo.
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Settings

@

P

-
o

i

General

Regional Options
Hardware
Notification

ADM Defender
Certificate Manager
ADM Update
Network Recycle Bin
Scheduling
EZ-Connect
Manual Connect
Factory Default

Registration

ZJISTIT VICE

NAS 105 - Networking

General

Proxy

Network interface

[7] use a Proxy Server

. A Beginner’s Guide

NAS 307 — Networking

: Link Aggregation

NAS 322 - Connecting Your NAS to a VPN

Mistni nastaveni

Proxy

Zde si mgzete upravit nastaveni data a ¢asu, zobrazeni formatu, ¢asové pasmo a letni ¢as.

25


https://www.asustor.com/online/College_topic?topic=105
https://www.asustor.com/online/College_topic?topic=105
https://www.asustor.com/online/College_topic?topic=307
https://www.asustor.com/online/College_topic?topic=322

Settings ? — 08 X

General Date & Time Time Zone Language
@ Network Current Date & Time

RetoalOtens 03/23/2021, Tuesday, PM 03:56 GMT+08:00

Display Format
& Hardware ey

Date: MM/DD/YYYY v

Netification Time: © 12-hour clock O 24-hour clock

ADM Defender

Date & Time Settings

3 Certificate Manager O Manually configure

ADM Update
Time PM v 03 ¥ : 56 v o 14 v
%] Network Recycle Bin
[-] Synchronize from 3 NTP server
NTP server: pool.ntp.org -----=------------- Worldwide v Test

[!Tﬂ* Scheduling
4> EZ-Connect Update frequency: Daily v

Y Manual Connect

4 Factory Default

Registration
oy

Codepage: Aby se pri pouzivani aplikace v ngkterych pripadech zabranilo zkomolenym znakam v
nazvu souboru, doporugujeme vam zde nastavit jazykovy kod podle vaseho osobniho spole¢né

ho jazyka, aby bylo mozné pyi pouzivani aplikace zobrazit spravny nazev souboru .

Settings 2 — A x
General Date & Time Time Zone Language
@ Network Display Language
Regional Options Please specify the login page and ADM default language.
Default ADM display language: English v
& Hardware
Codepage

Notification Select the codepage for non-Unicode filename conversion.

ADM Defender Codepage: English v

Certificate Manager
ADM Update
Network Recycle Bin

Scheduling

D aa@p 44

EZ-Connect

Y Manual Connect

Factory Default

SN )

Registration
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Hardware

Zde muzete nakonfigurovat nastaveni pro LED indikatory, bzugak, pevné disky, hibernaci,

spotrebu energie, rychlost ventilatoru a LCD displej.

Poznamka: Tato funkce se maze lisit podle toho, jaky mate model.

Systém:

Zde muzete vybrat a deaktivovat nekteré LED indikatory, abyste Setyili energii. Zvolenim , no¢ni
ho rezimu " bude aktivovana pouze LED napajeni systému. Blika oranzové kazdych 10 sekund. ,
Nogni rezim “ vam umoziuje nastavit ¢as zahajeni a dobu trvani no¢niho rezimu. Mazete také
nakonfigurovat nastaveni bzugaku a resetovaci tlacitko. V jistém modelu Rackmount

poskytujeme Service LED, ktera vam umozni snadno najit umisténi NAS mezi mnoha stroji.

Sattings 7 — 08 X
B ceren
- M FTWOrk I.ED
§% Regional Options LE0 hegtere s
LED night mode setup Mo -
r&" Hardwarme )
Disabde the following LED indicator(s) when night mode is not activated
Motifscation SHatus Lk Dhsk
- . @ Backup
Buzzer
a lama
Enable system buzzen B sower On B rower Off BB restart
¥ Dk e = Ting & e

Rizeni spotieby:
Hibernace disku: Po uplynuti nastavené doby ne¢innosti se disky prepnou do rezimu
hibernace. LED indikator pevnych diska blikne kazdych 10 sekund v rezimu hibernace. Pokud
dojde k chybg pristupu k disku, LED indikator se rozsviti ¢ervens.
Napajeni: Zde maZete spravovat nastaveni spotreby energie, jako jsou Wake-On-LAN (WOL) a
napajeci planovani.
Diagnosticky nastroj: V pripadg, Ze pevny disk nebo systém dosud nepiesel do rezimu spanku
béhem stanovené doby, mazete kliknout na "Diagnostic Tool" a zjistit, které sluzby a aplikace
stale pristupujii na pevny disk.
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G General System ] t Power Fan Control
€ Networ
Disk Hibernation
G:, Regional Opgtions Hard disk(s) will enter hibernation mode if there is no access within the time peniod speafied
m R = :
Extemal cisils 30 minutes v
Notification
ame ADM Defender
L Certificate Manager Enadle hard cisk hibernabon log
2] ADM Update Sleep Mode
The systeen will enter sleep mode S3 (Suspend 10 RAM) of there is no 4312 access within the time penod speafied
1% Scheduling
" v Time: Never v
£2-Connect Specty the time period dunng which the NAS 55 able to enter Sleep Moce
v"i\ fanual Connect
4') L Defauilt
N f the harg disk or system has not yet entered sleep mode during the specified time. you can click on “Duagnostss

Teol” to ¢

t which services and applications dre stll accessing the hare disk

©® Pro¢ maj ASUSTOR NAS neprejde do rezimu spanku (S3)?

Nasledujici situace ovlivni rezim spanku (S3), protoze pro svigj chod vyZaduji pristup k pevnym
diskam.
Centrum stahovani, Ulohy snadné stahovani, Planované stahovani RSS, Nelze vstoupit do
rezimu spanku (S3), kdyz probiha stahovani predplatného z multimedialnich webg
Nelze prejit do rezimu spanku (S3), kdyz aplikace Photo Gallery 3 nebo Looksgood provadi
konverzi medialnich souborg nebo Surveillance Center p¥i nahravani videa.
Nelze vstoupit do rezimu spanku (S3), kdyz se synchronizuji nasledujici aplikace: DataSync
Center, ASUS WebStorage
Nelze vstoupit do reZzimu spanku (S3), kdyz nasledujici aplikace provadgji tlohy zalohovan
i:Cloud Backup Center,HiDrive, RALUS, WonderBox
Nelze vstoupit do rezimu spanku (S3), kdyz nasledujici aplikace provadgji ukoly na pozadi:
Plex, server UPnP, Owncloud, aplikace souvisejici s Docker-ce

Nelze vstoupit do rezimu spanku (S3) pri pouzivani sluzby Windows: Pripojte se k NAS k domé

né (AD) nebo se starite mistnim hlavnim prohlizegem

PC\ MAC pripoji slozku NAS jako sitovou jednotku.

ASUSTOR Control Center, Backup Plan, Download Assistant zkontroluje nastaveni pripojeni k
NAS kdykoli pti jeho pouzivani. To maze také zpasobit selhani pevného disku NAS pyi
prechodu do rezimu hibernace.
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MuzZete také pouzit vySe zmingné Diagnostické nastroje ke kontrole, zda existuji servisni

programy, které nejsou zmingny vyse, coz zpgsobi, Ze NAS neprejde do rezimu spanku.

Napajeni: Zde mazete spravovat nastaveni spotieby energie, jako jsou Wake-On-LAN (WOL) a

napajeci planovani.

Settings

General

@ Network

@ Regional Options
Notification

2= ADM Defender

55 Certificate Manager

ADM Update

B Network Recycle Bin

Flllil Scheduling

'C?‘,- EZ-Connect

l;‘:‘, Manual Connect

4 Factory Default

[Z]] Registration

System Energy Control Power Fan Control

EuP Mode Configuration

EuP (ErP) stands for Energy Using Product and is a provision created by the European Union to regulate power
consumption.

() Enable © Disable

Settings
In the event of a power outage, enable the NAS to return to its previous state once power has been restored

Enable Wake on LAN (WOL), Wake on WAN (WOW)

When the power button is held down for 1.5 seconds: Shut down NAS v

Power Scheduling
Add

Day Power On Power Off Restart

Fan Control: Zde mazete nastavit rychlost otagek pro ventilator. Pokud si nejste jisti, jakou

rychlost zvolit, mazete jednoduse vybrat Auto. Tim se automaticky nastavi rychlost ventila

toru podle teploty systému.
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Settings P2 — B X

General System Energy Control Power Fan Control
@ Network Fan Speed

@ Regional Options You can set the fan rotation speed by selecting one of the following modes.

© Auto
O Low speed

Notification O Medium speed

High d
ADM Defender © High spee

T

Certificate Manager
1+ ADM Update
Network Recycle Bin

Scheduling

D &1 @

EZ-Connect
&Y Manual Connect
49 Factory Default

D. Registration

LCD panel: Mazete mit LCD panel zobrazujici vasi vlastni rolovaci zpravu nebo mistni teplotu.
Tato funkce je k dispozici pouze u nasledujicich modeli: Tato funkce je k dispozici pouze u
modela s LCD panelem.

Settings @ ® 0
g

General System Energy Control Power Fan Control LCD Panel

@ Network Display

G Regional Options Enable customized text

-

’ Notification

©® Poznamka : Tlagitko Reset

Pokud se z ngjakého davodu nemazete pripojit k vaSemu NAS, mazete pomoci tohoto tlagitka vr

atit ¢ast nastaveni na vychozi hodnoty. Data uloZena uvnity nebudou ovlivngna.
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"

Heslo U¢tu spravce (administratora) bude resetovano zpét na ,admin
Systémové HTTP a HTTPS porty budou resetovany zpét na 8000 a 8001, resp.

Systém se automaticky vrati k ziskani IP adresy. Potom maZete pouzit ASUSTOR Centrum Ovl
adani pro vyhledavani NAS.

ADM Defender bude resetovan a umozni vSechna pripojeni.

Upozornéni: Pro resetovani musite drzet reset tla¢itko dokud neuslysite pipnuti.

Oznameni

MuZete nakonfigurovat toto nastaveni, aby vam poslal oznameni okamzité v pripadg, Ze systém

narazi ngjaké problémy.

Poslat :

Zde muZete nastavit Uety, které budou pouzity pro odesilani e-maila nebo SMS upozorngni. Vice

U¢ta Ize nastavit, ale pouze jeden maze byt pouzit jako primarni Uget.

Settings ? — 08 X
General Send Receive Push Notification
@ Network You can configure the notification method and the sender accounts here. The maximum number of senders is 20.
@ Regional Options Add
Hardware Type Sender Service Provider

=== ADM Defender
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Prijem:
Zde muZete nastavit Uety, které budou pouZzity pro prijem e-mailtg a SMS upozornéni. Muzete tak

é nastavit typ systémovych oznameni, které budou prijaty na téchto G¢tech.

Settings ? — 0 X
— o, . .

General Send Receive Push Notification

@ Network You can assign the notification recipients here. NAS will send an e-mail or SMS message in the event of any system

errors. The maximum number of receivers is 20.
@ Regional Options

Hardware )
Type Receive Notification
== ADM Defender
[Ed Certificate Manager
[#] ADM Update You need to first configure a primary e-mail/SMS
' sender. After configuring a primary sender, you
Network Recycle Bin will then be able to configure the receivers for

notifications.

[TILEr-

Push Notification:

Settings ? — B8 X
General Send Receive Push Notification
@ Network Add Edit Delete Test
@ Regional Options Account Notification Service Provider
Hardware AS1104T-Jackie No Settings Asustor

=== ADM Defender

Kliknutim na pridat mazete nakonfigurovat oznameni push prostiednictvim poskytovatele slu
Zeb push: Pushbullet nebo Pushover NAS 201-Configuring Push Notifications

Mazete kliknout na Upravit. Zde mazete povolit nastaveni upozornéni push pro mobilni
aplikaci AiMaster, kterou si mazete stahnout z Apple App Store nebo Google Play. Dojde-li k
urgenym systémovym udalostem, vas ASUSTOR NAS okamzité odesle oznameni na
oznamovaci server Apple / Google push, ktery jej poté preda na vase mobilni zarizeni.
Podporuje iOS 10.0 a novgjsi / Podporuje Android 6 a novgjsi -
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Settings I o

) . - -
General Send Receive Push Notification

@ Network add

&% Regional Options Account Notification Service Provider

Hardware ASUSTOR Mo Settings Asustar

. Notification

ADM Defender

Available on the iPhone g TR
D App Store },’ Google play

Upozornéni: push notifikace jsou prenaseny do vaseho pristroje z Apple/Google push
notification serveru. Spatné pripojeni k internetu nebo abnormality v Apple/Google push
notification servisu mohou branit AiMaster ve spravng zobrazovaném oznameni.

ADM Defender

ADM Defender maze chranit vas NAS pred Skodlivymi Gtoky z internetu.

Network Defender:
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Senings ? — 0B X

General Network Defender Firewall
@ Network ~Trusted List

The IP(s) specified in the trusted list will not be blocked by the black list or after multiple failed login attempts.

Add emove Q

@ Regional Options
Hardware

IP address / IP range / Subnet mask
Notification

& ADM Defender

[Z3 Certificate Manager

[+] ADM Update

53

Page 1 of 1 No data

Network Recycle Bin
’ ~ Auto Black List

1%
(% scheduling v Black List

4> EZ-Connect ~ White List
!',;“, Manual Connect
4y Factory Default

[Tl Registration

Seznam davéryhodnych: IP adresy uvedené v seznamu davéryhodnych nebudou blokovany na
¢erné listing ani v pripadé nekolika nedspésnych pokusa o prihlaseni.

Automaticky Black seznam: Po aktivaci této funkce bude IP adresa zablokovana, pokud
existuje prilis mnoho nedspesnych pokusi o prihlaseni v uréeném ¢asovém obdobi.
Automaticky Black seznam: Po aktivaci této funkce bude IP adresa zablokovana, pokud

existuje prilis mnoho nedspésnych pokusa o prihlaseni v ur¢eném ¢asovém obdobi.

©® O Black and White seznamu

Black and White seznam vas mize ochranit pred skodlivymi Utoky a zabranit hackeram pi
pokusu o pFistup na NAS. Podporované protokoly jsou nasleduijici:

ADM system login (HTTP & HTTPS)
Windows File Service (CIFS/SAMBA)
Apple Filing Protocol (AFP)

File Transfer Protocol (FTP)

Secure Shell (SSH)

Firewall:

Zde muzete zablokovat konkrétni IP adresy nebo povolit pouze konkrétni adresy IP pro pristup
k NAS.
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Settings

General Network Defender Firewall
@ Network Basic Policy

@ Regional Options © Allow all connections

(O Deny all connections
Hardware

Additional “Deny"” Policies
Notification . R

Add

Y
ADM Defender Name Action

Certificate Manager

el 4

ADM Update

B Network Recycle Bin
L'T}\ Scheduling

4> EZ-Connect

';E‘. Manual Connect
4y Factory Default

[l Registration

Spravce certifikata

Client IP Port Protocol

Pomoci spravce certifikdta mazete importovat platny certifikat pro navazani spojeni SSL. V§

echny komunika¢ni data (veetng prihlaSovacich Udaja a prenasenych informaci) mezi vasimi NAS

a vSemi klienti budou automaticky Sifrovana pomoci pripojeni SSL. To pomaha ochranit data

pired odposlouchavanim nebo upravenim pres internet. Mezi SSL sluzby na ASUSTOR NAS pati:

pripojeni pro fizeni ADM (HTTPS)
pripojeni pro Web server (HTTPS)
pripojeni pro FTP server (FTPS)

P¥ipojeni k poStovnimu serveru (POP3, IMAP)

Settings

General Certificate Manager
@ Network Add

@ Regional Options

Support
Hardware asustor.com (Default)

Notification
=== ADM Defender

B Certificate Manager

+| ADM Update

-

11/28/2022 AM 06:44
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Spravce Certifikatu na ASUSTOR NAS Ize pripojit primo k Let” s Encrypt ke generovani platného
certifikatu a automatickému nainstalovani. To vam pomuze zvysit bezpeenost NAS s pripojenim
SSL snadno a rychle pri nulovych nakladech. Kromeg toho jests pred dobou expirace Let’ s

Encrypt maZe byt nakonfigurovan spravce certifikata tak, aby proved| automatické obnovovani.
Zjistit vice

NAS 324 - Using HTTPS to Secure NAS Communication

ADM aktualizace

Zde muzete ziskat nejnovéjsi verzi ADM a zajistit tak stabilitu systému.

Settings S e
General
@ Network Update
ADM : 4.2.1.RGE2
-{\ Regional Options version
Last update: 04/18/2023

Hardware Status: You are using the latest version.

Notification Enable update notifications

Enabling this means ADM, upon logging in, will immiedately notify you of available updates. If needed, the latest
=== ADM Defender version of ADM for your NAS can be found on the ASUSTOR website support and downloads page.

C2 Certificate Manager Set automatic scheduled updates (For the configured time period, check for the latest version and perform

ADM Update

Network Recycle Bin

version upgrading.)

Fa Scheduling
EZ-Connect
=Y Manual Connect

4y Factory Default

-. Registration
Live Update:

Po povoleni Live Update, bude systém informovat vas o vSech dostupnych aktualizaci, poté co se
prihlasite do ADM.

Nastaveni automatické naplanované aktualizace:

Pokud je tato moznost povolena, systém automaticky zkontroluje dostupné aktualizace behem
obdobi konfigurace. Pokud jsou k dispozici aktualizace, systém je automaticky stahne a
nainstaluje.

Poznamka: Pokud se pri aktualizaci ASUSTOR aplikace vypne systém nebo aktualizace jsou
preruseny kvali neznameé pricing, systém se pokusi o aktualizaci znovu pyi pristim napla

novaném ¢ase.
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Manualni aktualizace:

MuzZete prejit na ASUSTOR's oficialni internetové stranky (http://www.asustor.com) ke stazeni
nejnovejsi verzi ADM.

Sitovy kos

S cilem povolit sitovy ko$ pro konkrétni sdilené slozky, vyberte "Sprava pristupu”> "Sdilené sloz
ky", a poté vyberte pozadovanou sdilenou slozku. Poté kliknste na tlagitko "Edit" pro

nakonfigurovani.

Konfigurace provedené na kartach "Kos" a "Vsypat kos" budou aplikovana na véechny povolené
sitove kose.

Po zapnuti sitového kose, budou viechny soubory smazané prostrednictvim téchto protokolg
byt presunuty do Kose.

Windows File Service (CIFS/SAMBA)
Apple Filing Protocol (AFP)
File Transfer Protocol (FTP)

Souborovy manazer

WebDAV

Settings ? — O
) n .

General Recycle Bin Empty Recycle Bin

@ Network Settings

f Regional Options Recycle Bin supports SMB, AFP, FTP, File Explorer and WebDAV.
9

Default access rights for the Network Recycle Bin are only accessible by administrators. Home folders are not
Hardware included.

click here
Notification ick her

== ADM Defender

=2 Recycle Bin Rules

If deleted files meet the rules configured below, they will be deleted immediately instead of being moved to the
55 Certificate Manager

Recycle Bin.
[#] ADM Update [] File size greater than o0 ~ : .

B Network Recydle Bin [_] File size less than - Bte v

F Schedul [[] Files with the following extensions
gy >cheduling

[_] 1f a filename begins with these

Ct> EZ-Connect characters

=Y Manual Connect

4y Factory Default

0 Regisation [ ]



Planovani

(1) Miniatury:

Naplanuje ¢asy, kdy procesy na pozadi mohou fungovat a vyuzivat zdroje CPU.

Settings

General

@ Network

@ Regional Options
Hardware
Notification

=== ADM Defender

53 Certificate Manager

ADM Update

B Network Recycle Bin

‘__d Scheduling

4> EZ-Connect

& Manual Connect
4y Factory Default

[l Registration

Thumbnails Automatic Drive Information Updates

Peak Time Settings

When scheduling peak hours, CPU load may be increased during off-peak hours as ADM resizes and converts photos
and thumbnails.

Quick setup: Please Select v
O D Peak Hours (Disables background processing)
(-] I:I Off-peak Hours (Enables background processing)

VO“1-‘2 - 3 ‘ 4v5 ‘ G“7 . 8 ‘ 9 '10“11“12.1311@15“16-‘17-13“19v20-‘21“22.23‘

Sun

Mon

Tue
' Wed
| Thy
' Fri
' Sat

(2) Automatické aktualizace informaci o disku:

Aktualizuje informace o vyuziti disku napyi¢ svazky v konkrétnich intervalech. MaZe zpasobit

prudky nargst vyuziti pevného disku.
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Settings ? — 08 X

General Thumbnails Automatic Drive Information Updates
@ Network Automatic Drive Information Updates

@ Regional Options Regularly update usage information across volumes at specific intervals.
Information concerning data use is found in Activity Monitor and in Access Control. Click Refresh to update drive

&' Hardware information immediately.

Update upon startup.
Notification
Automatically update drive information

s=a ADM Defender

== Frequency: Daily v
5 Certificate Manager Time: AM v 12 v P00 v
[2] ADM Update Last update: 03/23/2021 AM 11:35

Time spent: 1 Seconds

Network Recycle Bin
C?) EZ-Connect
"y Manual Connect

4y Factory Default

D' Registration m

EZ-pripojeni

Zde si mazete nastavit vSechna potiebna nastaveni pro vzdaleny pristup.

EZ-pripojeni : Zde mazete ziskat Cloud ID pro NAS. Zadanim Cloud ID do klientskych aplikaci
ASUSTOR, muzete pristupovat ke své NAS bez nutnosti zadani hostitele / IP informaci.

Settings ? — 08 X

General EZ-Connect

Network
@ § ASUSTOR makes it easy for you to connect to your NAS anytime, anywhere, simply by enabling the EZConnect service
Q\ R 1 Opt below and signing up for a Cloud ID.
Q egiona ptions
Enable EZ-Connect Service

&' Hardware Please name a set of easy-to-remember Cloud IDs. This set of IDs can be used to access to the NAS anytime,
anywhere.
Notification
Cloud ID: AS Rename

ADM Defender

The settings below provide a different way access this NAS
5 Certificate Manager If using a web browser, please enter the following URL

ADM: httpy/ ezconnect.to @

Pl

ADM Update
Please use an app on your mobile device to connect to your NAS. You may use AiFoto, AiMaster, AiData, AiMusic,

Network Recycle Bin AiDownload.

Scheduling

Rugni pripojeni

& &




DDNS:

Zde muzete vytvorit nebo konfigurovat svij Uget DDNS. DDNS umoZiuje pouzivat trvaly nazev

hostitele (napyt., nas.asustor.com) pro pripojeni k vaSemu NAS. Nebudete se muset starat o

zapamatovani vasi NAS IP adresy. Tato funkce se ¢asto pouziva v dynamickych IP prostredich.

Settings

General

@ Network

@ Regional Options
& Hardware

Notification

== ADM Defender
3 Certificate Manager
ADM Update

# Network Recycle Bin

I% Scheduling

Manual Connect

4y Factory Default

EZ-Router:

2 — 08 X

DDNS EZ-Router

DDNS

You ¢an create a unique hostname (e.g. mynas.asustor.org) for your NAS by subscribing for DDNS services.

[[] enable DDNS service

Network Status
Current WAN |P: Ta. 39
Last checking IP:
Last DDNS update:

’ ’

Zde muzete nastavit Sitovy router automaticky pro primy pristup k NAS z libovolného zagizeni s

piistupem na internet.
@ Settings
General
@ Network
€% Regional Options
&} Hardware
Notification

ADM Defender

Certificate Manager
ADM Update

Network Recycle Bin

@& B I

Scheduling

ot

A

f\) EZ-Connect

Manual Connect

4y Factory Default

DDNS EZ-Router

EZ-Router Setup

This can help you to set up your network router automatically for direct NAS access from any device with Internet
access. (e.g. laptop and mobile phone)

Activate

Status: -

Port Forwarding

Edit Self define Reset
Description NAS Port Router Port Protocol Status
SSH service 22 22 Tce
SFTP service 2222 2222 Tce
Rsync service 873 873 TCce
ADM Web service 8000, 8001 8000, 8001 TCce
app#LooksGoed 9900, 9901, 9902, ... 9900, 9901, 9902, 990... TCP
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Pripomenuti: Vas router musi podporovat UPnP / NAT-PMP. Vezméte prosim na védomi, Ze ne
vSechny smérovage podporuji automatickou konfiguraci. Dalsi informace naleznete v seznamu
kompatibility hardwaru, ktery naleznete na ASUSTOR webovych strankach.

What network ports are used by asustor services

Zjistit vice:

NAS 227 - Introduction to AEC (ASUSTOR EZ Connect)

NAS 224 - Remote Access - Manual Connect

Kompatibilita - EZ-Router

Tovarni nastaveni

Zde muaZete obnovit systém zpét do tovarniho nastaveni. Poté se systém vrati do stavu pred
inicializovana stavu. Z bezpe¢nostnich davodu, budete vyzvani k zadani hesla spravce pred
provedenim této operace. Potom muzete inicializovat systém opét pres nebo prihlasenim do
ADM.

Settings P — @ X
Notification Factory Default
se= ADM Defender System Initialization

Re-initialize the NAS through the ASUSTOR Web-based installation wizard.
3 Certificate Manager
E3

+| ADM Update

B Network Recycle Bin

Scheduling
4> EZ-Connect

",*“, Manual Connect

Factory Default
[Tl Registration -II !

Upozornéni: Po obnové systému do tovarniho nastaveni, vSechny predchozi nastaveni a
soubory budou trvale odstranény. Nebudete moci obnovit tato nastaveni a soubory. Ujistéte se,

Ze jste zalohovali data na vasem serveru NAS, nezZ za¢nete tuto operaci.

Registrace

Zde se mizete zaregistrovat U¢et ASUSTOR ID a zaregistrovat sv(j NAS.
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Settings ? — 08 X

Hardware Register

Notification Registration

A ADM Defender ASUSTOR ID (E-ma ackie Sign out Edit
55 Certificate Manager

LZI ADM Update

Network Recycle Bin

#x Scheduling

> EZ-Connect

v',;l\, Manual Connect

4y Factory Default

& Sluzby

Zde si mazete sluzby / servisy jako je FTP server, webovy server a MySQL server.

SMB

SAMBA je implementace open source pro malé a stredni podniky a funguje s vétsinou hlavnich

operag¢nich systémq. To také umoziiuje vaSemu NAS pripojit se k Active Directory, znamému také
jako AD, ktery umozZiuje pristupova prava pro uzivatele domény, skupiny a sdilené slozky v systé
mu Windows p#i pristupu k NAS.

| Services ? — 0 X
E3 SMB File Service
W AFP SMB
= b Enzble SMB
=} NFs =
- Workgroup: WORKGROUP
g+ FTP Server
- WINS server:
= WebDAV
Highest SME version: SMB3 v
.}3 Web Server
Lowest SMB version: SMEB1 ~
Terminal
=l SMB signing: Auto v O

'l Rsync Server lote: Enabling SME signing affect SMB transfer speeds

!= TETP Server Enable SME Multichannel (Experimental) @@

Enable Local Master Browser

B snmp .
Enable only NTLMv2 authentication

-
=| SFTP Enable Samba VFS modules to enhance macOs compatibility. @
B Reverse Proxy Disable Opportunistic Locking

Enable debug logging (may reduce system performance)

g Level orma v

Enable Ws-Discovery @

Apply




Pracovni skupina:
NAS pat¥i na siti do této skipiny.
WINS server :

Microsoft Windows Internet Name Service (WINS) je mapovaci sluzba systému NetBIOS pro
mapovani nazvu na IP adresu. Pokud je systém nakonfigurovan tak, aby se registroval se

serverem WINS, uZivatelé systému Windows jej mohou snaze najit v sitich TCP/IP.

Max/Min SMB protokol:

Nastavuje nejvyssi a nejnizsi Urovné SMB. Chcete-li pouzivat Time Machine s vasim NAS, povolte
Time Machine v AFP.

SMB 3: SMB 3 je podporovano od verze Windows 8 a Windows Server 2012. Jedna se o
zdokonalenou verzi SMB 2.
SMB 2: SMB (Server Message Block) 2 je podporovan uz od verze systému Windows Vista a
predstavuje vylepsenou verzi SMB. SMB 2 vylepSuje moznost slu¢ovani vétsiho po¢tu akci SMB
do jediného pozadavku za U¢elem sniZeni po¢tu sitovych paketa a zvySeni vykonu.

Povolit Multichannel SMB:

SMB Multichannel umoZziuje kombinovat rychlost vice portg Ethernetu a dosahnout az dvojna

sobného vykonu v zavislosti na podminkach sité a po¢tu pouzitych porta Ethernet. Je mozné
kombinovat pouze porty Ethernet stejné rychlosti a typu.

Priklad: Porty 2,5GbE a 10GbE nelze kombinovat.

Povolit mistni vyhledavani :

Po zapnuti této volby, bude vas NAS, z mistni sitg, sbirat jména vSech ostatnich pogitaca ve sve

skupine.

Pripomenuti: Povoleni této funkce maze zabranit tomu, aby pevny disk(y) presly do reZimu spa

nku.

Povoluje pouze ovérovani NTLM ver. 2:

NTLMv2 je zkratka pro NT LAN Manager verze 2. Je-li tato volba povolena, bude prihlaseni ke sdi
lenym slozkam pomoci Microsoft Networking povoleno pouze pouzitim ovérovani NTLMv2. Je-li
volba vypnuta, bude NTLM (NT LAN Manager) pouzita jako vychozi a NTLMv2 mgze byt sjedna

na klientem. Ve vychozim nastaveni je zakazano.

Povolit mistni vyhledavani:

Tato volba umoziiuje moduly catia, fruit a streams_xattr na Samba. Tyto moduly zvy3uji
kompatibilitu nastroje MacOS Finder na platformé Samba pro funkce, které zahrnuji mimo jiné
specialni znaky a metadata. Pokud mate potiZe s pristupem k svazkam malych a strednich firem s

aplikaci macOS s urgitymi aplikacemi, povolte tuto moznost pro vyreseni téchto problémg



Zakazat prilezitostné zamykani:

Zaskrtnutim této moznosti zakazete funkci , Opportunistic Locking “ CIFS, ¢imz se zvysi vykon,
kdyz databazové aplikace pristupuji pres sit k databazovym souboram ve sdilené slozce zarizeni
NAS.

Povolit protokolované ladéni:

Pokud je tato moznost povolena, budou pro Ggely ladéni ukladany podrobngjsi protokoly.
Povoleni této moznosti ma vliv na vykon systému.

Poznamka: Chcete-li pouzivat Time Machine s NAS, povolte Time Machine v AFP.

Povolit WS-Discovery:

Diky WS-Discovery je Vas NAS viditelny pro Vas PC s Windows na mistni siti. Chcete-li najit a
prochazet obsah svého NAS, otevrete sitovy prohlize¢ s nazvem "Sit" v Prazkumniku souborg syst
ému Windows a prejdéte na polozku s nazvem "Tento Pog¢itag". Tyto pokyny se mohou lisit v za
vislosti na nastaveni zobrazeni.

ZJISTIT VICE

NAS 102 - Introduction to File Transfer Protocols
NAS 106 — Using NAS with Microsoft Windows
NAS 206 — Using NAS with Windows Active Directory

AFP

Umozriuje pristup starSim zarizenim Apple pomoci protokolu Apple Filing Protocol.
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https://www.asustor.com/online/College_topic?topic=106
https://www.asustor.com/online/College_topic?topic=206

0o Services ? — 08 X

B4 sms File Service
B AFP AP
=4 NFS Enable Mac file service (AFP)

Advertise AFP service over Bonjour
=% FTP Server
Service name: ASUSTOR

-
4 weoDAv Enable Time Machine support

Terminal Save backup to: Public v
4 Rsync Server View Backup

E= TFTP Server Time Machine usage limit: 0 : GB v (0 =Nolimit)
i Click here for options that enhance compatibility for macOS devices on Samba.

SNMP

=4 sFrP

& Reverse Proxy

Pouzivani protokolu Apple Filing Protocol (AFP):
AFP se pouziva k prenosu souborg mezi starSimi zagizenimi macOS a lokalnimi sitemi.
Ve Finderu klikngte na Pripojit k serveru v ¢asti Prejit. Zadejte afp://nas-IP pro pripojeni.

Napriklad: afp: //192.168.1.168

Reklama AFP sluzby pfes Bonjour:

Bonjour, také znamy jako zero-konfigurace siti, byl Siroce pouzivan souvisejicimi produkty Apple.

Prohleda blizka Apple zarizeni a pak se mazete nap¥imo pripojit k nim, aniz by jste museli znat
jejich skute¢né IP adresy.

Po zapnuti této sluzby, budete mit moznost vidét sve NAS v levém panelu vyhledavace pod
"Shared". Sta¢i kliknout na NAS k pripojeni.

Nazev sluzby je nazev NAS ve Finderu.

Time Machine Support:

Zayizeni ASUSTOR NAS podporuji Time Machine a mohou zalohovat témér jakykoli mac. Lze

nastavit kvéty, aby se zajistilo, Ze jednotky NAS nebudou zaplnény.

Zjistit vicee
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NAS 102 - Introduction to File Transfer Protocols
NAS 108 - Using NAS with Apple Mac OS X

NFS

Po povoleni NFS, budete mit pristup k NAS pres UNIX nebo Linux opera¢ni systémy.

Po povoleni sluzby NFS, mazete nastavit pristupova prava pomoci nastaveni Sdilené slozky
nalezené v aplikaci systému Access Control (viz kapitola 3.4 Access Control). Tato volba bude

skryta, pokud nebyla povolena sluzba NFS.

& Services 2 — 08 X

B swms File Service

EH AP NFS

_ e

=% FTP Server
See more

NAS 102 - Introduction to File Transfer Protocols
NAS 109 - Using NAS with Linux

FTP Server

Po povoleni nastaveni serveru FTP budete mit pristup k serveru NAS prostrednictvim libovolné

ho klienta FTP (napr. FileZilla). Pristupova prava pro server FTP jsou stejna jako pro systém

(ADM). Chcete-li tato pristupova prava zménit nebo nastavit, mazete tak uginit pomoci nastaveni

sdilené slozky v nastroji System Access Control. (viz ¢ast Rizeni pristupu)
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& Services ? — 0 X

B4 sms General Advanced
EH AFP FTP

4 NFS Enable FTP server

~
— Port number: 21 2
= FIP Server i )
Unicode support @ O Always O ves O No
=3
N )

4 webDav Enable anonymous: O Yes O no
Terminal [J Also enable EZ-Connect port forwarding

4 Rsync Server
S TFTP Server
SNMP
=4 SFTP

& Reverse Proxy

Podpora Unicode:
Prosim povolte tuto moznost, pokud vas FTP klient podporuje Unicode.
Povolit anonymni:

Zapnutim této funkce umozni FTP klientovi pristup k vaSemu serveru NAS anonymng, bez

nutnosti uzivatelského jména a hesla. Z bezpe¢nostnich davoda to nedoporugujeme.

Povolit Sifrovani pripojeni FTP.

Povolit Sifrovani pripojeni FTP.

Enable FXP:

FXP stands for File eXchange Protocol. By enabling this option, FTP service will support server-
to-server file transfer function.

Povolit FXP:

FXP stands for File eXchange Protocol. By enabling this option, FTP service will support server-
to-server file transfer function.

Maximalni po¢et vsech spojeni FTP:
maximalni po¢et sougasnych povolenych FTP spojeni.
Maximalni po¢et pripojeni na IP:

maximalni po¢et povolenych pripojeni na IP nebo systém.
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Max rychlost nahravani :

Maximalni rychlost uploadu na pripojeni. O predstavuje zadnou limitaci.

Max rychlost stahovani:

Maximalni rychlost stahovani na pripojeni. O predstavuje zadnou limitaci.

Pasivni FTP::

Spojeni navazuje primo klient, ktery dostal od serveru IP adresu.

Reagovat s vngjsi IP pro pasivni pozadavek FTP:

Povolite-li tuto moznost, bude server klientam FTP hlasit externi IP adresu. Tato moznost
funguje pouze tehdy, pokud je zarizeni ASUSTOR NAS umisténo v fadé za serverem a klientska
zarizeni FTP jsou sougasti jiné podsité nez zarizeni ASUSTOR NAS. Ve vétsing pripadi neni tato
moznost nezbytna. Pokud vsak dojde k chybé pripojeni klientt FTP k zarizeni ASUSTOR NAS, mg

Zete tuto funkci povolit a opakovat akci.

& Services ? — B8 X
B sms General Advanced
H AFP Connection
4 NFs [] enable ssL/TLS
[] enable Fxp
= FIP Server
- Max. number of all FTP connections: 30 o
v
-
=4 webDAV Max. number of connections per IP: 5 &
v
Terminal
Transfer
4 Rsync Server [J Max. upload rate: ) o KB/s (0 No limitation)
E= TETP Server \:\ Max. download rate: : KB/s (0: No limitation)
= snwp Passive FTP

=4 SF1P , ~ —

W Reverse Proxy [} Respond with External IP for Passive FTP request (@)

© O pasivnim FTP

Pasivni rezim FTP muaze byt pouzit k prekonani problému aktivniho rezimu FTP blokovaného
firewally. Pasivni FTP umoziiuje FTP klientovi navazani vsech pripojeni k FTP serveru, na rozdil
od webhostingu dodavajici zpate¢ni portu. Firewally obvykle umoziuji pasivni FTP pripojeni

bez nutnosti dalSich informaci o konfiguraci.

Zjistit vice
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File Transfer Protocol - Wikipedia
NAS 102 - Introduction to File Transfer Protocols

WebDAV

Po zapnuti WebDAV muzete pristupovat ke svému NAS pres protokol HTTP nebo HTTPS

protokol pomoci webového prohlizege nebo jiné aplikace.

B Services ? — B X
By SsMme WebDAV
EH AFP WebDAV

=4 NS Enable WebDAV service

>

Port number: 9800

<

=% FTP Server

[] enable secured WebDAV service (SSL)
WebDAV -

Terminal [C] Allow anonymous connection via WebDAV

[] Also enable EZ-Connect port forwarding

4 Rsync Server
W$ TFTP Server
= snwmp

=4 SFTP

& Reverse Proxy

Zjistit vice

NAS 102 - Introduction to File Transfer Protocols
NAS 208 — WebDAV: A Secure File Sharing Alternative to FTP

Terminal

MuaZete povolit sluzbu SSH, pokud chcete spravovat sviyj NAS pres Secure Shell (SSH). Jinak maz
ete spravovat i pres SFTP (Secure FTP).
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& Services ? — B X

B4 sms SSH

EH AFP SSH

=4 NFs You can manage your NAS via SSH after enabling this option.

Enable SSH service

=% FTP Server =
Port number: 22 &

=1

=4 WebDAV Enable SFTP service

Terminal Also enable EZ-Connect port forwarding

This service and its port forwarding has been successfully enabled. You can connect to it via EZ-Router
4 Rsync Server

Poznamka: Z bezpee¢nostnich davoda, SSH umoziiuje pouze "admin” Uget nebo "root" Geet pro

prihlaSeni hesla pro oba tyto U¢ty jsou identické.

Rsync Server

Po povoleni rsync serveru, bude vas NAS zaloznim serverem a umozni vzdalené zalohovani z
jiného ASUSTOR NAS nebo jinych Rsync-kompatibilnich serverq.

Povolit Rsync server:

& Services 2 — B X
=4 sms Rsync Server
EH AFP Rsync
=4 NFs By enabling this option, the NAS will become a backup server and will allow remote backup from any rsync-
- compatible servers.
=% FTP Server Enable Rsync server
- Port number: 873 z
=4 WebDAV ™
Support encrypted transmission via SSH
Terminal

Also enable EZ-Connect port forwarding

-
This service and its port forwarding has been successfully enabled. You can connect to it via EZ-Router

B3 TFTP Server Backup Modules
Add Edit Remove Manage Users
= SNMP ¢
=-§ Name Path Authorized Users
SFTP
=

&7 Reverse Proxy

Pokud chcete povolit Sifrované sdileni, povolte podporu pro Sifrovany prenos pres SSH. Systém

pak automaticky povoli sluzbu SSH.

Sprava Rsync uzivatelu:
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Pokud chcete vytvorit omezeni na Rsync pripojeni, ktera mohou zalohovat do vaseho NAS,

klikngte na Spravovat uzivatele a vytvorte razné uzivatelské Uety.

Pripomenuti: rsync U¢ty jsou odliSné a nezavislé systémové U¢ty.

Pridani novych zaloznich modulu:

Kliknete na Pridat, ¢imz vytvorite novy zalozni modul. Kazdy zaloZni modul si pak vytvori cestu k

systému. Kdyz se Rsync klient pripoji k serveru NAS, bude si moci vybrat ze vsech zaloznich

modulg. Data pak budou zalohovéna do modulu's prislusnou fyzickou cestu.
Zjistit vice:

NAS 259 - Using Remote Sync (Rsync) to Protect Your Data
NAS 351 - Remote Sync (Rsync): Best Practice

TFTP Server

TFTP (Trivial File Transfer Protocol) je typ jednoduchého prenosového protokolu, ktery se

pouziva pro prenos konfiguragnich soubora nebo malych soubor. Nepodporuje autorizaci.

& Services ? — 0 X
B4 swvs TFTP Server
SH AFP TFTP Server
=4 NS Enable TFTP service
= TFTP root folder: }0 Browse
=% FTP Server
2= TFTP client permission: Read Only 7
=4 WebDAV
Clients connection allowed: All connections N7
Terminal
4 Rsync Server S
Timeout: 3 v  Seconds
[C] Also enable EZ-Connect port forwarding
= Snwp
=4 SFTP

&7 Reverse Proxy

Kofenova slozka TFTP:

Nastaveni slozek ke kterym ma TFTP klient pristup.

Opravnéni TFTP klienta:

Ureuje opravneni pro TFTP klienty. Volba "Jen pro ¢teni" umozZiuje vidét obsah korenové slozky

TFTP. Volba "¢teni a zapis" dovoluje klientam meénit obsah korenové slozky TFTP.
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Povolena pripojeni:

Vybranim "Vse pripojeni" povolite pripojeni vsech TFTP klienta k NAS. Také mazete omezit
pripojeni jen na urgity rozsah IP adres.

Timeout:

Zde muZete nastavit ¢as, po kterém budou pro zvySenou bezpegnost odpojeny neaktivni

pripojeni.

SNMP

Povoleni SNMP umozsiuje uzZivatelam pouzitim softwaru pro spravu sité sledovat stav svého
ASUSTOR NAS

& Services 2 — B X
By sms SNMP
ES AFP SNMP

4 NFS Enable SNMP to monitor the server with network management system.

Enable SNMP service
=% FTP Server

SNMP trap level: [J critical [ Error [J waming [J information
- -
=-’ WebDAV ap Address
Terminal [C] Also enable EZ-Connect port forwarding

[C] SNMP V1 / SNMP V2 service
4 Rsync Server

TFTP Serv ] i
v Server [_] SNMP V3 service

SNMP Username

=4 sFTP

& Reverse Proxy

To install the ASUSTOR MIB file to your network mangement system, please first download it here.

SNMP uroven:

Zde muzete konfigurovat SNMP trap, aby se aktivné poskytovaly vystrazné zpravy. Mezi typy uda
losti patii: Kriticka, chyba, varovani a informace

Trap Adresa:

Po nastaveni Urovng SNMP Trap zadejte prosim vstupni IP adresu pro spravu sité stanice (NMS)
zde.

SNMP v1 / SNMP V2 servis:
Zvolenim tohoto pole povolite SNMP v1 / V2 sluzby.



Komunita:

Zadejte nazev komunity tady. Nazev komunity musi obsahovat 1-64 zobrazitelnych znakg a

nesmi obsahovat nasledujici znaky:

SNMP V3 servis:

Zvolite-li tuto politka, povolite SNMP V3 sluzbu.

\ a mezery.

Uzivatelské jméno:

Zadejte prosim SNMP V3 uzivatelské jméno zde. Toto uZivatelské jméno musi obsahovat 1-64

zobrazitelnych znakg a nesmi obsahovat nasledujici znaky: " '\ a mezery.

Heslo:

VloZzte prosim odpovidajici heslo pro uzivatelské jméno SNMP V3 ve vyse uvedeném poli. Znaky
hesla marou byt mala a velka pismena. Mazete zadat 8-127 zobrazitelnych znaka veetné pismen

z anglické abecedy, ¢isel a symbola. Heslo nesmi obsahovat nasledujici znaky: " "\ a mezery.

Zjistit vice NAS 271 - ASUSTOR NAS MIB Guide

SFTP

Aktivace teto funkce umozni vsem uzivatelam ADM pristupovat ke sdilenym slozkam pomoci
SFTP a zarover poskytuje podporu pro pripojeni ze strany ASUSTOR EZ-Connect app a dalsi
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aplikace.

& Services ? — O X
B4 sms SFTP
EX AFP SFTP

Enabling this function will allow all ADM users to access shared folders via SFTP along with providing support for

4 NFS
4 connections by the ASUSTOR EZ-Connect App and other Apps.
=% FTP Server Enable SFTP service
E.* WebDAV Port number: 2222 -
Also enable EZ-Connect port forwarding
Terminal

This service and its port forwarding has been successfully enabled. You can connect to it via EZ-Router

4 Rsync Server
=% TFTP Server

B snmp

-

&7 Reverse Proxy

Reverzni proxy

Chrarite vice zarizeni NAS pomoci zabezpe¢eni HTTPS

Reverzni proxy servery pomahaji nagitat prostredky jménem klienta a zabezpetit prenasena data.
To umoziuje ostatnim zarizenim NAS, kterad obsahuji citlivé informace, které mohou byt pri U
toku zranitelné, zastat offline a mimo internet, aby z reverzniho proxy serveru na¢etly internetova

data se zabezpe¢enim HTTPS.

Poznamka: Reverzni proxy server momentalné neni podporovan pro aplikace vyzadujici

samostatna prihlaseni.
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& Services
B§ sms
B3 AFP

=4 NFs

1]

=% FTP Server

!

WebDAV

10

Terminal

U

Rsync Server

]
1

TFTP Server

b

SNMP

= SFTP

Reverse Proxy

Add Edit Remove

http://*:123

E& Network interface: *

Port Forwarding: Disabled
Name Path Reverse proxy domain

/ http://172.16.2.9:80/

Vylepsete zabezpegeni pripojeni aplikace

Active

-

Aplikace, které nepouzivaji protokol HTTPS, mohou k zabezpeteni zabezpeg¢eného pripojeni

HTTP pouZit reverzni server proxy. Nekteré implementace Portainer nepouzivaji HTTPS. Zpétné

pripojeni proxy maze nasmeérovat mistni pripojeni HTTP Portainer na reverzni server proxy a naci

st data ze serveru proxy prostrednictvim zabezpegeného tunelu, ¢imz se zvysi zabezpegeni.

Poznamka: Nekteré aplikace jiz pro zabezpeteni pripojeni pouZivaji reverzni proxy server.

Prectete si prislusnou dokumentaci ke kazdé aplikaci.

Web Center

Piehled

Zobrazeni stavu webového serveru, PHP a virtualniho hostitele a souvisejicich informaci.
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Web Center — B8 X

E= Overview Overview
——

Web Server

Web Server
Implementation: Apache Http Server
g Virtual Host P : P pServ
HTTP port: 80
™) Implementation HTTPS port: 443
Hosted website: Not activate
PHP
Implementation: PHP 7
Cache size: Not activate

Web Server

Webové servery se pouzivaji k hostovani webovych stranek. Webové centrum vytvagi sdilenou
slozku s nazvem Web, ktera slouzi jako korenovy adresai webového serveru a nezasahuje do dal
Sich dat uloZenych na NAS. Lze nainstalovat razné softwarové balicky webovych serverg, jako je
Apache, Nginx a PHP, a Ize je snadno prizpasobit.

Povolit osobni web:

Po aktivaci tohoto nastaveni maze mit kazdy uzivatel sluzby NAS vlastni osobni webové stranky.
Pred pouzitim je nejprve treba vytvorit slozku WWW v domovském adresari a poté nahrat pridru
Zené soubory pro osobni webové stranky do slozky www. Poté se budete moci pripojit k webu
pomoci adresy IP NAS (nebo adresy URL DDNS) a nasledng pridanim ~ uZivatelského jména.
Napriklad: http://192.168.1.100/~admin nebo cloudid.myasustor.com/~admin.

Povolit mezipamét PHP:

Pokud chcete vylepsit vykon PHP, zaskrtnéte moznost Povolit mezipameét PHP. Za ur¢itych
okolnosti se vsak nastaveni nemusi projevit.
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@ Web Center

BE Overview Web Server
L Web Server Web Server
W@ Virtusl Host You can host your website and applications on the NAS by uploading it to the [Web) shared folder.

_ Web server implementation: Apache Http Server v
w Implementation
Enable Web server
Port number: 80
Enable secured Web server (SSL)
Port number: 443
[C] Also enable EZ-Connect port forwarding
[C] enable personal website

After enabling this, users on the NAS only need to create a www folder within the Home folder and upload their Web
page to it in order to have their own dedicated URL. They can connect to their Web page using the following URL:
http://NAS IP/~username.

PHP implementation: PHP 7 v

[C] cache size: v

Virtual Host

pres tuto funkci mazete na svém NAS hostit vice weobych stranek.

@ Web Center — B8

8= Overview Virtual Host
—

Y Web Server Add Edit Remo

? Virtual Host Host Name Folder Name Protocol Port number Status

m Implementation

Implementation




Zobrazuje verze a stav webového serveru a také oznameni o aktualizaci. Aktualizace najdete také

v App Central.
Web Center — B8 X
BE Overview Implementation
B Web Server
o 47"My,  Apache Http Server
@ Virtual Host N & Version: 244314 Status: Active &
>
Implementation
PHP7
php =
E] Version: 7.3.12.r17.4 Status: Active +

Manazer Ulozists

Piehled

Zde vidite stav Ulozists.

Poznamka: Tato funkce se maze lisit podle toho, jaky mate model.



Storage Manager =~ = [B8 5%

2= Overview

~Volume (2)
(J Volume //’"
4 4 Volume 1
B orive / & 357T8/358T8
I\ RAID level Single : Drive 1
iscsl \
\
& iSCSILUN

_— 2 MyArchive 3
HE 86378/9.02T8

Healthy frved

~ Drive(2)
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AS7110T

Objem

Storage Manager ? — 08 X

om O .
= Uverview Create Management v Spare Drive Remove Snapshot Center

N
A Volume 1/ Single / Good 3.57 T8 free of 3.58 TB
© Y
tad iSCSI
MyArchive 3 / Mounted 8.63 T8 free 0f 9.02 TB

W s ¥ eeese————8 ©

Ulozny prostor na NAS se skladé z logickych svazka, které se skladaji z jednoho disku nebo vice
discich dohromady spole¢né. Zde muazete nastavit novy Ulozny prostor pro NAS a podle vasich
potreb ochrany Gdajg, zvolit nejvhodngjsi typ pole RAID. V zajmu zachovani integrity dat, mazete
pouzivat pouze interni disky pri vytvareni tlozny prostor pro vas NAS. ADM nepodporuje pouziti
externich diskg pro ulozny prostor.

Pripomenuti: MoZnosti nastaveni RAID poli zavisi na konkrétnim modelu NAS serveru a po¢tu
vloZenych pevnych diskag.
(1) Vytvorit: Pro nové uloziste ADM nabizi nasledujici dvé moznosti:

Rychla instalace:

Stag¢i pouze zadat pozadavky na Ulozny prostor (tj. chcete mit vy3si Groven ochrany dat). A na za
klade toho ADM automaticky vytvori Ulozisté a nastavi vhodné RAID pole.

Pokrogilé nastaveni:



Na zaklade aktualniho po¢tu diskia, mazete rugné vybrat typ pole RAID nebo nastavit spare disk.
Pripomenuti: Pri vytvareni Ulozisté doporugujeme pouzit stejné velké pevné disky.

MyArchive :

Funkce MyArchive je ur¢ena specialné pro spravu a sdileni dat a poskytuje rozsirenou flexibilitu
pii pouzivani vice pevnych diskg pro zalohovani nebo vymeénu dat. Po pripojeni pevnych diska
MyArchive do pozice pro disk MyArchive mazete ihned pristupovat k datam na pevném disku.

Poznamka: Tato funkce se mgze lisit v zavislosti na pouzivaném modelu.

=
=<
>
=
o
=l
=
@

Pevny disk MyArchive:
Aby bylo mozné pouzivat funkci MyArchive, je treba, aby uzivatelé nejdrive prevedli pevné disky
na pevné disky MyArchive.
Systém soubora: Podporované systémy souborg jsou nasleduijici:
EXT4, Btrfs: pro pouziti s Linuxem, macQOS, Windows.
NTFS: pro pouziti s Windows
HFS +: pro pouziti s Mac OS X

Upozornéni: Btrfs pro MyArchive podporuje snimky a historii verzi, které pomahaji chranit pred n
ahodnym vymazanim nebo Upravami. Jednotky MyArchive bgzi nezavisle na internich svazcich
NAS, coz zajistuje, Ze jsou podporovany snimky, i kdyz interni svazky NAS nepodporuji snimky.

Nazev Alias:

Zde je mozné definovat tagy pro MyArchive disky. To umoziuje uzivatelam rychle urgit obsah
MyArchive diskg v prazkumnikovi souborg ADM |, kdyz je pripojeno vice diska sougasné.
MyArchive Sifrovani:

Zde si mizete vybrat, zda chcete nebo nechcete Sifrovat MyArchive a zda chcete nebo nechcete,

aby byla automaticky namontovana pyi startu systému. Pokud se rozhodnete pro Sifrovani
MyArchive, musite po restartu systému rugné zadat heslo nebo importovat Sifrovaci kli¢ pro tuto
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MyArchive, aby jste k ni mgli pristup. Sifrované MyArchive jsou bézng pouzivany pro skladovani
kritickych nebo davérnych Gdaja. Pokud ztratite NAS server, nemusite se o sva data bat.

Sifrovani pro MyArchive podporuje souborovy systém EXT4.

Automaticky pripojit MyArchive 1 pred zahajenim zalohovani a po dokon¢eni

jej vysunout:

Kdyz povolite tuto moznost, ADM pyi zahajeni zalohovani automaticky pripoji pripojenou
jednotku MyArchive a po dokongeni zalohovani automaticky vysune jednotku MyArchive.

ZJISTIT VICE:

NAS 255 - Using MyArchive
Video - MyArchive

Piibuzny: Accessories: Hard Disk Tray

(2) Rizent:

Zde muzete provadst spravu RAID (gisteni RAID, upgrade RAID, online rozsirovani kapacity) a

vytvareni mezipameti SSD nebo ¢isteni systému soubort.

Storage Manager 7 =0 X
MInMGEMEnt Brmtne Snapihat Canter
RAID
‘ I 2ETTEfee0f 258 TR

55D Caching @
S D i e m
[

Metydrchive 3 70 8,03 T8 free of 9002 T
8 scoun A p—— ¢
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S cilem zajistit optimalni vyuziti Ulozného prostoru a ochranu dat, ADM podporuje ngkolik
urovni RAID a umoziuje vybrat vhodnou Urover; pro vase potreby. Nasledujici Urovné jsou

podporovany ADM:
Typy svazki bez RAIDDb

Single:

Pouze pouziva jeden disk k vytvoreni UloZzného prostoru. Tato konfigurace nenabizi zadny druh
ochrany dat.

JBOD:

zkratka pro "jen souhrn diska", JBOD vyuziva kombinace dvou nebo vice diska k vytvoreni Ulozné
ho prostoru.Celkova kapacita je sou¢tem kapacity vSech diska.Vyhodou tohoto usporadani je, ze
umoziuje pouzit razné velikosti diska dohromady a nabizi velké mnozstvi Ulozného

prostoru.Nevyhodou je, Ze nenabizi zadny druh ochrany dat.

Typy svazka s RAID

RAID 0:

Pouziva kombinaci dvou nebo vice diskg k vytvoreni UloZzného prostoru.Celkova kapacita je
sou¢tem kapacity vsech diska.Vyhodou tohoto usporadani je to, Ze umoziiuje pouZzit razné
velikosti diska dohromady a nabizi velké mnozstvi Ulozného prostoru. Data v RAID O jsou pri
stupna soubgzng, coz poskytuje lepsi vykon. Nevyhodou je, ze RAID 0 nenabizi zadny druh
ochrany dat.

RAID 1:

Pouziva kombinaci dvou diska. Obsah na jednom disku je totozny s obsahem na druhém disku.
V pripadé vypadku jednoho proto neprijdete o sva data.

Celkem k dispozici Ulozny prostor = (velikost mensi disku) * (1)

RAID 5:

Kombinuje tii nebo vice diska k vytvoreni Ulozného prostoru. Toto pole je schopno nahradit

vypadek jednoho z pevnych diskg, nikoli viak vice.

Celkem k dispozici Ulozny prostor = (velikost nejmensiho disku) * (celkovy poc¢et diska \ - 1)

RAID 6:

Kombinuje ¢tyri a vice diska k vytvoreni UloZzného pole. Vyuziva tzv. parity a je schopno pre¢kat
vypadek dvou diskl bez ztraty dat. Jen v pripadé minimalniho mnozstvi diska je efektivni jako
RAID 1, protoze defakto dochazi ke zrcadleni.

Celkem k dispozici Ulozny prostor = (velikost nejmensiho disku) * (celkovy poget diska \ - 2)



RAID 10 (1+0):

Kombinuje ¢tyri nebo vice diska k vytvoreni tlozného prostoru. Nejdrive se pevné disky zrcadli
jako v pripadé RAID 1 a pak se spokuji jako v RAID 0 pro optimalizaci vykonu.

Celkem k dispozici Ulozny prostor = (velikost nejmensiho disku) * (celkovy poc¢et diska / 2)

Total available storage space = (size of smallest disk) * (total number of disks / 2)

Zjistit vice

NAS 251 - Introduction to RAID

NAS 352 - Online RAID Level Migration and Capacity Expansion

©® O RAID Scrubbing

Funkce ¢isteni dat RAID detekuje integritu a konzistenci dat na jednotkach RAID 5 a RAID 6.
Pravidelné pouzivani této funkce pomaha ovérovat integritu vasich dat a opravovat
nekonzistence. Pokud je nalezen problém, ktery nelze opravit, vase zagizeni NAS vas ihned

varuje, aby bylo mozné v¢as reagovat na ne¢ekané potize.

© OSSD Trim

Enable SSD Trim umozsiuje SSD diskam nainstalovanym na NAS udrzovat stabilni vykon ¢tenia z
apisu a sou¢asng kontrolovat frekvenci prepisovani na konkrétni bloky, coz prodluzuje zivotnost
SSD.

©® O SSD Cache

B&zné pevné disky nejsou tak rychlé, jako jednotky SSD. Naopak kapacita a Zivotnost jednotek
SSD nejsou tak dobré, jako u tradi¢nich pevnych diski. Nejlepsim zpasobem, jak zkombinovat
vyhody téchto dvou svétg, je ukladani do mezipaméti SSD. Funkce mezipaméti SSD uklada ¢asto
pouzivana souborova data do SSD a tim optimalizuje ¢as odezvy a rychlosti prenosu, kdyz uz
ivatelé pristupuji k datam.

* Podporované modely: Rady AS31/32/50/51/52/53/61/62/63/64/65/66/70/71

Poznamka:
1. Se zavedenim Uloziste M.2 na zarizeni ASUSTOR NAS si nyni mgzZete vybrat, jak budete ukla
dat sva data. Diky ukladani do mezipaméti M.2 vas NAS automaticky uklada ¢asto pouzivana
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data na nainstalované disky M.2. Diky zcela nové funkci Uloziste M.2, poskytuji disky M.2 SSD U
rovng sekvengniho a nahodného vykonu, které jsou pro vétsinu pevnych diskg nedosazitelné.

2. Snimek Btrfs a Volume je podporovan pouze na: AS31, 32, 40, 50, 51, 52, 53, 61, 62, 63, 64,
65, 66, 70, 71, Lockerstor a Lockerstor Pro.

ZJISTIT VICE:

Pouzivani SSD Cache na ASUSTOR NAS

Disk

Zde si maZete zkontrolovat stav vsech vasich diska. MaZete je také kontrolovat pres funkci
SSM.ART.

Storage Manager 7 = (8 5%
= Overview Disk Doctor S.M.ART. Info
G volume Drive 1/3.64 T8 /36 °C / 96.3 °F
(&) S
& Drive @mm?®)  ST4000VN00S-2DR166 (S/N: WDH1FAS))
& iscs ' Drive 8/9.10 T8 / 28 °C / 82.4 °F
= I
& iscsILUN am ST10000VN0004-1ZD101 (S/N: ZA200L51) ¥

Disk Doctor:

muZze zjistit na pevném disku vadné sektory



Storage Manager ? — B8 X
Disk Doctor

Bad Block Scan S.M.AR.T. Scan

[[J schedule scan

Frequenc Da v

& iSCSILUN

Drive Drive v

Last scan result:

IronWolf Health Management:

Seagate IronWolf Health Managament, tato funkce maze poskytnout podrobngjsi informace o
detekci pevnych diska rady IronWolf. Predtim, nez dojde k chybg pevného disku, bude vydana

varovna zprava nebo upozornéni.

Pripominka: Pred povolenim této funkce musite vyhledat a nainstalovat IronWolf Health

Management v App Central.
4> App Central ® P2 — B X
Browse

‘ Q Search App Central

(A Latest Apps IronWolf Health Management

Description Changelog

)| ASUSTOR Apps

Seagate's IronWolf Health Management app is designed for Seagate IronWolf hard drives. Installing the app

i Categories enables access to hard drive management, health, warranty and data rescue information in Storage Manager.

Install

ass
HH All Apps Developer: ° ore
Seagate Technology...
Beta Apps A tainan
PP Maintainer: B 5

Pouzivate-li pevny disk Seagate IronWolf nebo rady IronWolf Pro s kapacitou vyssi nez 4TB
nebo rovnou 4TB, sta¢i pouze navigovat na polozku [Storage Manager] — [Disk] — [Disk
Doctor] a [IronWolf Health Management] okno objevi se. Tuto funkci mazete pouzit k napla

novani nebo okamzitému provedeni kontroly.
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Po pouziti IronWolf Health Managament pro skenovani pevnych diska se vysledky bud

zobrazuji jako ,zdravé " nebo se zobrazi ¢iselny vystupni kod. Pre¢téte si nize uvedeny graf a

podivejte se na navrhy, které tyto kédy predstavuji.

Oznameni

Oznameni

Oznameni

Oznameni

Oznameni

Upozornéni

Apacer SSM.A.R.T Tool :

Byla zjiSténa abnormalné vysoka provozni teplota.
Zajistéte, aby zadni vétraci otvory nebyly zablokovany a
pokuste se snizit okolni teplotu. Pokud je teplota stale
vysoka, prejdéte na Settings > Hardware >Fan Control
pro nastaveni rychlosti ventilatoru na vysSi rychlost.
Pokud tento problém pretrvava, obratte se na tym
podpory spolecnosti ASUSTOR.

Problém s pfipojenim na rozhrani ASUSTOR NAS a
pevného disku byl zjistén. Ujistéte se, ze pevny disk je
spravné nainstalovan v Sasi zafizeni nebo na jednotce a
ze zasobnik je spravné nainstalovan v ASUSTOR NAS.
Pokud tento problém pfetrvava, obratte se na tym
podpory spolecnosti ASUSTOR.

Doslo k nadmérnému fyzickému Soku na pevném disku.
Ujistéte se, ze pevny disk a ASUSTOR NAS jsou
umistény na stabilnim povrchu. Pokud tento problém
pretrvava, obratte se na tym podpory spole¢nosti
ASUSTOR.

Byla zjisténa nadmérna vibrace. Ujistéte se, ze vas
ASUSTOR NAS je umistén na stabilnim povrchu. Pokud
tento problém pretrvava, obratte se na tym podpory
spolecnosti ASUSTOR.

Bylo zjiSténo nadmérné resetovani hostitele. Ujistéte se,
ze je pevny disk spravné nainstalovan v Sasi zafizeni
nebo v jednotce. Pokud tento problém pretrvava,
obratte se na tym podpory spole¢nosti ASUSTOR.

IHM zaznamenala nékteré chyby a uplné spusténi
SMART skenovani bylo automaticky spusténo pro vase
pohodli. Pokud se skenovani nezdafi, obratte se na
oddéleni péce o zakazniky spole¢nosti Seagate.
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Funkce nastroje Apacer SSM.A.R.T Tool muze poskytnout podrobngjsi informace o detekci SSD
rady Apacer a odeslat upominky nebo varovné zpravy drive, nez mazZe dojit k selhani pevného
disku.

Pripomenuti: Pred povolenim této funkce musite vyhledat a nainstalovat nastroj Apacer
S.M.AR.T v App Central.

S.M.A.R.T. Info:

CHYTRY. je zkratka pro Self-Monitoring Analysis and Report Technology. Jedn4 se o typ
samokontrolniho mechanismu pro disky, ktery detekuje a hlasi razné indikatory spolehlivosti s
nadgji na predvidani poruch.

? — O X
— Overview S.M.ART. Info
Id Attribute Value Worst Threshold Raw Value State E
1 Raw_Read_Error_Rate 83 64 44 192413008
Cs 3 Spin_Up_Time 97 93 0 0
= CSI L 4 Start_Stop_Count 37 37 20 65535 E
5 Reallocated_Sector_Ct 100 100 10 1
7 Seek_Error_Rate 96 60 45 3638707831
9 Power_On_Hours 74 74 0 22934
10 Spin_Retry_Count 100 100 97 0

iISCSI

iSCSI je typ technologie sitoveho Uloziste, kterd nabizi vysokou rozsiritelnost s nizkymi naklady

na implementaci. Prostrednictvim stavajici sitové infrastruktury a iSCSI mazete pouzit NAS pro
rozSireni stavajiciho Ulozného prostoru nebo jako cilové umisténi zalohy. iSCSI se sklada ze dvou
stran: cilovyé a z iniciatoru. Iniciator se pouziva k hledani hostitele iSCSI a nastaveni cilg.

Storage Manager 2 — A X
== Overview Create Action v LUN Pool Preferences Q

c Volume target001 Mount 1 / Connected successfully 0
3 >
Q Drive [ ) ign.2011-08.com.asustor:as1104t-83be03.target001

& iscsi LN

IQN:
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IQN (iSCSI Qualified Name) je jedine¢ny nazev pro kazdy cil iSCSI. Toto jméno by nemélo byt

stejné jako kterékoliv cilové IQN na jinych hostitelich.
CRC / Checksum: Povolit kontrolu chyb behem pfenosu dat.

CHAP Ovérovani:

CHAP autentizace maZe byt pouzita k ovéreni identity uzivatele. Pokud se rozhodnete pouzit
ovérovani CHAP, musi byt nejprve zadano heslo k CHAP z inicidtoru pro ovéreni pred tim, nez se
maze pripojit k cili.

Poznamka: Pri povoleni vzajemného ovérovani CHAP nemuze byt ovérovaci heslo pouzivané
serverem a klientem stejné.

Vzajemna CHAP Ovérovani:

Vzajemné CHAP autentifikace vyzaduji mit vyplnené uzivatelské jméno a heslo jak pro cil tak i
pro iniciator. P¥i navazovani spojeni se musi cil s iniciatorem navzajem ovérit pomoci svych
povéreni.

LUN Pool:

Zde si mgzete zkontrolovat stav viech iSCSI LUN a priradit odpovidajici cile iSCSI.

iSNS Server:

sprava iSNS (Internet Storage Name Service) iSCSI. Zde maZete nastavit iSCSI targety a iSNS

server pro jednoduchou centralizovanou spravu.

\&) Storage Manager ? — B X
= Overview Create Action v LUN Poo Preferences Q
€ target001 Mount 1 / Connected successfully 0
3 >
- Preferences

m ~

. ISCSI port: 3260 O

== iSCSILUN

[[] Enable isNS

e ) [ ]

Zjistit vice: NAS 308 - Introduction to iSCSI

iISCSI LUN

Tato tabulka vam umozni vytvorit / odstranit, pripojit / odpojit LUN iSCSI, a vytvorit / manazovat
LUN snimky.
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§] Storage Manager ? -

Overview Create Action v Snapshot Center Q

Volume test 1.00 GB

~—T

Drive ign.2011-08.com.asustor:as1104t-83be03.target001

| C i
|

o
I

iISCsI

1SCSI LUN

I J

£ Snapshot Center

Piehled

Prehled snimkg Btrfs Volume a iSCSI LUN.

Poznamka: Modely, které nepodporuji Btrfs, nebudou zobrazovat informace o snimcich
svazku.

& Snapshot Center 2 —

o= Overview v __volume > v | @ @ iscsiwn
Gl Volume B Used 500
_ B iscsI
== iSCSILUN B Volume Snapshot
Free
History
Created:  03/17/2021 ~ 03/23/2021 Search Clear
Name Created Storage
000000 03/18/2021 AM 10:45 Volume 2
v20210318-1050 03/18/2021 AM 10:50 Volume 2
v20210318-1055 03/18/2021 AM 10:55 Volume 2
Tasks
Name Next Snapshot Frequency Repeat
Volume2 03/23/2021 PM 05:15 Daily Every 5 minute(s)
500 03/23/2021 PM 05:15 Daily Every 5 minute(s)

Dgjiny:



Hledejte snimky podle data vytvoreni.

Ukoly:

Seznam informaci o naplanovanych tkolech.

Display Btrfs volume snapshots information.
& S
§ Snapshot Center ? — B X
s— Overview
N +
N Volume 2 03/23/2021 PM 05:15 30 B @ %
O Volume
& iscsiLuN
Management
Q
Name Description Created Locked  Status Preview
000000 =z 03/18/2021 AM 10:45  Yes Idle
v20210318-1050 03/18/2021 AM10:50  No Idle
v20210318-1055 03/18/2021 AM 10:55  No Idle
Rug¢ni vytvogeni::

Kliknate na ikonu € ikonu pro vytvoreni snimku.

Scheduling:

Kliknste na ikonu [E] ikona pro naplanovani pravidelného spoustani snimka. Planované snimky
budou pojmenovany podle vytvoreného data a ¢asu.

Jednou: UZivatelé mohou vytvorit snimek k ur¢itému datu a ¢asu.
Denné: Uzivatelé mohou pro vytvoreni snimku nastavit minimalné 5 minut nebo az 12 hodin.
Tydné: Lze nastavit jeden nebo vice dni v tydnu pro vytvareni snimkg s moznostmi pro kazdy

den.
Snimky Ize uzamknout a Ize nastavit pravidla uchovani. Snapshot Center omezuje ulozené
snimky na 256. Po dosazeni limitu Ize plany ukon¢it nebo Snapshot Center automaticky odstrani
nejstarsi odemeeny snimek. Kdyz je snimek uzameen, nebude automaticky odstranégn.
Obnovit:

Pred obnovenim snimku mohou uzivatelé pred obnovenim vytvorit novy snimek a zvolit, zda se

ma snimek po obnoveni zachovat.
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& Snapshot Center 2 — B
s— Overview
= e Restore b £
O‘ Volume . o .
You are preparing to restore v20210318-1055 to Volume 2. Before beginning the restoration,
= iscsi LN please configure the settings below according to your requirements
Create 3 snapshot before restoring: O Yes o No
Snapshot name;
Descriptior
Keep this snapshot after restoring: © ves O No
Note: This snapshot is locked. If t “No", this snapshot will be deleted. L
vhen recovering snapshots, please DO NOT
storation, some apps may need to synchronize files or databases. L
Preview
)
Upravit:
Upravte informace o snimku.
& Snapshot Center ?2 — A
To
s— Overview
: ¢ ] +
N Roline 03/23/2021 PM 05:15 30 B a s
O Volume
£ isCsILUN |
. Edit
Snapshot name: v20210318-1055
Description:
Snapshot locked: @ O Yes O No
tus Preview
E
Odstranit:

Odebrat vybrany snimek. Pomoci kladvesy Shift mazete vybrat vice snimkag, které chcete odebrat.

Poznamka: ADM prestane vytvaret snimky, pokud novy snimek presahne maximalni poget sni

mka, zatimco vSechny predchozi snimky jsou uzameeny. UZivatelé musi rugné odebrat uzameen

é snimky a poté mohou znovu vytvaret snimky.

Nahled:

Snimky svazky Ize aktivovat

a zobrazit nahled v Prazkumniku souborig ADM.
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< > C Volume2-Snapshots > v20181224-1800 >

| | a = v
» iy My Favorites Name Type Size Last Modified
» [ ADM 3204T_backup dir 2018/12/24 17:55
External Device File_backup dir 2018/12/24 17:47
o Virtual Device Test folder 2 dir 2018/12/24 17:55

&
S Snapshot
fu=m Volume2-Snapshots

» m v20181224-1743

» [5) v20181224-1800

2 Exit preview

Nahled souborg ze snimka v Prazkumniku souborg, uzZivatelé mohou kopirovat nebo stahovat

soubory obsazené ve snimcich, aby obnovili pripad poskozeni nebo jinych forem ztraty dat.

File Explorer A P — B X
< > C Volume2-Snapshots > v20210318-1050 > Q iF
N I - &

» £5] MyArchived (HFS+) Name Type Size Last Modified
» =5 Public Btrfs 4 Downlesd dir 03/18/2021 AM 10:46
» L] Web B copy

[ External Device Select all page items
=4 Virtual Device & Open in New Window

CIFS Folder A Create Shortcut

4 : Recycle Bins
» a EZ Sync
@ Btrfs
@ share Link Manager
<@
% Snapshot
4 % Volume2-Snapshots

» [5] v20210318-1050

Displaying 1-10f 1

15

E EZ Sync | Page 1 of1

iISCSI LUN

Zobrazit informace o snimku iSCSI LUN.




& Snapshot Center 2 — @ X

== Overview —

= Next Snapshot Number of snapshot +

—~ 500 03/23/2021 PM 05:20 30 B @ &
(', Volume

£ iscsiLuN

Management
Remove Q
Name Description Created Locked Status
$20210318-1054 000 03/18/2021 AM 10:54 Yes Idle
Rugni tvorba:
. . . g . .7 .
Kliknate na ikonu K ikona pro vytvoreni snimku.
Planovani:
& Snapshot Center 2 — B X
Overview :
Scheduled backup ps E **a Q
G5 Volume
= Scheduled backup
Repeat: Every 5 minute(s) v
Started: AM v 11 v : (100 v
Duration: 24 hours v

Klikngte na ikonu [=] ikona pro naplanovani pravidelného spoustani snimkg. Planované snimky
budou pojmenovany podle vytvoreného data a ¢asu.

1. Jednou: Uzivatelé mohou vytvorit snimek k urgitému datu a ¢asu.
2. Denné: UZivatelé mohou k vytvoreni snimku nastavit minimalng 5 minut nebo az 12 hodin.

3. Tydné: Lze nastavit jeden nebo vice dni v tydnu pro vytvareni snimka s moznostmi pro denni

zahrnuti.

Obnovit:
Vyberte jeden snimek iSCSI LUN, ktery chcete obnovit.
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=

§ Snapshot Center ? — B X
Restore

You are preparing to restore s20210318-1100 to 500. Before beginning the restoration, please
ey Volume configure the settings below according to your requirements

Create a snapshot before restoring: O Yes O nNo
£ iscsiwn -

Keep this snapshot after restoring: © ves O No i
o . Locked Status
Yes le
Upravit:
Upravte informace o snimku.
& Snapshot Center ? — B X
Overvie
‘f, Volume Edit
w Snapshot name: $20210318-1100
Description:
Snapshot locked: @ O ves O no
'
Locked Status
Yes dle
CevrrnzTRoTIn. frrrm T A 1T Nin Ala
Odstranit:

Odebrat vybrany snimek. Pomoci klavesy Shift mazete vybrat vice snimka, které chcete odebrat.

Poznamka: ADM prestane vytvaret snimky, pokud novy snimek presahne maximalni pocet sni
mka, zatimco vSechny predchozi snimky jsou uzamgeny. Uzivatelé musi ru¢né odebrat uzameen
é snimky a poté mohou znovu vytvaret snimky.

EZ Sync Manager
Predstavujeme ASUSTOR EZ Sync

ASUSTOR EZ Sync je nova funkce ADM3.2. Slouzi pro synchronizaci dat mezi pogitagi a NAS. Vyu
Zijte svij NAS na osobni cloudovy prostor, jako je Dropbox ™ s dostate¢nou kapacitou na dosah
ruky s historickym managementem verzi. Pokud je soubor neimysiné prepsan nespravnymi
informacemi, maZe byt obnoven pomoci drive uloZzené zalozni kopie. ASUSTOR EZ Sync
obsahuje dveé ¢asti, EZ Sync Manager, ktery je predinstalovan na vsech NAS a ASUSTOR EZ Sync,
ktery |ze nainstalovat do pocitace.



Poznamka: P¥i pouziti technologie ASUSTOR EZ Sync se doporu¢uje zapnout volbu EZ
Connect.

EZ Sync Manager pro ADM

Online Help Backup & Restore External Devices File Explorer

&8

Web Center

© ASUSTOR EZ Sync (AES) — PC sync tool

Jak ziskat: Stahujte prosim z EZ Sync Manager nebo z oficialnich stranek ASUSTOR.

EZ Sync Manager ? — B X
Connection * &

D Log [ Version

8= Information To synchronize data between a computer and a NAS, please download and install ASUSTOR EZ Sync on your

computer. To access EZ Sync files on your NAS using your mobile device, please download AiDATA.

ol Settings
S Desktop client Mobile Apps

Recycle Bin

Download AES

0 AppStore

[[J Do not show this again

Poznamka: ASUSTOR EZ Sync aktualné podporuje pouze Windows.

Predstavujeme EZ Sync Manager

Soubor:
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@ EZ Sync Manager ? — 0 X

Connection +r + F = 4 Al & =~
D Log MNBme Type File Size Last Modified Version
—_ dir 03/23/2021 PM 05:24
8= Information UE) /231
& szphic SNG 42,66 KB 03/23/2021 PM 05:24 1
*1 Settings -
Recycle Bin
Page 1 of 1 ‘._? Displaying 1-2af 2

Poznamka: Vyse uvedeny je panel nastrojq, ktery se zobrazi po kliknuti na soubor

1. Vytvoite slozku 2. Nahrajte 3. Stahnout 4 Import do EZ Sync
5. Export do sdilené 6. Historie soubora 7. Pohyb 8. Prejmenovat
slozky

9. Smazat 10. Sdilet 11. Obnovit

Chcete-li nastavit razné synchronizag¢ni slozky v po¢itagi oddélenég od vychozi slozky, vytvoite

ve Spravci synchronizace EZ novou slozku.

EZ Sync Manager ?2 — A X
Connection ] o & ]
: Log Name Type File Size Last Modified Version
B= Informatior TEST ir 3/23/2021 PM 03:24
zomnim PNG 42.66 KB 03/23/2021 PM 05:24

Create Folder

Recycle Bin
[—]

Trideni je ve Spravci synchronizace EZ snadné. Sloupce |ze povolit a zakazat a soubory Ize tri

dit podle techto kategorii.



EZ Sync Manager

S

Connection 4+
D Log Name
g% Information TEST
[2) sspnG
{s} Settings
ﬁ Recycle Bin

EZ Sync

| Page

>

a

1

@

Q s
File Size ~ Last Modified Version
84 sort Ascending
z )
Sort Descendin,
42,66 K8 A B 1
0 Columns » Name
Type
File Size
Last Modified
[ created
Version

Displaying 1 - 2 0f 2

-, Historie souborg “ UmoZiuje obnovit soubory do jejich pavodnich verzi nebo aktualizovat

na novgjsi verzi.

File History

Upload a new version Restore

Version | File name
2 Textl.ixt
1 Textl.txt

- Stisknutim tlagitka Sdilet mazete vytvorit odkaz na sdileni.

Download

Last Modified

2018/09/14 11:16:21

2018/09/13 23:40:07

Refresh

Created

2018/09/14 11:16:21

2018/09/13 15:40:13

Device
@ windows NT 6.1

@ Windows NT 6.1
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EZ Sync Manager ? — B

[E Fie EZ Sync > Q 2

Connection 2 ¥ J = b W A E A
[F] Log Create Share Link Version
B= Information You can share file(s) with others who do not have an ADM account on this NAS by creating Share Links. Anyone can
download the file(s) directly through the link without logging in.
el Settings Share to © £z-Connect O wan O Local network
Recycle Bin Expiration © Forever O Dpate O Timer
Require password O Yes © nNo

G
']
rb
o
)
4]
3
3
o
o

Spojeni

Tato moznost umozriuje uzivateli zobrazit pripojené pocitace, adresy IP a posledni pripojeni pogi
tace k EZ Sync.

EZ Sync Manager ? — A X
E File Unlink Refresh
Device IP address Last connected

D Log @ Windows NT 10.0 172.16.2.246 0 second(s) ago

o=

p= Information

gE,;.’ Settings

B Recycle Bin

=)

Protokol:

Zde muzete zobrazit protokoly!



EZ Sync Manager = = [B8] 5

B File Q =
Connection Event Device Time
Added folder [TEST] to [EZ Sync]. @ Wwindows NT 10.0 03/23/2021 PM 05:24
$5 bisinition Added file [68.PNG] to [EZ Sync]. @ windows NT 10.0 03/23/2021 PM 05:24
‘Q, Settings
Recycle Bin

Informace:

Zobrazte informace o pripojeni NAS, stav vyuziti a dalsi.

(&) EZ Sync Manager 2 — B X
E File Connection information
Eonnaein CloudID AS11 Q Connected devices: 1
D Log File Information
Disk volume: Volume 1 File History Settings: 32
Used: 21.58 GB
b Settings Free: 853.31GB
Recycle Bin EZ Sync file: Recycle Bin:
Contain: 1 files, 2 folders Contain: 0 files, 0 folders
Size: 42,66 KB Size: 0.008
Last synchronized on: 03/23/2021 PM 05:24
68.PNG]

Nastaveni

Vseobecné:

Historie soubora maze ulozit az 64 verzi souboru a po prekrogeni nastavené ¢astky automaticky

odstrani nejstarsi verzi.



(9) EZ Sync Manager

B Fie General Recycle Bin Advanced

€ Connection File History Settings

D Log Number of file history backups: 32 v

EE Information File history age limit: No limitation v
DEIete log If

_ Log count exceeds: No limitation v

& Recycle Bin

Log time is older than: No limitation v

Pravidla kose:

Povolte nebo zakazte ko$ a nastavte pravidla automatického mazani.
[(©) EZ Sync Manager

B File General Recycle Bin Advanced

€ Connection Recycle Bin Rules

B o Enable Recycle Bin
- Delete file if deleted time is older than: No limitation
8= Information

Z" Recycle Bin

Pokrogily:
Vyberte, kterd objemova data budou synchronizovana.

[(&) EZ Sync Manager

B File General Recycle Bin Advanced
€5 Connection File Location
D Log Select volume: Volume 1 Vi

8= Information

Odpadkovy kos




i Recycle Bin

EZ Sync Manager
File

Connection

Log

Information

Settings

4 > Recycle Bin >

Qv * 7 @

) skip Folder path Type
] Overwrite £Z Syihc PNG
Al Rename

1. Obnovit: Obnovi soubory do pavodniho umisténi.

2. StaZeni: Preneste soubor do pogitace.

3. Smazat: Trvale odstrani soubory.

4. Empty: Odstrani vSechny soubory trvale.

Kontrola pristupu

Lokalni uzivatelé

2?7 — 0 X
Q e
File Size Date deleted Version
35.23 KB 03/23/2021 PM 05:44 1

Zde muZete spravovat (pridavat, upravovat nebo odstranovat) mistni uzivatele v systému a

priradit jejich pristupova prava ke sdilenym slozkam.

V ramci sluzby ADM zavisi pristupova prava uzivatele s ohledem na nastaveni sdilené slozky na

stavajicich pristupovych pravech uzivatele a skupiny, do které uZivatelsky Gg¢et patyi. Obg skupiny

pristupovych prav budou navzajem zkontrolovany, aby se ur¢ila priorita. ( prosim podivej se). Pro

vetsi pohodli systém poskytuje rezim nahledu, ktery umoziiuje nejprve zobrazit vsechny zmgny

provedené v pristupovych pravech.

@ Access Control

w
e
y

oo

"

9

Local Groups

AD / LDAP

AD / LDAP Users
AD / LDAP Groups
Shared Folders

App Privileges

Add v Remove Quotas v
Name ~ Description Quotas
admin Admin
guest guest

Page 1 of 1
Current Number of Users: 2
Maximum Number of Users: 4096

Q

Status

Active

25

Displaying 1-20f2

81



(1) Pridat : Mazete se rozhodnout pridat uZivatele do jednoho nebo davek podle po¢tu uz
ivatelg.

Importovat uzivatele:

UZivatelské U¢ty mazete vytvorit pomoci davky prostrednictvim seznamu importovanych uz
ivatelq.

Metoda 1. Pouziti textového editoru::
1. 1. Oteviete novy soubor v textovém editoru.
2. Zadejte informace v nasledujicim poradi a oddglte je strednikem (;)
UzZivatelské jméno
Heslo
Popis
E-mailem
Limit (GB) (toto nastaveni bude pouzito pro vsechny oblasti)
Skupina (Chcete-li pridat uzivatele do vice skupin, oddglte nazvy skupin garkami)
3. 3. Prejdéte na dalsi radek a opakujte krok 2, dokud nebudete mit vSechny uzivatele. Kazdy ¥
adek oznaguje informace pro jednoho uzivatele.
4. Ulozte soubor v kédovani UTF-8.
Metoda 2. Pouziti aplikace Microsoft Excel:
1. Oteviete novy soubor v aplikaci Excel.
2. Zadejte informace v nasledujicim poradi a oddélte je od sloupca v jednom fadku:
UZivatelské jméno
Heslo
Popis
E-mailem
Limit (GB) (toto nastaveni bude pouzito pro vSechny oblasti)
Skupina (Chcete-li pridat uzivatele do vice skupin, oddglte nazvy skupin garkami)
3. Prejdéte na dalsi radek a opakujte krok 2, dokud nebudete mit vSechny uzivatele. Kazdy ¢a
dek ozna¢uje informace pro jednoho uzivatele.

4. Ulozte soubor ve formatu UTF-8 a CSV.

Poznamka
- VSechna pole jsou volitelna, kromg uzivatelského jména a hesla.
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Soubor nesmi byt vétsi nez 1 MB
Obsah souboru nesmi byt prazdny
Maximalni po¢et radka nesmi prekrogit 4 000

(2) Upravit:
Informace:). MuZete nastavit informace souvisejici s Ugtem (napiiklad povolit dvoustuprové
ovareni).
Skupiny: Zde muaZete vybrat skupinu, ke které se uZivatel chce pripojit, a pristupova opravneni
raznych skupin si mazete nastavit sami.
SlozZka - Pristupova prava: Zde mizZete nastavit pristupova opravnéni pro razné slozky pro

tohoto uzivatele.Here you can set access permissions for different folders for this user.

©® O Mistnich Uzivatelich

Po inicializaci systém automaticky vytvori uzivatelské Ge¢ty pro "admin” a "host". "admin” je
vychozy Uget spravce a ma vétsinu pristupovych prav. Pokud si prejete, mazete zmenit pristupova
prava a hesla pro tento Uget. "Guest" je vychozi U¢et hosta, ktery je vhodny pouze pro pouZiti s
CIFS/SAMBA a AFP. Tento U¢et nema prihlasovaci jméno a autentizagni prava, takze neni mozné

zmenit jeho heslo.

Mistnich Skupinach

Zde muZete spravovat (pridavat, upravovat nebo odstrapovat) mistni skupiny v systému a priradit

pristupova prava pro sdilené slozky.

(=2) Access Control ? — B X
L]
@ LocalUsers Add £ Re - Q
Local Groups GID Name - Description
& AD/LDAP 999 administrators administrator group
100 users default user group

§ AD/LDAP Users
ij AD / LDAP Groups

£S5 Shared Folders

15
o
1]
o

o
o

%) App Privileges Page 1 of 1

Pripomenuti: Pokud mate pomeérné velky pocet uzivatel v systému, mazete pohodIng priradit
pristupova prava skupiny uzivatelg namisto prirazeni pristupovych prav pro jednotlivé uzivatele

po jednom.



V ramci ADM pristupova prava uzivatele vzhledem k nastaveni sdilené slozky zavisi na
existujicich pristupovych pravech uzivatele a skupiny, kam uzivatelsky Uget patyi. Obe skupiny pii
stupovych prav budou navzajem kontrolovany za Gg¢elem zjisteni prednosti. Pro vétsi pohodli syst
ém poskytuje rezimu nahledu, ktery umoziuje nejprve prohlédnout vsechny provedené zmény

pristupovych prav.

©® O Mistnich Skupinach

Po inicializaci systém automaticky vytvori dvé uzivatelské skupiny, "administrators” a "users".
"administrators" je vychozi spravce skupiny. Pokud je uzivatel pridan do této skupiny, bude mit
vétSinu pristupovych prav spravce. "admin" U¢et ve vychozim nastaveni patyi do skupiny

"administrators" a nelze z ngj byt odstrangn.

AD/ LDAP

AD : Celym nazvem je Windows Active Directory, coz je adresajova sluzba spustena spole¢nosti

Microsoft, ktera umozriuje IT manazeram efektivné a centralné spravovat vsechny zdroje v domé

né a je Siroce prijimana hlavnimi podniky.

LDAP : LDAP, znamy také jako Lightweight Directory Access Protocol, se pouziva hlavng pro
jednotnou spravu U¢ta a hesel. Pomoci protokolu LDAP Ize efektivngji spravovat ovérovani uz
ivatela nebo opravneéni po¢itagovych zdroja v celém podniku. UzZivatelé mohou snadno pridat
ASUSTOR NAS na svgj stavajici server LDAP, coz poskytuje snadngjsi zpasoby, jak pomoci pri #
zeni produktivity.
(£ Access Control 2 — 0B X
§ Local Users Active Directory LDAP

§} Local Groups Windows Active Directory

@ AD / LDAP Join Domain

§ AD/LDAP Users Settings Value

oo Domain
@} AD/LDAP Groups
DNS server

E& Shared Folders
Domain NetBIOS name

#) App Privileges ou

Active Directory

Kliknutim na Pripojit se k doméng zde se maZete pripojit k Windows Active Directory.

LDAP

Zde muzete povolit klienta LDAP.
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AD/ LDAP Uzivatelé

Zde muzete zobrazit vSechny uZivatelské ugty AD / LDAP a spravovat jejich pristupova prava ke
sdilenym slozkam, jakmile bude vas NAS Uspé&sné pridan do domény AD / LDAP.
ASUSTOR NAS mgize podporovat vice nez 200 000 uzivatelg a skupin AD. Pyi prvnim pripojeni k
doméné AD, v zavislosti na po¢tu uzZivatela a skupin, maze chvili trvat, nez se vSechny z nich
stanou viditelnymi.

(2) Access Control 2 — A X

°
§ LlocalUsers Edit Quotas Vv Q
L 1]

§)} Local Groups Name Description Quotas
& AD/LDAP

§} AD/LDAP Groups

F5] Shared Folders

No data

#) App Privileges Page 1 of 1

15

Last update: --

ZJISTIT VICE:

NAS 206 - Pouziti NAS sWindows Active Directory

AD/ LDAP Groups

Zde muZete zobrazit vSechny skupiny uZivatelg AD / LDAP a spravovat jejich pristupova prava ke

sdilenym slozkam, jakmile bude vas NAS Uspé&sné pridan do domény AD / LDAP.
@ Access Control ? — 08 X
§ Local Users it Q
ii Local Groups Name Description
& AD/LDAP
§ AD/LDAP Users
f& Shared Folders

%) App Privileges Page 1 No data

X6

Last update: --

85


https://www.asustor.com/online/College_topic?topic=206

Shared Folders

Zde muzete spravovat své sdilené slozky a nastavit sva pristupova prava ve vztahu k uzivatelam a

skupindm uzivatelg.

@ Access Control ? — 08 X
] . -
@ Local Users Shared Folders Virtual Drive CIFS Folder
(13 L | G
.
) Local Groups Add Edit Access Rights Remove Q
@ AD / LDAP Name = Description Size | Recycle Bin Size Volume
i AD / LDAP Users [2 Home Home directory 1541 GB 0.00 B Volume 1
£2 Public System default share 400K8 0.00 8 Volume 1

83 AD/LDAP Groups
] P

- f2 use1 The US8 device share 4.00K8 0.008 --
Shared Folders
| Displaying 1 -6 0f 6

| Page 1 of1
%) App Privileges

53

(1) Shared Folders:

Pridat:

Zde muzete spravovat své sdilené slozky a nastavit sva pfistupova prava ve vztahu k uzivateliim a
skupinam uzivatel(.

Upravit:
Neviditelné "sit" nebo "Mista v siti": Toto nastaveni plati pouze v pripadg, Ze pouzivate

operagni systém Microsoft Windows. Pokud povolite toto nastaveni, Neuvidite NAS v "sit",

nebo v "Mista v siti".

{e2) Access Control N ? — O
= Edit - Video
e - care
§ tocallsers Information Windows ACL
§ Local Grou
Name: Video
AD / LDAP -
CET - fcle Bin Size Volume
Description: LooksGood default shar I
§ AD LDAP Users olume
Select volume: Volume1 N -
§2 AD/LDAP Groups Invisible in "Network" or "My Network Places"
Shared Folders [[J enable Network Recycle Bin
%) App Privileges s =
[J encrypt this shared folder
v
Vysypat kos:

Klikngte na toto tlagitko pro vyprazdnéni veskerého obsahu v této sdilené slozce.



Access Control

| Edit - Video
% Local Users .
Information Windows ACL
Name: Video
AD / LDAP fcle Bin Size Volume

Description: LooksGood default shar

§ AD/LDAP Use 806 Volume
Select volume: Volume1 v o

§2 AD/LDAP Groups [ Invisible in "Network" or "My Network Places" DEUE BT

1 Shared Folders Enable Network Recycle 8in Empty Recycle B 0.00 8 Volume 1

Only accessible by administrator group users

[] Encrypt this shared folder

Sifrovat sdilenou slozku:

Zde si mgzete vybrat, zda chcete nebo nechcete Sifrovat sdilenou slozku a zda chcete nebo
nechcete, aby byla automaticky namontovana pri startu systému. Pokud se rozhodnete pro §
ifrovani slozky,musite po restartu systému ru¢né zadat heslo nebo importovat Sifrovaci kli¢ pro
tuto slozku, aby jste k ni meli pristup. Sifrované slozky jsou bgzns pouzivany pro skladovani
kritickych nebo davérnych Udaja. Pokud ztratite NAS server, nemusite se o sva data bat.

Access Control Edit - Video 2 — 0 X
o
§ LocalUsers Information Windows ACL
e G
Local Groups
L Name: Video E
AD / LDAP ) N .
Description: LooksGood default shar fcle 8in Size Volume
§ AD/LDAP Users Select volume: Volume1 v 0.00 B Volume 1
@} AD/LDAP Groups [J invisible in "Network" or "My Network Places" 0.00 B Volume 1
Enable Network Recycle 8in Empty Recycle Bin 0.00 8 Volume 1
Only accessible by administrator group users Displaying 1 - 60f 6

Encrypt this shared folder

Confirm password: sessene

Varovani: Pamatujte si heslo pti Sifrovani slozky, jinak k nému nebudete mit pristup.

Export / import Sifrovaciho klige::

Moznost , Exportovat Sifrovaci kli¢ “ stahne Sifrovaci kli¢ do vaseho pocitage. Pokud se

potrebujete pripojit k Sifrované sloZce, maZete se pripojit ke sdilené sloZce vybérem moznosti

"

.Zadejte heslo " nebo ,Importovat Sifrovaci kli¢
Opravnéni NFS:

Zde mzete nastavit opravnéni NFS pro jednotlivé slozky.
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=
(52 Access Control

.

] Local Users

L]

§} Local Groups

@ AD/LDAP

§ AD/LDAP Users
g} AD/LDAP Groups

8 Shared Folders

#) App Privileges

Add New Shared Folder

Privileges for anonymous FTP/WebDAV:

Please set the access rights for this shared folder:

O Read & Write for all users

© Read Only for all users, Read & Write for administrators
O By user

O sygroup

Deny Access v

[] enable Windows ACLE

B1-6076

© O Sdilenych slozkach [ Public ]

Po inicializaci systém automaticky vytvori sdilenou slozku "public”. Ve vychozim nastaveni

mohou vsichni uzivatelé pristupovat k souboram v této slozce.

Windows ACL:

Zde mizete zapnout a vypnout Windows ACL pro vybrané sdilené slozky.

—
(22) Access Control

i Local Users

0

§} Local Groups

@ AD/LDAP

§ AD/LDAP Users

§} AD/LDAP Groups

B Shared Folders

%) App Privileges

Edit - Video

Information Windows ACL

Settings

Please note the following:

able ACL. All ACL permissions will be cleared and all files will be reset

(3) Usel

under shared

[[J enable Windows ACL

Size Volume
00 B Volume 1
PO B Volume 1
00 B Volume 1

Displaying 1 - 6 of 6

Po povoleni Windows ACL pro sdilenou slozku bude této slozce a jejim podslozkam

nastaveno opravnéni uzZivatele nebo skupiny.

Nasledujici slozky nepodporuji opravnéni Windows ACL: Home, Home slozka jednotlivych uz

ivatela, PhotoGallery, Web, Surveillance, MyArchive, Sitovy koS, virtualni zarizeni, externi zagi

zeni (USB pevné disky, optické disky).

Po povoleni Windows ACL muaZete pouzit prohlize¢ souborg z ADM nebo Windows pro

nastaveni opravnéni. Po vypnuti Windows ACL maZzete nastavit opravnéni jen z prohlize¢e

souborg v ADM.
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Pokud nastavite Windows ACL a pozdgji ho zrusite, veskeré soubory a slozky budou mit
nastaven pristup pro ¢teni a zapis pro veskeré uzivatele.

At pouzivate Windows ACL nebo ne, uzivatelé musi mit nastaveno spravné opravnéni pro pri
stup k souborgm.

Slozka - pristupova prava: Zde mazete zménit nastaveni pristupovych prav sdilenych slozek.

{o2) Access Control 2. .— 0 X

Edit Shared Folder Privileges - Video
] Local Users

Folders - Access Rights

o0
§} Local Groups

& AD/LDAP Local Users v Q

ey

& AD/LDAP USq Name Preview Group Coa Osw  Oro
. . " i1
admin Read & Write Read & Write O O O
§} AD/LDAP Gra
guest Deny Access - O O O

Shared Folders|

%) App Privileges

I< { Page 1 oft | > > i‘, Displaying 1-20f 2
Anonymous FTP/WebDAV: Deny Access N2
[C] Restart the SMB, AFP and FTP services after the new access rights have been applied to allow the access rights to take effect
immediately. @
. , ;.
(2) Virtualni jednotka:

MuzZete pripojit soubor bitové kopie ISO (soubor .iso) jako virtualni jednotku a primo prochazet
obsah souboru bitové kopie ISO. Funkce virtualni jednotky ADM rovnéz nabizi ziednodusené
nastaveni rizeni pristupu, které vdm umoziuje nakonfigurovat pristup pro vsechny uzivatele
nebo omezit pristup pouze na spravce.
@ Access Control ? — 08 X
i Local Users Shared Folders Virtual Drive CIFS Folder

(L]
P} Local Groups Mount Edit Unmount Q

@ AD /LDAP Name - Description Size
§ AD/LDAP Users

ii AD / LDAP Groups

B Shared Folders

%) App Privileges

| Page 1 of1 > | t;‘ No datz
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Dalsi informace: ISO montaz
Uz nemusite vypalovat ISO soubory na CD, aby ste je mohli ¢ist. Nyni si mazete vybrat 1ISO
soubory z vaseho serveru NAS a piimo je pripojit je ke sdilenym slozkam ( "pouze pro ¢teni ™
pristupova prava). Potom mazete pouzit pogitac pro pristup a ¢ist je. Pozdgji, kdyz jste hotovi se

soubory, jednoduse je odpojite.

(3) CIFS slozka:

Zde se mgZete pripojit vzdalené slozky jako sdilené slozky CIFS a konfigurovat své opravnéni k uz
ivani podle uzivatele nebo skupiny uzivatelg.

[;] Access Control ? — B X

i Local Users Shared Folders Virtual Drive CIFS Folder

L1
§} Local Groups Mount - I, - S . Q

@ AD/LDAP Name ~  Description Remote folder Auto-Mount
g AD / LDAP Users 123 //172.16.1.109/Video/MyArchive33 Yes

§ AD/LDAP Groups 456 //172.16.1.109/Video/MyArchive36 Yes

B8 Shared Folders

%) App Privileges

5y
]
4
&
3
I
™
o
o

Page 1 of 1

Automatické pripojeni pri startu systému:
MauZete zvolit, zda se ma pripojit pri startu systému. Pokud jste nepovolili tuto polozku, slozky
CIFS budou automaticky odpojeny pri pristim spusteni systému.

Neviditelné "sit " nebo "Mista v siti ":
Toto nastaveni plati pouze v pripadg, Ze pouzivate opera¢ni systém Microsoft Windows. Pokud

povolite toto nastaveni, Neuvidite NAS v "sit ", nebo v "Mista v siti ".

Opravnéni aplikace

Zde muZete nastavit uzivatele , nebo skupiny uzivatela “ a jejich pristupova prava k aplikaci.
Napiiklad pokud je G¢tu uzivatele aplikace odeprena pristup k Ugtu, mebo neuvidi ikonu na
domovské obrazovce sluzby ADM. Uzivatel tak nebude mit zadny zpasob pristupu k aplikaci.
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Q Access Control

i Local Users Apps Users
o0
J] Local Groups Edit
@ AD/LDAP Name Status Accessible Users
i AD / LDAP Users LooksGood Enabled
Oi AD / LDAP Groups Photo Gallery 3 Enabled
E&] Shared Folders
@ App Privileges
IK < | Page 1 oft | > 2l | &
Note: Privilege settings are only for non-administrators.

2 = EX

Displaying 1 -2 0f 2

Poznamka: Webové aplikace mohou mit vefejnou povahu (tj. WordPress) nebo mohou mit

vlastni systémy pro spravu U¢ta (napr. Joomla). Neexistuje tedy zadny zpasob, jak omezit pii

stup k nim prostrednictvim sluzby ADM.

Povoleni mapovani Tabulka

X Deny Read & Write Read Only
Y

Odepfit Odepfit Odepfit

Read & Write Odepiit Cteni a zapis Cteni a zapis

Read Only Odepfit Cteni a zapis Pouze &teni

Odepiit Cteni a zapis Pouze ¢teni

X: Pristupova prava uZzivately pro sdilené slozky

Y: Pristupova prava skupin pro sdileni slozek

Odepfit

Cteni a zapis

Pouze ¢teni

Odeprit

Priority pristupovych prav: Odepfit pristup > ¢eni a zapis > Pouze ¢teni > Zadné nastaveni
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[G) Zalohovani a obnoveni

Vzdalena synchronizace

Backup & Restore ? — B X
21 Remote Sync
Le SMB Backup Remote sync (rsync) supports the replication of data between your NAS and other rsync-compatible server(s).
~ FTP Backup Create

Internal Backup Name Last Backup Next Backup Status

o

External Backup
One Touch Backup

System Settings

Zde muzete nastavit uZivatele , nebo skupiny uzivatela “ a jejich pristupova prava k aplikaci.
Napriklad pokud je G¢tu uZivatele aplikace odeprena pristup k U¢tu, mebo neuvidi ikonu na

domovské obrazovce sluzby ADM. Uzivatel tak nebude mit zadny zpasob pristupu k aplikaci.

Behem procesu nastavovani bude podle vasich osobnich potreb mozna nutné nastavit
nasledujici moznosti :
Pouziti Sifrovaného pfenosu:

Pokud se rozhodnete pouZit Sifrovany pienos, budete muset hostiteli zadat's SSH Udaje o

pFipojeni k Vasemu U&tu se Rsync.
Pouzijte 1 na 1 synchronizace slozek:

Pokud se rozhodnete pouzit synchronizaci typu 1:1, budou na obou mistech stejné soubory i
slozky.

Ponechani soubori na pavodnim misté:

Po kopirovani a synchronizaci souborid by mél byt sou¢et souborua a slozek na pavodnim a cilové

m misté stejny,
Archivni rezim (pfirastkové zalohovani):

Po povoleni této funkce po sobé nasledujici Ulohy zalohovani (po vasi prvni tloze zalohovani)
zkopiruji pouze data, ktera se zménila od vasi posledni Ulohy zalohovani (Uroven bloku). Napfi
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klad pokud jste provedli ngjaké malé zmény v souboru 10 MB, prirtstkova zaloha zkopiruje

pouze ty ¢asti, ve kterych jste provedli zmény. To maze vyrazné snizit vyuziti Sirky pasma.

Komprese dat béhem pfenosu:

Béhem zalohovani mazete komprimovat data.

Ponechte si metadata:

Pokud povolite tuto moznost, budou nékteré vlastnosti souboru (opravnéni, atributy, skupiny,

apod.) odeslany pfipadné spole¢né se souborem.

Podpora fidkych soubor:

Tuto moznost budete muset aktivovat, budou-li tzv. ¥idké soubory. Tim se rozumi soubor
obsahujici velké shluky nulovych bajta.

Mission Mode Backup (zaloha):

Nékdy mohou byt Ulohy zalohovani zastaveny z divodu probléma napriklad s ptipojenim nebo
pietizeného serveru na druhé strané. Pro Rsync a FTP zalohy proto umoziuje ASUSTOR nastavit
pocet pokusti o opé&tovné pripojeni a ¢asovy interval, ¢imz se zvySuje pravdépodobnost Uspésné

ho dokonéeni zalohy.

Pripomenuti: Pokud chcete pouzivat vzdalené synchronizace pri pouzivani zarizeni NAS ve
spojeni s jinym dalkovym ASUSTOR NAS, prosim, nezapomerite povolit rsync serveru funkci na
dalkovém NAS (Sluzby -> 3.2.9 Rsync server).

Zjistit vice:

NAS 259 - Using Remote Sync (Rsync) to Protect Your Data

NAS 351 - Remote Sync (Rsync): Best Practice

Zalohovani SMB

Zalohovani SMB v nastroji Zalohovani a obnoveni pouziva k zalohovani dat na NAS a z ngj
protokol SMB. Pyi pouziti NAS jako zdroje zalohovani mazete zvolit zalohovani dat z NAS na jiny
ASUSTOR NAS nebo SMB kompatibilni server v mistni siti. Kdyz vas NAS slouzi jako cil
zalohovani, mgzete stahnout data z jiného ASUSTOR NAS nebo SMB kompatibilniho serveru na
vas NAS.
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Backup &t Restore ? — 08 X

Remote Sync
B sMB Backup Back up data to and from this NAS to an SMB-compatible device, server or NAS,
FTP Backup Create

E) internal Backup Name Last Backup Next Backup Status

C;} External Backup
One Touch Backup

System Settings

Pri pouziti zalohovani SMB se ujistéte, Ze je SMB povoleno na zdroji i cili, aby bylo zajisteno Uspés
né dokong¢eni zalohovani. Viz [Servisy] [SMBJ.

Pouzijte 1 na 1 synchronizace slozek:

Pokud se rozhodnete pouZit synchronizaci slozek 1 na 1, budou vechna data v ur¢ené cilové slo
Zce synchronizovana s daty ve zdrojové slozce (muzete vybrat pouze jednu slozku). Obsah obou
sloZzek bude naprosto stejny. Pokud se rozhodnete tuto funkci nepouzit, budou véechny zvolené

zdrojoveé slozky (mazete vybrat vice slozek) zkopirovany jedna po druhé do cilové slozky.

Ponechat extra soubory v destinaci: Po dokon¢eni kopirovani a synchronizace souborg by méla
byt data ve zdroji a cili naprosto stejna. Nekdy se viak v cili vyskytuji dalsi soubory. Tyto soubory
jsou piitomny pouze v cili, ale ne ve zdroji. Povolenim této moznosti budou tyto dodate¢né

soubory v cili zachovany a zastanou nedoteeny.

Preskocit existujici soubory, pokud se neméni:

Pti povoleni této moznosti budou stavajici soubory, které nebyly zménény, presko¢eny, aby se us
etril ¢as pri zalohovani.

Mission Mode(zaloha):

Nekdy mohou byt Ulohy zélohovani zastaveny z davodu raznych probléma s pripojenim k
obsazenému serveru na druhé strang. Volba Mission Mode (ReZim mise) softwaru ASUSTOR
umozriuje nastavit pocet pokusa o pripojeni a ¢asovy interval pro pokusy o pripojeni, coz zajisti U
sp&Sné dokongeni Ulohy zalohovani. To také poskytuje spravcam IT znagnou flexibilitu pri

konfiguraci zalohovacich uloh.
Zjistit vice:

NAS 258 - Pouziti zalohovani SMB

Zalohovani FTP
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FTP Zalohovani umoziuje vasemu serveru NAS byt pouzivan jako umisteni zaloh nebo jako zaloz
ni zdroj. P¥i pouziti NAS jako zalozni zdroj si mizete vybrat zalohovani dat z vaseho serveru NAS
na jiny vzdaleny ASUSTOR NAS nebo FTP server. Kdyz vas NAS funguje jako zalozni cil muzete za
lohovat data z jiného vzdaleného ASUSTOR serveru NAS nebo serveru FTP do vaseho NAS.

' Backup & Restore P — B X

Remote Sync

- - SMB Backup Here you can back up the data from this NAS to an FTP server or vice versa.
=< FTP Backup Create
2 Internal Backup Name Last Backup Next Backup Status

E:} External Backup
One Touch Backup
System Settings

Behem procesu nastavovani bude podle vasich osobnich potieb mozna nutné nastavit nasleduji

ci moznosti :

Zaloha mise (zaloha):

Nekdy Ize zalohované Ulohy zastavit kvali problémam s pripojenim, jako je pripojeni nebo pretiz
eny server na druhé strang. U zaloh Rsync a FTP protokol umoZziuje ASUSTORU nastavit poget
pokusa o0 opétovné pripojeni a ¢asovy interval, coz zvySuje pravdépodobnost UspéSného zalohov
ani.

Pripominka:

Pokud chcete pouZit platbu FTP pii pouZiti zarizeni NAS ve spojeni s jinym vzdalenym serverem
ASUSTOR NAS, nezapomerite povolit funkci serveru FTP na jiném NAS (Sluzby -> FTP server).

Zjistit vice:

NAS 257 - FTP Backup

Interni zaloha

Interni zaloha umoziuje zalohovani dat z NAS serveru do mistnich sdilenych slozek. Pouziti

interni zalohy s MyArchive disky vytvayi dokonalé off-site reSeni zalohovani.
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Backup & Restore ? — B X

Remote Sync
e SMBBackup Here you can back up the data from one folder to another folder on this NAS.
+ FTP Backup Create

; Internal Backup Name Last Backup Next Backup Status

External Backup
One Touch Backup

System Settings

Behem procesu nastavovani bude podle vasich osobnich potieb mozZna nutné nastavit

nasledujici moznosti :

Pouzijte synchronizaci slozek 1: 1:

Pokud se rozhodnete pouZit synchronizaci slozek 1 na 1, vSechna data v urgené cilové slozce
budou synchronizovana s daty ve zdrojové slozce (mazete vybrat pouze jednu slozku). Obsah
obou komponent bude presné stejny. Pokud se rozhodnete tuto funkci nepouzivat, budou vs
echny vybrané zdrojové slozky (mazete vybrat vice slozek) zkopirovany jeden po druhém do ci

lové slozky.

Podpora ridké replikace souborg:

Tuto moznost musite povolit, pouze pokud data, ktera chcete zalohovat, obsahuji vidké soubory.

Za normalnich okolnosti nebudete muset tuto moznost povolit.

Podpora symbolickych odkazg:

Tuto moznost je nutné povolit, pouze pokud zalohovana data obsahuji soubory symbolickych

odkazg. Za normalnich okolnosti nemusi byt tato moznost povolena.

Symbolicky odkaz v informatice ozna¢uje alternativni odkaz, ktery ukazuje na jiny soubor nebo
adresay.

Preferovana opravnéni souborg pro vSechny uzivatele v cili:

Pokud zdrojovy a cilovy stav seznamu ACL nejsou stejné, pouZzije se toto nastaveni opravnéni na

soubory v cilovém adreséfi.

Udrzujici vlastnik:

Ve vychozim nastaveni bude cilovy soubor vlastnén uzivatelem, ktery vytvoril Glohu zalohovani.

Povoleni této moznosti vam umozni zachovat pavodni vlastnictvi souborg v cilovém umisténi.

Externi zalohovani
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Zde si mgzete vybrat data k zalohovani z USB nebo eSATA externich pevnych diska do vaseho
NAS, nebo zalohovat data z vaseho NAS do téchto externich pevnych diska. Kromg podpory
obousmeérného zalohovani, tato funkce podporuje také pravidelné zalohovani, ujistste se, ze vas

e data jsou vzdy zalohovana.
Backup & Restore ? — B X

Remote Sync

- SMB Backup Here you can back up the data from this NAS to an external device or vice versa.
+ FTP Backup Create
_" Internal Backup Name Last Backup Next Backup Status

ExternalBackup1 12/03/2022 AM 12:30 -- Finished
L, External Backup

One Touch Backup

System Settings

Behem procesu nastavovani bude podle vasich osobnich potreb mozna nutné nastavit nasleduji
ci moznosti :

Mission Mode Backup (zaloha):

Nekdy zalohovaci Ulohy mazou byt zastaveny z davodu raznych problémg s pripojenim na pretiz
eném serveru. Rezim ASUSTOR Mission Mode pro externi zalohovani umoziuje nastavit ¢asovy
interval pro pokusy o pripojeni, zajistujici UspésSné dokongeni vasi zalohovaci ulohy. To také
umozriuje spravcam IT jistou davku flexibility pri konfiguraci Ulohy zalohovani.

Archivni rezim (prirastkové zalohovani):

Po povoleni této funkce po sobé nasledujici Ulohy zalohovani (po vasi prvni tloze zalohovani)
zkopiruji pouze data, ktera se zménila od vasi posledni Ulohy zalohovani (Groven bloku). Napyi
klad pokud jste provedli ngjaké malé zmeny v souboru 10 MB, prirastkova zaloha zkopiruje
pouze ty ¢asti, ve kterych jste provedli zmeény. To maze vyrazné snizit vyuziti Siky pasma.

Podpora ridké replikace soubora:

Tuto moznost musite povolit, pouze pokud data, ktera chcete zalohovat, obsahuji vidké soubory.

Za normalnich okolnosti nebudete muset tuto moznost povolit.

Podpora symbolickych odkaza:

Tuto moznost je nutné povolit, pouze pokud zalohovana data obsahuji soubory symbolickych

odkaza. Za normalnich okolnosti nemusi byt tato moznost povolena.

Symbolicky odkaz v informatice ozna¢uje alternativni odkaz, ktery ukazuje na jiny soubor nebo
adreséy.

Zaloha jednim dotykem
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One Touch Backup vam umoziuje prednastavit funkce tlagitka zalohovani USB umisténého na
piedni strang NAS. Zde muZete urtit preferovany smér zalohovani a adreséay. Po nastaveni za
lohovani jednim dotykem a pripojeni externi jednotky USB k NAS budete muset zahajit Ulohu za
lohovani stisknutim tlagitka zalohovani USB. Po dokongeni zalohovani USB podrzenim tla¢itka po
dobu 1,5 sekundy se spusti One Touch Backup. Behem procesu zalohovani za¢ne blikat LED za
loha USB. Po dokongeni procesu zalohovani kontrolka prestane blikat a poté se vrati do
predchoziho stavu. Chcete-li zakazat One Touch Backup, maZete upravit nastaveni.

Poznamka: Tato funkce se m@ze lisit v zavislosti na vasem modelu.

Rezimy prenosu:
Ze zagizeni USB na NAS: Systém zazalohuje veskery obsah jednotky USB na zaklade stavajici
struktury adresara na cestu k sloZzce NAS, kterou jste nastavili.
Ze zarizeni NAS do zarizeni USB: Systém prevezme obsah zadaného adresare NAS a na za
klade stavajici struktury adresara provede zalohu do korenového adresare USB.

Metody zalohovani:
Kopirovat: Pokud zvolite tuto metodu, vas systém zkopiruje data ze zalozniho zdroje do cile,
at uz se jedna o zarizeni USB nebo vas NAS. Soubory nebo slozky se stejnym nazvem budou
nahrazeny a ostatni soubory v cili zastanou zachovany. Tato metoda je vhodna pro jednorazov
é zalohy.
Synchronizace: Pokud vyberete tuto metodu, vSechna data v zadaném cilovém adreséagi budou
synchronizovana s daty ve zdrojovém adresari. Obsah obou komponent bude presné stejny.
Dalsi soubory v cili budou automaticky odstranény. Tato metoda je vhodna pro zajisténi za
lohovani vasich poslednich dat a pro pravidelné tydenni zalohy. MaZete se napriklad
rozhodnout pro pravidelné zalohovani dat vaseho NAS, takze k tomuto U¢elu budete mit vzdy
pripojeny USB disk.
Ulozit do nové slozky: Po vybéru této metody budete muset zadat format pojmenovani nové
slozky. Pokazdé, kdyz spustite Backup Work, systém vytvoii novou slozku podle tohoto forma
tu a poté pokra¢uje v zalohovani dat do slozky. Tato metoda je vhodna pro ty, kte#i chtgji udrz
ovat Uplné kopie kazdé zalohovaci Ulohy, nebo pro ty, ktefi chtgji zalohovat sva bezna data z
externich zarizeni na svijj NAS. Mazete napriklad zalohovat data z pracovniho pocitace na
jednotku USB a poté pokra¢ovat v zalohovani dat z jednotky USB na vas NAS doma.
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| Backup & Restore
Remote Sync
SMB Backup

S+~ FTP Backup

Er Internal Backup

C;l External Backup

®) One Touch Backup

L} System Settings

Settings

Here you can configure the action of the USB button located on the front of the NAS. After configuration, you will be
able to conveniently perform USB backup jobs at the push of a button.

Transfer mode: ° Disable
From USB device to NAS

) From NAS to USB device

Last Backup:

Status:

Systémova nastaveni

Zde muZete exportovat nebo obnovit systémova nastaveni ve formatu. BAK (p¥ipona souboru).

Tato funkce podporuje také planované zalohovani, coz znamena, Ze mgzZete vytvorit naplanovan

& Ulohy zalohovani a exportovat nastaveni do zadaného umisteni na NAS.

ZJISTIT VICE

FAQ: Jaka nastaveni systému Ize zalohovat na NAS?

2 App Central

Pomoci App Central mazete stahovat aplikace, které jsou vhodné pro pouziti s vasim NAS. App

Central vam poskytuje Sirokou skalu aplikaci, které vdam umozruji instalovat software, ktery je

jedine¢né prizpasoben vasim potrebam. At uz se vase zajmy tykaji digitalni zabavy, elektronické

ho obchodovani, blogovani nebo vystavby webovych stranek, App Central ma vse.

Poznamka: Tato funkce se maze lisit podle toho, jaky mate model.
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<> App Central ® 2 — B X

Browse Settings Log Manual Install

ﬁ Top Apps When upgrading ADM, also upgrade active ASUSTOR Apps that become incompatible.
|_J set automatic scheduled updates (For the configured time period, check for the latest version and perform version upgrading.)
CA Latest Apps

v

)| ASUSTOR Apps
i Categories
55 All Apps

Beta Apps

My Apps

Update

Installed

P— =

VSechny nové nainstalované aplikace budou ihned aktivovany po dokon¢eni instalace.
Nastaveni automatické planované aktualizace Po zapnuti této moznosti, vSechny souvisejici
ASUSTOR aplikace budou automaticky aktualizovany, jakmile bude ADM aktualizovan. To
umozni, aby vase, ASUSTOR NAS aplikace pracovaly za optimalnich podminek.

Pokud se rozhodnete odstranit aplikaci, budou vSechna nastaveni a informace tykajici se
aplikace odstrangna. Pokud chcete preinstalovat aplikaci pozdgji, nebude moci systém vratit
aplikaci do predchoziho stavu se vsemi predchoz. nastavenim.

© Additional information:

App Central maze obsahovat aplikace vyvinuté spole¢nosti ASUSTOR, software s otevienym
zdrojovym kédem a software od vyvojarg tretich stran. ASUSTOR poskytuje pouze omezenou
zaruku na overené aplikace, Zadnou na aplikace tretich stran.

ASUSTOR nemaze zarugit stabilitu vaseho systému, pokud se rozhodnete instalovat aplikace,
které nebyly oficialné schvaleny. Proto je instalujete na vlastni riziko.

Pri aktualizaci ADM se také doporuguje aktualizovat vSechny aplikace ASUSTOR soug¢asnég, aby
byla zachovana kompatibilita s nejnovg;jsi verzi ADM. To umozni vasemu serveru ASUSTOR NAS
pracovat za optimalnich podminek. Kdyz aktualizujete ADM, aktualizuji se také aktivni aplikace
ASUSTOR, které se stanou nekompatibilnimi.
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Externi zafizeni

Prehled

Zde muzete zobrazit pripojena externi zarizeni a jejich informace

24 External Devices ? — B X

g Hard Drives
USB1

& Printer 9 use3o
© wiFi 2462 GB free of 57.78 GB
(+[US

B Bluetooth

_@_ Optical Drives

Pevné Disky

Zde si miaZete prohlédnout a formatovat vSechny USB nebo eSATA externi pevné disky, které

jsou pripojeny k NAS. Podporované systémy soubory jsou nasledujici:

Pripomenuti: Pokud vase zarizeni neni napajeno, zkuste ji prosim znovu pripojit pres jiny kabel
nebo port.

FAT32:

pro pouziti s Windows a macOS
NTFS:

pro pouziti se systémem Windows
HFS+:

pro pouziti s macOS

EXT4:

pro pouziti s Linuxem

exFAT:

pro pouziti s Linuxem, macOS, Windows.
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External Devices ? — B8 X

8= Overview

Eject Format Turn off
& Printer — :
© Wi-Fi
B ues
9 Bluetooth

@_ Optical Drives

Zjistit vice:

Kompatibilita - Pevny disk

Printer

Zde si mgzete prohlédnout vSechny USB tiskarny, které jsou pripojeny k NAS a jejich tisk
protokola. Navic, ASUSTOR NAS podporuje také Apple AirPrint.

Pripomenuti: ASUSTOR NAS podporuje max. tyi USB tiskarny.

External Devices ? — B8 X

o=
o= Overview Eject Settings

8 Hard Drives Brother

H HL-1110 series
2 Model:
—

Network Printer

Mode:
Wi-Fi
6 Name IP address Content Date
B ues
9 Bluetooth

B Optical Drives

Zjistit vice:

Kompatibilita - USB tiskarna

Wi-Fi

Po pripojeni USB WiFi adaptéru k NAS si zde mazete prohlédnout jeho podrobné informace.

Chcete-li pouzit pripojeni Wi-Fi k vasemu NAS, zkontrolujte prosim seznam kompatibility na
webu ASUSTOR pred pouzitim adaptéru Wi-Fi. Wi-Fi, sila signalu a stabilita se budou lisit v za
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vislosti na pouzitém hardwaru (jako je sitova karta Wi-Fi a bezdratovy pristupovy bod) a na pyi
tomnych fyzickych prekazkach. Proto ASUSTOR nema zadny zpuasob, jak zarugit Wi-Fi pripojeni
pro silu a stabilitu signalu. Pro dosazeni nejlepsich vysledka doporugujeme kabelové pripojeni
Ethernet.

External Devices 2 — B X

o= Overview

B Hard Drives g f—i ASUSTek Computer, Inc. Click here

USB-NS53 802.113bgn Network Adapter

& Printer

B ues
8 Bluetooth

B optical Drives
Zjistit vice:

Kompatibilita— USB WiFi Dongle

UPS

UPS maze poskytnout zalozni napajeni vaseho NAS v pripadé vypadku proudu.
Sitové UPS:
Zde si maZete nastavit na NASu sitovy UPS server (rezim Master) a nastavit jeho IP adresu, kdyz's

USB kabel UPS je pripojen k NAS. Jina zarizeni, které se nachazeji ve stejné mistni siti budou

nasstavena na slave.

Vypnuti:

Kdyz NAS obdrzi oznameni o vypadku napajeni z UPS, za¢ne normalni procedura vypinani.
Nouzovy rezim:

Kdyz NAS obdrzi ozndmeni o vypadku napajeni z UPS, zastavi vSechny sluzby v souladu s bé&z
nymi postupy a odpojit vSechny svazky . Pokud jste povolili "V piipadé vypadku elektrického
proudu, umozriuji NAS vratit do pavodniho stavu, jakmile napajeni je obnoveno” nastaveni
(konfigurovatelny pres Settings — Hardware — Power), jakmile NAS byl vypnut na zakladé

nouzového rezimu, bude automaticky zapnut, jakmile se obnovi napajeni. (Tato funkce je k
dispozici pro pouziti se zarizenimi rady AS7).
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External Devices ? — B X

a=
o= Overview Preferences

8 Hard Drives

= 4] American
& Printer Model: Back-UPS

6 Wi-Fi Network UPS type: Network UPS server
Network UPS support: Disable
UPS _
Wait period before NAS enters Safe Mode: Enter Safe Mode immediately
9 Bluetooth Network UPS server address:
B Optical Drives Remaining battery time: 9 hours 20 minutes
Remaining power (%): 83%

Pripomenuti: Kdyz je funkce NAS nakonfigurovana jako sitovy UPS server (rezim Master),
pro pripojeni k sitovému UPS serveru je vychozi uzivatelské jméno ,admin “ a heslo je ,
11111 *.

Zjistit vice:
Kompatibilita - UPS

Zarizeni Bluetooth

Po pripojeni vaseho Bluetooth zarizeni k NAS si zde budete moci prohlédnout jeho podrobné
informace.

Pokud chcete pouzivat zarizeni Bluetooth s NAS, zkontrolujte pred nakupem seznam online
kompatibilit ASUSTOR. Sila a stabilita signalu se bude lisit v zavislosti na pouzitém hardwaru a p¥
itomnych fyzickych prekazkach. Z tohoto davodu ASUSTOR nijak nezaru¢uje silu nebo stabilitu
signalu Bluetooth. Doporu¢ujeme pripojit vase zarizeni Bluetooth v maximalnim G¢inném dosahu
(priblizng 10 metrg).

Hudbu mazete streamovat primo z NAS pomoci iTunes a SoundsGood pres Bluetooth
reproduktory.

External Devices ? — B8 X

o= Overview Search Settings

8 Hard Drives 6 Cambridge Silicon Radio 00:1A:7D:DA:71:13

Printer

=
=
Name Type Status
© wiFi

B ups

3 Bluetooth

g Optical Drives

Zjistit vice:
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Kompatibilita — Bluetooth

Externi optické jednotka

Po pripojeni externi optické jednotky (CD, DVD, Blu-ray) k NAS prostrednictvim USB mazete
pomoci souborg Prazkumnika primo pristupovat ke vSem souboram, které jste zalohovali na
optickd média, a jednoduse prenaset soubory z optickych médii do vaseho NAS. pretahovani.
{7) External Devices ? — B X
8= Overview Eject Disc
8 Hard Drives ASUS

Shared folder name: OpticalDrive
& Printer

6 Wi-Fi

@ ves

File system: 1509660

8 Bluetooth
o

S Optical Drives

Zjistit vice:

Kompatibilita - externi opticka jednotka

O Systémové informace

O této NAS

Zde vidite zakladni informace o vasem NAS jako ¢islo modelu, verze software, verze BIOS a stav
systému.
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@ System Information

System

ADM Version:

BIOS Version
System time:
Time zone:
Uptime:
ASUSTOR ID:
Hardware
Model:
Processor:
Memory:
Serial number:
System temperature:
CPU temperature:

Fan speed:

Network Log Online Users

4.1.0.AG81

~

.16
0471372022 AM 11:25
(GMT +08:00) Taipei

4 days, 17 hours, 51 minutes and 34 seconds

-@gmswl com

ASE102T
Intel® Celeron™ CPU @ 1.60GHz

4.00 GB

c @
51°C

T13RPM

Sit

Zde muZete zobrazit informace o nastaveni sité (tj. IP adresa a MAC adresa).

© System Information
About This NAS

General
Server name:
DNS server:

Default gateway:

WAN IP:
Ethernet
€
[ )
Name:

I1Pv4 address:
IPv6 address:
MAC address:

Link aggregation:

twork Log Online Users

AS6102T-0DES

Name

LAN1

AN2

LANT

0.0.00

f.48:8b:0d:e5

IPv4 Address

0.0.0.0

172

16.1

9

Protokol
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Zde si mazete prohlédnout protokoly vsech systémovych udalosti. Tyto protokoly obsahuji systé
movy protokol, protokol o pripojeni a protokol k pristup k souboram. ASUSTOR NAS podporuje
také Syslog. To vam umozni pouzit centralizované fizeni zaslanim informace o vasich systé
movych udalostech na Syslog server.

Protokoly systému:

VSechny polozky protokolu o systémovych udalosti
Pripojeni log:

VSechny polozky protokolu o systému propojeni.
Protokol pristupu k souborim:

VSechny polozky protokolu o pristupu k souborgm.

© System Information 20—
About This NAS Network Online Users
System Log v Refresh Save Clear Preferences Syslog Q
Type Time Usel en

Online uzivatelich

Zde muZete zobrazit uZivatele, kte¥i jsou aktualng prihlaseni do sluzby ADM, nebo vsechny uz

ivatele, kteri vytvareji jiné prenosové protokoly pro pripojeni k NAS.

© System Information

About This NAS

Action v Refresh

Login Time

2022/04/13 11:33:56

Network

User

adminh

Log

From

172.16.3.91

Protocol

HTTP/HTTPS

Accessed Resources

7 — 0 X

ADM dokaze zobrazit vSechny uzivatele, kteti se pripojuji k vasemu NAS, pomoci nasledujicich
metod:

PrihlaSovaci systém ADM (HTTP a HTTPS)
Windows File Service (CIFS / SAMBA)
Apple Filing Protocol (AFP)

File Transfer Protocol (FTP)

Secure Shell (SSH)

iSCSI

107



WebDAV

Dr. ASUSTOR

Dr. ASUSTOR kontroluje stav vaseho systému, nastaveni a pripojeni. Po kontrole se zobrazi
doporugeni pro reseni nalezenych probléma. MaZete také exportovat , knihu zdravi “, ktera
obsahuje informace o nastaveni systému a historii udalosti, které mazete pouzit k dokumentaci
problémg, pokud se obratite na technickou podporu ASUSTOR.

@ Dr. ASUSTOR ? — O X
Support Tools Status

Dr. ASUSTOR provides a diagnosis based on your settings and the

- - - status of your MAS. Follow suggested instructions posted to minimize
rrrr potential risks.

Details

Attention Needec Click here to read mare about how to protect your data from
ransomware.

Areas of Concern

All v

Malware Detection b

saa Monitor aktivit

Monitor aktivity neustale sleduje NAS. Zde maZete zobrazit aktualni informace o pouZiti, napti
klad:

vyuziti procesoru

Vyuziti paméti (RAM)
Sitovy novinovy stanek
Skladovaci prostory Pouziti

Zdroje pouzivané spole¢nosti sys. programy

V Nastaveni maZete také nastavit frekvenci detekce monitorovani prostredky a to, zda povolit
upozornéni na udalosti.

Note: This function may differ depending on the NAS model in use.
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Poznamka: Tato funkce se maze liSit v zavislosti na vasem modelu.

L ¥ - o >
- Activity Monitor ? — B8 X
Overview CPU Memory Network Drive iSCSI

¥ Processes cpy Memery Network

c Drive Usage

$ Settings
Utilization (%) 3% Utilization (%) 3% 4 378/ & 34KB/s
Drive iSCSI
e -

File Explorer

ProhliZze¢ souborg je predinstalovan s ADM a lze jej pouzit k prohlizeni a spravé souborg na vas
em NAS. Prazkumnik soubora zobrazuje pristupné adresare uzivatelam na zakladg pristupovych
prav ulozenych v nich. Kromé toho ADM podporuje tfi sougasné spustené Prazkumniky souborg
Windows. Kopie souborg mazZete snadno vytvorit pretazenim do jiného okna Prazkumnika
souborg. ADM File Explorer mgze také pouzit pravé tlagitko mysi nebo klavesové zkratky ke kopi

rovani, vyjmuti, vioZeni, vybéru vSech, mazani a prejmenovani souborg a slozek
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File Explorer A 2 — B X

< > C Home > Q S
- B & Wy vore v o =
» i My Favorites Name Type Size
D ADM Jyandex ar
» £ Home MyPhoto dir
» L35 Public yandex dir
» 3] Video ash_history ash_history 22.008
» Lol Web 9 - Copy.PNG PNG seske
External Device OPNG PNG 08.63 KB
» B3 ussi

Sh Virtual Device
=

CIFS Folder

; EZ Sync Page 1 of 1 S Displaying 1-60f 6

1.ADM

Vytvorit odkaz sdileni:

Pomoci Sdilet odkazy mazete sdilet soubory s lidmi, ktefi nemaji na vaSem NAS ugty. Sdilet
odkazy vdm umozni okamzits vytvaret odkazy ke stazeni pro urgené soubory, které chcete
sdilet. Datum vyprseni platnosti Ize také nastavit pro kazdy odkaz na sdileni, ktery vytvorite,

coz umozpuje bezpeenou a flexibilni spravu.
Sdilet odkazy pro stahovani.
Sdilejte odkazy na uploadovani.

Sdilet odkazy pro downloads a uploady
Opravnéni:

Opravnéni pro soubory a slozky mazete nastavit podrobng kliknutim pravého tlagitka mysi na

"

soubor nebo slozku, vybérem , Vlastnosti “ a poté ,Opravneéni

Pokud kofenova slozka nema povoleny seznam ACL systému Windows, mazete nastavit
nasledujici opravnéni:

Vlastnik: Vlastnik souboru nebo slozky

Skupina: Skupina, ktera je prirazena k souboru nebo slozce

Ostatni: Ostatni uzivatelé systému nebo sitg, kteri nevlastni soubor nebo nepat¥i do skupiny,
ktera je prirazena souboru nebo slozce. Mazete nastavit typy opravneéni: RW (¢teni / zapis), RO
(pouze pro ¢teni), DA (pristup odepyen).
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Pokud ma korenova slozka povoleny seznamy ACL systému Windows, maZete nastavit opra

vnéni pro vsechny soubory a slozky. Existuje celkem 13 raznych opravnéni:

Traverse folder / spustit soubor
Seznam slozek / ¢ten

Cist atributy

Cist rozsirené atributy

Vytvoyit soubory/ zapsat data
Vytvorit slozky/ folders / pripojit data
Zapsat atributy

Zapsat rozsirené atributy
Vymazat

Smazat podlozky a soubory
Cist opravnéni

Zménit opravnéni

Prevzit vlastnictvi

Traverse folder / execute file
List folder / read data

Read attributes

Read extended attributes
Create files / write data
Create folders / append data
Write attributes

Write extended attributes
Delete

Delete subfolders and files
Read permissions

Change permissions

Take ownership

Poznamka: Maximalni po¢et jednotlivych soubora a slozek, které mohou pouzivat opravnéni

Windows ACL, je 250 (obsahuje zdédéna opravneni).

Pouzit opravnéni z nadrazeného objektu:

Toto je vychozi moznost. Systém automaticky nastavuje opravnéni souborg a slozek podle

nadrazeného objektu. Zakazanim této moznosti pouZzijete pouze nové pridana opravnéni.

Nahradte podgizena opravnéni opravnénimi vybraného objektu:

Tato moznost nahradi opravnéni vsech podrizenych souborg a slozek opravnénimi nadrazeného

objektu.

Aktualni opravnéni:

Kliknutim a vybérem uZivatele zobrazite skute¢na opravneni uzivatele nebo skupiny vybraného

souboru nebo slozky.
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2. Externi zafizeni: Zde mazete zobrazit a formatovat viechny externi pevné disky USB nebo
eSATA, které jsou pripojeny k NAS. Prosim obratte se na tady

3. Virtualni disk::

Soubor obrazu ISO (soubor .iso) maZete pripojit jako virtualni jednotku a primo prochazet
obsah souboru obrazu ISO. Funkce virtualni jednotky ADM také nabizi zijednodusené
nastaveni rizeni pristupu, které vam umoziuje konfigurovat pristup pro véechny uzivatele

nebo omezit pristup pouze na spravce.

tady.

4. Slozka CIFS:

Zde budete moci zobrazit vSechny slozky CIFS (veéetné osobnich slozek CIFS a sdilenych slozek

CIFS pfipojenych spravci). Podivejte se zde

1. Pokud jste béznym uzivatelem, ktery vyzaduje sluzbu ptipojeni ke sloZce CIFS, pozadejte o

povoleni spravce systému.
2. Pokud vzdaleny server podporuje CIFS, Ize pFipojit vzdalené slozky.

3. Maximalni potet sou¢asné p¥ipojenych slozek CIFS je 50.

- Sitovy kos: Zde mate pristup k povolenym sitovym koSam vSech sdilenych slozek.
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Kapitola

Centrum aplikaci

Krome vestavénych aplikaci, které prichazeji s ADM, kazdy ASUSTOR NAS je dodavan s ngkolika
predinstalovanymi aplikacemi. Mazete si vybrat, zda chcete zachovat nebo odstranit tyto
aplikace. Muazete také prochazet a stahovat vSechny dalsi aplikace, které vzbudi vas zajem v

centru aplikaci.
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ASUSTOR Live

ASUSTOR Live vam dava vetsi kontrolu nad zivym vysilanim nez kdykoli predtim. Ukladejte,
streamujte a vysilejte pomoci sluzby ASUSTOR Live.

STEP 01

g () [
streamlabs 0OBs

1. Nastaveni ASUSTOR Live vyZaduje pouze t¥i kroky, aby se z vaSeho ASUSTOR NAS zarizeni stal
dokonaly spole¢nik pro Ziva vysilani zpasobem, ktery funguje podobné jako Restream.io. Na
rozdil od Restream.io. je ASUSTOR Live zdarma a vysila na razné platformy z vaseho telefonu,
tabletu nebo potitage. ASUSTOR Live podporuje Twitch, Youtube, Facebook, Instagram,
opakujte své vysilani na jakékoliv streamovaci platformé podporované RTMP. Prostrednictvim
ASUSTOR Live maZe sougasng vysilat na vice platforem, neni nutné mit otevreno vice streamg

najednou. To Set¥i prostredky pocitace, jako je vykon procesoru a paméti a také penize.

2. ASUSTOR Live také podporuje simultanni nahravani vaseho vysilani. UloZte celé video na svgj

NAS bghem streamovani pro budouci sdileni anebo Upravy.
ZJISTIT VICE
NAS-131-Using ASUSTOR Live to Back Up and Save Live Streams

D Download Centrum

Centrum stahovani usnadruje stahovani a ukladani souborg na vas NAS. Vas NAS mgze Gginng

nahradit vas potita¢ a pomoci s jakoukoli Ulohou stahovani. Ziskate tak vyhody ochrany data u
spory energie. ASUSTOR NAS spotiebovava mnohem méng energie nez normalni pogitae.
Centrum stahovani podporuje stahovani HTTP, FTP a BitTorrent spolu s planovanim ukola a

nastavenim rychlosti.

Centrum stahovani dale podporuje selektivni stahovani, pokud jde o stahovani pres BitTorrent.
To vam dava moznost vybrat a stahnout pouze pozadované soubory. Uz nemusite plytvat Sitkou
pasma a uloznym prostorem stahovanim nepotrebnych souborg, které nechcete. Nakonec maz
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ete Centrum stahovani vzdaleng ovladat pomoci exkluzivni mobilni aplikace (Android).

4| Download Center - O x
'ﬂ' All categories ~
= all MName Category Size Sead Pasr Age Search site
b downlaading SMOS Linux 1 2 - Scrypt Mining Operating System sp} Unknown 984.0 MB 10879 7698 3 Years TorrentDownloads
' completed SMOS Linux 1 2 - Scrypt Mining Operating System {sp} Applications -... 934.0 MB 10879 7698 3 Years LimeTorrents
O active Arch Linux 2013 12 01 dual {sp} Applications -... 512.1 MB 9691 6500 3 Years LimeTorrents
O inactive Linux Lite 1 0 6 x64 {sp} Applications -... 702.1 ME 9420 6367 3 Years LimeTorrents
Torre rch Linux Mint 16 KDE RC x64 {sp} Applications -... 1.26 GB 9127 6516 3 Years LimeTorrents
Fedora Linux 18 KDE Unknown 3901 MB 9036 3399 3 Years TorrentDownloads
Damn Small Linux 4 4 10 Unknown 39.37 MB 9002 4500 3 Years TorrentDownloads
SHzo Oea 0L Ihtembaddcino] Unknown 38.79 MB 9002 4500 3 Years TorrentDownloads
‘ EJ Technologies Exedj w4 2 LINUX Incl Keygen-FALLEN
DEEP SHREDDER. 11 LINUX Unknown 39.43 ME 9002 4500 3 Years TorrentDownloads
EJ Technologies Exe4j v4 2 LINUX Incl Keygen-FALLEN Unknown 39.15 MB 9002 4300 3 Years TorrentDownloads
S\ Al Rss Feeds
EVERYTHING ABOUT THE LINUX KERNEL Unknown 39.33 ME 9002 4500 3 Years TorrentDownloads
Fedora Linux 18 KDE (32-bit) Unknown 39.05 MB 9002 4500 3 Years TorrentDownloads
Kubuntu Linux 12 04 1 LTS (64-bit) Unknown 78.74 MB 9002 4500 3 Years TorrentDownloads
LINUX CBT SCRIPTING EDITION BASH (VIDEQ TUTORIAL)  Unknown 38.82 MB 9002 4500 3 Years TorrentDownloads
Mageia Linux 3 LiveDVD with KDE (32-bit) Unknown 39.59 MB 9002 4500 3 Years TorrentDownloads
mandriva-linux-PWP-2011-x86_64 iso Unknown 39.14 MB 9002 4500 3 Years TorrentDownloads
Zend Technologies Ltd Zend Studio v10 1 LINUX X84 Inc... Unknown 3915 ME o002 4500 3 Years TorrentDownloads

BitTorrent stahovani:

Pokud nahrajete torrent soubor do Download Centra, systém automaticky vytvori novou uloho a
prida ji do seznamu uloh ke stazeni. Download Center podporuje primé vlozeni odkazu pro
torrent stahovani stejné jako pouziti magnet linka.

HTTP/FTP stahovani:

Download Centrum podporuje HTTP a FTP stahovani. Pouze vlozite odkaz dle vaseho uvazeni.
Systém okamzité zahaji stahovani.

RSS predplatné a stahovani:

RSS downloading (Broadcatching) je typ technologie, ktera vam umozriuje vybrat polozky, které
chcete stahnout primo z obsahu RSS kanala. Navic Download Centrum také nabizi automatické
RSS stahovani. V souladu s nastavenim bude systém pravidelng aktualizovat kanaly RSS a
pokra¢ovat ve stahovani na zakladg vasich nastavenych klicovych slov a preferenci. To se ¢asto
pouziva u polozek, které vyzaduji pravidelné stahovani. Napriklad tydenni televizni porady.

Hledani:

Download Centrum dovoluje pouZzit klicové slovo pro vyhledani souborg, které byste chtgli sta

hnout.

Zjistit vice
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NAS 162 - Introduction to Download Center
NAS 265 - Automating Download Center

FTP Explorer

FTP Explorer je vestavény FTP klient v ADM. Ten maze byt pouZzit pro pripojeni k raznym FTP

servergm a umoznit primé prenosy souborg. Tim se zvySuje G¢innost prenosu, protoze proces

prenosu souborg nevyzaduje pouziti pogitace.

FTP Explorer podporuje nasledujici funkce:

FTP Explorer

& 19216826 L =zdmin B e 4 21
< / < /
MName Type Size Last Modified Name =
3 Download  dir E3 Download
F1 Media dir E3 Home
B3 music dir E3 Media
E3 Myarchivel dir E3 Music
3 Plex dir E3 Myarchivel
3 Public dir E3 MyArchive2
F3 surveillance dir F3 Public
F1 web dir F3 sc
F3 XunleiDow... dir E3 surveillance
E3 video
E3 web
Page | 1 of 1 ‘:‘) Displaying 1-9cf @ Page
Download: 0.00 B/s Upload: 0.00 B/s Queue: o Failed:

Type
dir
dir

dir

dir
dir
dir
dir
dir
dir

1

of 1

connect

Size

disconnect {&

Last Modified

05/12/2017 AM 12:04
06/13/2017 PM 11:34
10/26/2015 AM 08:26
07/05/2016 AM 11:35
04/17/2017 PM 06:32
04/17/2017 PM 06:16
05/21/2017 AM 08:40
07/09/2017 PM 09:01
01/11/2017 PM 11:03
06/12/2015 PM 02:47
06/20/2017 PM 01:52

& Displaying 1- 11 of 11

~

Webova sprava umoziujici konfigurovat vice nastaveni pripojenych k FTP serveru

Prenosy soubora pretahujte
Sifrované prenosové protokoly (SSL / TLS)
Pokragujte ve stahovani

Nastavitelna rychlost stahovani

ZJISTIT VICE

NAS 225 - Introduction to FTP Explorer
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i« MariaDB

MariaDB maZete pouZzit pro webové stranky databaze. MariaDB server mizete spravovat pomoci
phpMyAdmin, ktery si maZete stdhnout a nainstalovat z App Central.

MariaDB G =

=

Port number; 3306
Enable MarizDB remote access
Reset Password Reinitialize Database Change Password

Also enable EZ-Connect port forwarding

This service and its port forwarding has been successfully enabled. You can connect to it viz EZ-Router

Mote: You can download the phpMyAdmin app from App Central to manage your MariaDB server

Cislo portu:
Vychozi port serveru MariaDB Ize upravit na jiné prizpasobené porty.

Povolit MariaDB vzdaleny pristup:

Povoleni tohoto nastaveni umozni vzdaleny pristup k serveru MariaDB. Pokud z bezpegnostnich
davodu povolite vzdaleny pristup, musite zmenit heslo uzivatele root. Doporuguje se také zmenit
vychozi port.

Obnovit heslo:

Pokud omylem zapomenete prihlasovaci heslo MariaDB, mgzete obnovit heslo pro Uget , root

" (vychozi heslo je ,admin ). Toto je také vychozi U¢et spravce.

pripomenuti: Pokud omylem zapomenete prihlasovaci heslo MariaDB, mazete resetovat heslo
pro Uget ,root ” (vychozi heslo je ,admin “). Toto je také vychozi U¢et spravce.

Reinicializace databaze:

Zde muzete inicializovat celou databazi MariaDB. Po opétovné inicializaci budou vSechny vase
databaze MySQL smazany.

Surveillance Centrum

117



Surveillance Center vdm umoziuje spravovat razné IP kamery pomoci funkci zivého nahledu a

prehravani. VSechna videa zaznamenana z IP kamer Ize ulozit pyimo a bezpe¢né na server
NAS. Pomoci centra sledovani mazete kdykoli zobrazit dvive zaznamenana videa.

Surveillance Center také podporuje ngkolik raznych rezimg nahravani, jako je planované
planovani, detekce pohybu a spusténi alarmu. Kromé toho mate také moznost prijimat ozna

meni v reakci na konkrétni udalosti. Oznameni se zasilaji bud' SMS, nebo e-mailem.

ZJISTIT VICE

NAS 161 - Introduction to Surveillance Center

NAS 261 - Advanced Setup for Surveillance Center

NAS 262 - Managing Surveillance Center Camera Licenses

NAS 263 - Creating and Using Maps with Surveillance Center

ptibuzny

Kompatibilita - IP kamera

UPnP Media Server

UPnP Media Server aplikace maze zmenit vas NAS v multimedialnim streamovacim serveru.

Pokud vlastnite, ktera podporuje UPnP nebo DLNA (napi. SONY BRAVIA TV nebo PlayStation5®,

mazete primo prohliZet a prenaset obrazky, hudbu a videa ulozit na NAS.
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Dale mazete pouzit UPnP / DLNA kompatibilni aplikace na vasem mobilnim zagizeni (napt.

Notebook, iPhone nebo iPad) a prenaset multimedialni soubory z vaSeho NAS serveru.
a UPnP Media Server

Advanced

Information
Status: Invalid bining interface
Server name: AS5304T-12C5M Rename
Last Scan: 5/14/2020 15:36:53 Scan Now
Interface: LAN 1+2

Media Source
Add

Name Path
Media /Media
Music /Music
Page | 1 of 1 s Displaying 1-20f 2

Vse, co potiebujete, je ponechat vase medialni soubory ulozené ve sdilenych slozkach ,, Média
“nebo ,Hudba “, aby je bylo mozné piehravat. Server UPnP Multimedia Server automaticky
prohledava adresare s podporovanymi multimedialnimi soubory.

UPnP Multimedia Server aktualng podporuje piekdédovani (za behu) fotografii a hudby.

Poznamka: Formaty, které Ize prehrat, se mohou lisit podle zarizeni.

©® O UPnP Multimedia Server

UPnP Multimedia Server podporuje nasledujici souborové formaty:

- Video: 3GP, 3G2, ASF, AVI, DAT, FLV, ISO, M2T, M2V, M2TS, M4V, MKV, MPv4, MPEG1, MPEG2,
MPEG4, MTS, MOV, QT, SWF, TP, TRP, TS, VOB, WMV, RMVB, VDR, MPE

- Audio: 3GP, AAC, AIFC, AIFF, AMR, APE, AU, AWB, FLAC', M4A, M4R, MP2, MP3, OGG Vorbis®,
PCM, WAV, WMA

Photo: BMP, GIF, ICO, JPG, PNG, PSD, TIF, RAW Image® (3FR, ARW, CR2, CRW, DCR, DNG, ERF,
KDC, MEF, MOS, MRW, NEF, NRW, ORF, PEF, PPM, RAF, RAW, RW2, SR2, X3F)

' Nejprve musite povolit real time transcoding pro tyto soubory, pokud je chcete prehréavat.

Zjistit vice: NAS 168 — Your Home Media Center
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SoundsGood

SoundsGood je webovy prehravag¢ hudby, ktery prehrava hudbu ulozenou na vasem NAS pres

Internet. Nyni maZete k vasi hudbeé pristoupit odkudkoliv a dokonce ji i sdilet s rodinou a kamara

- Vlastni nastaveni: Se SoundsGood maze mit kazdy uzivatel vlastni hudebni kolekci a playlist. U
Zivatel m@ze nastavit jakoukoliv sloZzku na NAS jako zdroj hudby a nastavit, zda je slozka verejn
& nebo soukroma.

- Jednoduché Upravy: Nemgzete se rozhodnout jak upravit tagy ID3? Zabudovany editor v

SoundsGood umoziuje jednoduse upravovat ID3 tagy vasi veskeré hudebni kolekce.

©® O SoundsGood

SoundsGood podporuje nasledujici formaty:

- Supported audio formats for browser : MP3, WAV, Ogg

- Supported audio formats for transcoding through browser: AIFF, Flac

- Supported Audio formats for local speaker : MP3, WAV, Ogg, AIFF, Flac
Local audio output support : HDMI, USB, Audio Jack*

*Suitable for use with AS-302T/AS-304T/AS-202TE/AS-204TE models

Zjistit vice: Seznam kompatibilnich USB DAC
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LooksGood

Streamujte videa z vaSich NAS primo do vaSeho webového prohlizege a sledujte své filmy okamz
ité namisto dlouhého ¢ekani na stazeni. Bez ohledu na to, jestli jde 0 1080p video s vysokym rozli
Senim, televizni serialy, na kterych jste zavisli nebo televizni programy, které jste d¥ive nahrali. V§
e je vam k dispozici na pozadani. Muzete si dokonce vybrat vicejazy¢né titulky a vice zvukovych
kanala. LookGood vam poskytne komplexni on-line zaZitek jako v kiné. Navic LooksGood umoz
Auje streamovat videa pomoci Chromecastu nebo DLNA, takzZe si mgzZete vychutnat vase videa

na vatsim televizoru.

f 5
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Podporované formaty v LooksGood:

Webovy prohlize¢: Windows Edge /Chrome/Firefox - Mac Safari/Firefox

Video: avi, flv, mov, mp4, mkv, mka, ts, mpg, ra, ram, rm, rv, rmvb

Video kodeky: aac_latm, aac, dca, h.264, mlp, mp1, mp2, mp3, mpeg2video, mpeg4, vcl,
wmav2, wmv3

Titulky (UTF-8): srt, ass, ssa

Fotky: jpg, jpeg, bmp, png, gif, tif

Funkce prekédovani je dostupna na: tady

Zjistit vice:

NAS 138 - Introduction to LooksGood
NAS 139 - LooksGood: Introduction to Media Converter
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@ Fotogalerie 3

Zcela nové aplikace Fotogalerie 3 a AiFoto 3 byly prepracovany a prinaseji radu novych funkdi,
které usnadruji organizaci fotografii. Mezi nové funkce aplikace Fotogalerie 3 pat# mimo jiné
vlastni vyber sloZek, ¢asové osy, inteligentni alba, odstrangni duplicit a nové rezimy fotografii.
Snadné zvétSeni fotografii az na dvojnasobek jejich velikosti, prehravani skladeb v prezentacich,
vylepseni vykonu a prizpasobené odkazy pro sdileni umoziuji jeste lepsi prohlizeni a sdileni
fotografii.

VPN Server

ASUSTOR NAS podporuje VPN. Vas NAS se maze chovat jako VPN klient a pripojit se k VPN
servergm pomoci protokolg PPTP nebo OpenVPN - L2TP / IPsec. Také si m@zete vytvorit nékolik
profila pro VPN, a poté jednoduse prepinat mezi raznymi VPN sitémi.R's VPN Server supports
PPTP, Open VPN and L2TP/IPsec protocols, turning your NAS into a VPN Server and allowing

you to connect remotely to your NAS and safely access resources from your internal network.
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@ VPN Server
8 g Connections
3¢ Privilege = - -
& g PN o P

.‘.3 [ @ - @
){' Settings f‘“i fi“_ :qu_

PPTP OpenVPN L2TP/1Psec
1] o) 1]
Current Connections
Name Client IP Dynamic IP Protocol Uptime

To set up ASUSTOR NAS as a VPN server:

Log in to ADM and launch App Central. In the left pane, click ASUSTOR Apps and locate and
install the VPN Server application.

Connecting ASUSTOR NAS to a VPN server:
Log in to ADM, click Settings and select VPN.

Poznamka: Klienta VPN nelze spustit sougasné se serverem VPN. Pokud potrebujete pouzit
klienta VPN, nejprve vypnéte server VPN.
Zjistit vice:

NAS 322 - Connecting Your NAS to a VPN
NAS 323 - Using Your NAS as VPN Server

Takeasy

S Takeasy muzete snadno stahovat videa a seznamy skladeb z webu. Mate dokonce moznost

vybrat kvalitu a typ souboru, ktery chcete ulozit.
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Takeasy

{= Download 0O [ | Polaris - Free PowerPoint Template
' outube 14:09 opus@50k 5.16 MB
/ Completed (5] . ) i

X Failed (0]

Subscriptions

Cook Steak In Oven - How To Broil Steak, EASY!

06:49 opus@54k 265 MB

Nimbustor 2 & 4 NAS Devices Released! 2.5GbE Stores More w...

ASUSTOR AS5304T - A cheap home NAS ? Nimbustor 4 Netwo...

outube 09: aac@438k 3.20 MB

| Page | 1 of1 | | S Displaying 1-50of 5

MuZete propojit kanaly Takeasy s Twitch a automaticky stdhnout nejnovgjsi videa pridana do
téchto kanalg.

Takeasy podporuje prehravani videa. Mazete prehravat aktualné stahovana videa i videa, ktera
jiz byla stazena.

Chcete-li nainstalovat Takeasy, prihlaste se do sluzby ADM, spustte App Central a vyhledejte
Takeasy.

Poznamka: Kvalita stazenych videi zavisi na kvalité pavodniho videa. Napriklad pokud je vase

video na webu 1080p, muZete si stahnout video 1080p.

ASUSTOR Portal

S portalem ASUSTOR neni nutné zapinat pocitag, pokud chcete prehravat videa nebo prochazet
internet. Sta¢i pouze pripojit NAS k jakémukoli displeji pripravenému na HDMI. V ramci portalu

ASUSTOR Portal integruje prohlize¢ Firefox, kanaly YouTube, Netflix a sledovani Zivych video
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kanalg z Centra sledovani.

adSUSLtor ssssozr | 172.16.2.

All Video Social

@ You ) NETFLIX

ADM Surveillance YouTube Netflix

%ﬁ’sﬁep\}i- @ Spotify GIM?D >

hotstar

Disney+ Hotstar Firefox Spotify WebPlayer Twitch

» YouTube
(@) Instagram, fagsmti)r?gok Q" facebook

Instagram Facebook Gaming Youtube Gaming Facebook

S ASUSTOR Portal mizete zobrazit IP adresu, nazev serveru, ¢as, ADM, Chrome, YouTube

Na ASUSTOR Portal mazete nastavit vychozi aplikace, které se automaticky zapnou po spustén
i. Napriklad ADM, Firefox, YouTube, Surveillance Center. Po nastaveni se dana aplikace
automaticky spusti p#i otevieni ASUSTOR Portal.

Nastavit maZete take obrazek na pozadi, odkazy na oblibené weby, rozliSeni a spori¢
obrazovky.

Pro instalaci ASUSTOR Portal se prihlaste do ADM, spustte App Central a vyhledejte a
nainstalujte ASUSTOR Portal v zédloZzce ASUSTOR Apps.

Poznamka:
ASUSTOR Portal poskytuje pouze zkratky prohlize¢s pro streamovani webg, jako jsou Netflix,
YouTube, Amazon Prime nebo Disney +, coz usnadruje a zrychluje otevirani webovych stra
nek kazdé sluzby.
ASUSTOR neposkytuje zadnou zaruku za uZivatelsky z aZitek nebo obsah hostovany na

webech tretich stran. Kvalita se maze lisit pri pouZzivani webyg tretich stran.

Zjistit vice:

NAS 135 - Introduction ASUSTOR Portal (English only)

NAS 136 - Controlling ASUSTOR Portal
Video - Using ASUSTOR Portal

Seznam kompatibilnich HDTV

Accessories: Remote Control
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Bl Antivirova ochrana

Zastavte malware pred nakazou vasich dalSich zarizeni nebo ostatnich uzivatela. Antivirova

aplikace od ASUSTOR vas a vase data efektivng ochrani pred zakernym malware.

B cemav

){' Settings

? Update

* Quarantine

Task Report
Add
Name Status

Task_1030105356 Completed
Task_103010545 Completed

Task_1030105439 Scanning

Time elapsed
00:12:53
00:18:35

00:28:57

Scanned

163755

8

0

Infected

0

0

0

Mail Server

S ASUSTOR Mail Serverem ziskate levné a kompletni reSeni pro kompletni spravu vlastniho mail

serveru.

Poznamka: postovni server asustor je doporugen pro maximalng 5 osob. Postovni server

asustor poskytuje jednoduchou sluzbu spravy doru¢ovani posty a zahrnuje jednoduché

antivirové a antispamové zpracovani. nesete rizika pouzivani produktu, pokud jste ve sporu s

vasim poskytovatelem internetovych sluzeb, mimo jiné veetné omezeni isp a problémg souvisej

’

icich s ndzvy domén.

@ Mail-Server @ @
Qverviev SMTP IMAP/POP3 Security Alias Queue Mail Log Backup Personal
Time: Past 1 week v
N SMTP 10 ]
’A .‘ Enabled 91
84
N ]
SMTP Relay
N ; 59
Disabled
24
/0‘\ SPAM 14
M Disabled . : : : : : ]
& & &
N $ N N § N
& § & & & §
T Queue 2
I Received
<
Zjistit vice: NAS 269 Introduction to Mail Server
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Syslog Server

Syslog Server podporuje standardni protokoly Syslog a umoziuje centralng agregovat protokoly
systému, které jsou rozprostreny po raznych sitovych zarizenich pro ukladani dat a spravu.
Krome toho je Syslog server integrovan s funkci okamzitého oznameni, coz umoziuje administra
toram prijimat e-maily nebo SMS upozorneni pri vyskytu specifikovanych udalosti, aby se rychle
udglala vhodna opatreni.

B Syslog Server
Log Count View by Device View by Level

Log

@

0

Past 1 hour v

%X

Settings 10 ]

Archive

1

Notification

History

o @

Count

ZJISTIT VICE

NAS 272 — Using Your NAS as a Syslog Server
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5 DataSync Center

% DataSync Center

@ ASUSTOR Data Sync Pl... m Status Tasking List

Google Deive2019 =]

a Hello World o

@ One skr °

a Zac One drive O

@ Zac One drive Q
Synchronized Information
Task Name:
User Name
used storage

+ [ ]

Log

Complete

Preference setting

Google Backup Folder
Sir Kim

Used 352GB /278 (18%)

Datasync Center kombinuje vice cloudovych sluzeb do jedné aplikace. Centrum Datasync

zahrnuje, ale neni omezeno pouze na Disk Google, Dropbox a Onedrive, Yandex, a podporuje

vicelgelové i vice Ugta. Ovladejte sva data pomoci okamzitych a planovanych zaloh a pomoci

Cloud Backup Center vytvoite hybridni cloud, ktery udrzuje vase data online a offline a chrani va

Se data.
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HiDrive Backup

Hybrid Cloud

g _—
“EE gy .

HiDrive '
Public Cloud (T ) Private Cloud

Nyni mazete propojit vas ASUSTOR NAS s popularni sluzbou Strato HiDrive pro ukladani dat do
cloudu. Podporované protokoly pro prenos dat na HiDrive jsou Rsync, FTP, FTPS a SFTP.

© Poznamka: Jen placené u¢ty HiDrive mohou vyuzit protokola Rsync, FTP,
FTPS a SFTP.

Cloud Backup Center

Cloud Backup Center prinasi podporu pro razné obchodni cloudové sluzby, veetng, ale nejen,
Amazon S3, Backblaze B2, Baidu Cloud, IBM Cloud, Rackspace Cloud Files, Microsoft Azure Blob
Storage, box, Google Cloud storage, hicloud, Lyve Cloud, SFTP, WebDAYV, a Alibaba Cloud. Ovla
dejte sva data pomoci okamzitych a planovanych zaloh a pomoci Cloud Backup Center vytvorte
hybridni cloud, ktery udrzuje vase data online a offline a chrani vase data.
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Utilities
Mezi nastroje ASUSTOR v sou¢asné dobe patii ACC (ASUSTOR Control Center), AEC (ASUSTOR
EZ Connect), ABP (ASUSTOR Backup Plan), AES (ASUSTOR EZ Sync).

Poznamka: Mac podporuje pouze ACC

ACC (ASUSTOR Control Center)

Control Center mgzete pohodIng vyhledat a konfigurovat zadny ASUSTOR NAS v lokalni siti. Maz

ete také spravovat své NAS, aniz by museli prihlasit do ADM. Nejnovgjsi verzi aplikace Control
Center mgzete stahnout z webu ASUSTOR. (http://www.asustor.com/service/downloads)

=1 ACC (ASUSTOR Control Center) — [} x

asustlor

Name IP Model | Serial Number | MAC Address | ADM Version | Status | Enable |
ASTO0AT-RD 172.16.1.250 ASTOOAT 1:00:03 3.5.2.6981 Ready
ASTO08T-Jackie 172.16.2.165 ASTO08T 8aTfcb 3.5.2.BA81 Ready
ASTO08T-0001 172.16.1.189 ASTOOST :04:00:01 3.5.2.B6AT1 Ready
ASTO0AT-0007 172.16.1.246 ASTOO0AT 11:00:08 3.5.2.87V1 Ready
AST010T-0005 172.164.175 ASTO10T 13:00:05 3.5.1.08C1 Ready

AEC (ASUSTOR EZ Connect)

Pro uzivatele pogitaga, stagi pouze nainstalovat novy ASUSTOR EasyConnect (AEC) a za¢it pouzi

vat sdilené internetové pripojeni pro pohodIny pristup ke svému NAS. Kromé toho, mazete
pomoci AEC pripojeni vas NAS pripojit k poeitagi jako sitovou jednotku.

AEC lze stdhnout z Downloads.
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L AEC (ASUSTOR EZ Connect) - O >

asustor

+ - = o

ET T Reconnect Open Remave Port Information
a admin (admin)
ASE302T-ADM3

2.5Gtest ( Admin ) (E3)
==~ Mapping to /2.5Gtest

Mounted

ABP (ASUSTOR Backup Plan)

Zalozni plan vam pomuze zalohovat data z pogitace se systémem Windows PC / serveru, na
ASUSTOR NAS, FTP, lokalni PC nebo na jiném misté v siti. Budete také schopni rychle obnovit v§
echna data zalohovat z Windows PC / serveru.

ABP |ze stdhnout z Downloads.

B ABP (ASUSTOR Backup Plan) — [m| *

asustltor

&

Auto shutdown
Mode | Plan Name Last Backup MNext Backup | Shut Down Status
© once Plan 1 2019/03/18 17:38
@ Synchroniz Plan 2
@ Once Plan 3 2019/12/03 1818
@ Synchroniz Plan 4
© once Plan 5 2020/09/17 1:34
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AES (ASUSTOR EZ Sync)

ASUSTOR EZ Sync slouzi k synchronizaci dat mezi pog¢itagi a vasim NAS. Proménte svaj NAS v
osobni cloudovy prostor, jako je Dropbox ™, s dostate¢nou kapacitou na dosah ruky diky
historické spraveé verzi. Pokud je soubor nedmysing prepsan nespravnymi informacemi, Ize jej
obnovit pomoci d¥ive ulozené zalozni kopie. ASUSTOR EZ Sync obsahuje dvé ¢asti, EZ Sync

Manager, ktery je predinstalovan na kazdém NAS a ASUSTOR EZ Sync, ktery Ize nainstalovat do

vaseho PC.

AES Ize stahnout z Downloads.

8] ASUSTOREZ Sync

1.,

(13
(1]

HSU
ID Name

AS3102T ACDR2568
admin

My Family Backup N..

admin

Status

NAS Infq

Name of]

Tasks Logs

Synchronizing

Synchronization Settings: Synchrenization (2-way)
PC Path: CAPIC
NAS Path: EZ Sync\PIC
Select detail files and folders
PC folder ® NAS Folder ® Sync Folder

~ [ [l =03 BCPIC <-> NAS PIC
(] @ Files not in a folder.

> [1 &l InNAS PIC Folderl
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Mobile Apps

Mobilni aplikace od ASUSTOR jsou: AiData, AiMaster, AiRemote, AiDownload, AiMusic a

AiFoto3. Tyto aplikace mazZete stdhnout naskenovanim QR kédu uvedeného nize.

AiData AiRemote AiMusic AiMaster AiFoto 3 AiVideos AiSecure  AiDownload

AiData

AiData vam umozpuje intuitivné prochazet a spravovat soubory na vasem NAS z pohodli vaseho

mobilniho zarizeni. Vice informaci .

AiData iOS AiData Android
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Zjistit vice

NAS 243 - Using AiData on Your Mobile Devices

AiMaster

AiMaster is an ASUSTOR specialized NAS management application for mobile devices. This
allows everyday users and IT professionals to easily manage features on multiple ASUSTOR NAS
devices.Vice informaci o aplikaci

AiMaster iOS AiMaster Android

Zjistit vice

NAS 242 - Using AiMaster on Your Mobile Devices

AiRemote

AiRemote umoziuje ovladat vsechny typy funkci na ASUSTOR Portal, od zakladni nahoru, dolg,
vlevo, vpravo ovladaci prvky pouzivané s ASUSTOR Portal rozhrani pro prehravani, pozastaveni,
pretaceni vpred a ovladani hlasitosti pouZit pri prehravani videa. Navic, pri pouziti webového
prohlize¢e Firefox v ASUSTOR portalu, AiRemote poskytuje rezimu touchpadu dava vam intuitivn
i kontrolu nad vasim prohliZzeni webovych stranek.

Vice informaci o aplikaci

AiRemote iOS AiRemote Android
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Zjistit vice

NAS 136 — Controlling ASUSTOR Portal

AiDownload

AiDownload je mobilni aplikace, ktera rozhrani s ASUSTOR v Download Center vdm poskytne
mobilni spravu stahovani. AiDownload umoziuje vyhledavat, stahovat, konfigurovat nastaveni a
sledovat vase stahovani.

Vice informaci o aplikaci

AiDownload Android

AiMusic

S AiMusic maZete streamovat vasi hudbu z NAS na vase mobilni zarizeni a uzivat si vasi hudebni
kolekci na cestach. Pripomenuti: Abyste mohli pouzivat AiMusic, musite nejprve nainstalovat
SoundsGood na NAS.

Vice informaci o aplikaci

AiMusic iOS AiMusic Android
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AiFoto3

AiFoto3 je mobilni aplikace ASUSTOR pro spravu fotografii, ktera komunikuje s aplikaci
Fotogalerie3 v ASUSTOR NAS zarizenich. Mezi nové funkce programu Photo Gallery 3 patii ¢asov
é osy, inteligentni alba. UmozZiuje uZivatelam snadno ukladat, prochazet a spravovat fotografie v
jejich NAS zarizenich.

Pripomenuti: Aby bylo mozZné pouzit AiFoto3, musi byt nejprve nainstalovana Photo Gallery 3 na
NAS.

Vice informaci o aplikaci

AiFoto 3 iOS AiFoto 3 Android

AiVideos

AiVideos vam prinasi nejplynulejsi mobilni video zazitek na cestach. Projdéte si kolekci videi na
NAS serveru, aniz byste museli ¢ekat na dlouhé stahovani souborg. Uzijte si vysokého rozlisenim
streamovaného videa az 1080p pouhym jednim kliknutim. Mazete si dokonce vybrat vicejazyené

titulky a vice zvukovych kanalg a vychutnate si kino na Vasem mobilnim zarizeni. AiVideos vam
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navic umoziuje streamovat videa pres Chromecast nebo DLNA, takZe si muzete videa vychutna

vat na vétsim televizoru.
Pripomenuti: AiVideos musi byt pouyivana ve spojeni s aplikaci LooksGood na NAS serveru.
Vice informaci °

AiVideos iOS AiVideos Android

Zjistit vice

NAS 246 - Introduction to AiVideos
NAS 247 - Configuring AiVideos and MX Player Decoder

AiSecure

Ai Secure je mobilné verze aplikace ASUSTOR Surveillance Center, kterd umozriuje snadno
sledovat to, na ¢em vam velice zélezi. Po pripojeni k dohledovému centru budete moci sledovat

ziveé video, prijimat vlastni upozornéni a kontrolovat udalosti vsude na cestach.

Vice informaci

AiSecure i0OS AiSecure Android

Pripomenuti: Abyste mohli pouzivat AiSecure, musi byt nejprve nainstalovano Surveillance
Center na NAS.
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EULA

END-USER LICENSE AGREEMENT FOR ASUSTOR DATA MASTER ( "ADM" ) IMPORTANT
PLEASE READ THE TERMS AND CONDITIONS OF THIS LICENSE AGREEMENT CAREFULLY
BEFORE CONTINUING WITH THIS PROGRAM INSTALLATION: ASUSTOR End-User License
Agreement ("EULA") is a legal agreement between you and ASUSTOR Inc. for the ASUSTOR
software product(s) identified above which may include associated software components,
media, printed materials, and "online" or electronic documentation ("SOFTWARE PRODUCT").
By installing, copying, or otherwise using the SOFTWARE PRODUCT, you agree to be bound by
the terms of this EULA. This license agreement represents the entire agreement concerning
the program between you and ASUSTOR Inc,, (referred to as "licenser"), and it supersedes any
prior proposal, representation, or understanding between the parties. If you do not agree to
the terms of this EULA, do not install or use the SOFTWARE PRODUCT.

The SOFTWARE PRODUCT is protected by copyright laws and international copyright treaties,
as well as other intellectual property laws and treaties. The SOFTWARE PRODUCT is licensed,

not sold.

1. GRANT OF LICENSE.

The SOFTWARE PRODUCT is licensed as follows:

Installation and Use.

ASUSTOR Inc. grants you the right to install and use copies of the SOFTWARE PRODUCT on
your computer running a validly licensed copy of the operating system for which the
SOFTWARE PRODUCT was designed [e.g., Microsoft Windows 7 and Mac OS X].

2. DESCRIPTION OF OTHER RIGHTS AND LIMITATIONS.

(a) Maintenance of Copyright Notices.

You must not remove or alter any copyright notices on any and all copies of the SOFTWARE
PRODUCT.

(b) Distribution.

You may not distribute registered copies of the SOFTWARE PRODUCT to third parties. Official
versions available for download from ASUSTOR's websites may be freely distributed.

(c) Prohibition on Reverse Engineering, Decompilation, and Disassembly.
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You may not reverse engineer, decompile, or disassemble the SOFTWARE PRODUCT, except
and only to the extent that such activity is expressly permitted by applicable law
notwithstanding this limitation.

(d) Support and Update Services.

ASUSTOR may provide you with support services related to the SOFTWARE PRODUCT
("Support Services"). Any supplemental software code provided to you as part of the Support
Services shall be considered part of the SOFTWARE PRODUCT and subject to the terms and
conditions of this EULA.

(e) Compliance with Applicable Laws.

You must comply with all applicable laws regarding use of the SOFTWARE PRODUCT.

3. TERMINATION

Without prejudice to any other rights, ASUSTOR may terminate this EULA if you fail to comply
with the terms and conditions of this EULA. In such event, you must destroy all copies of the
SOFTWARE PRODUCT in your possession.

4, COPYRIGHT

All title, including but not limited to copyrights, in and to the SOFTWARE PRODUCT and any
copies thereof are owned by ASUSTOR or its suppliers. All title and intellectual property rights
in and to the content which may be accessed through use of the SOFTWARE PRODUCT is the
property of the respective content owner and may be protected by applicable copyright or
other intellectual property laws and treaties. This EULA grants you no rights to use such
content. All rights not expressly granted are reserved by ASUSTOR.

5. LIMITED WARRANTY

ASUSTOR offers limited warranty for the SOFTWARE PRODUCT, and the warranty does not
apply if the software (a) has been customized, modified, or altered by anyone other than
ASUSTOR, (b) has not been installed, operated, or maintained in accordance with instructions
provided by ASUSTOR, (c) is used in ultra-hazardous activities.

6. LIMITATION OF LIABILITY

In no event shall ASUSTOR be liable for any damages (including, without limitation, lost
profits, business interruption, or lost information) rising out of 'Authorized Users' use of or
inability to use the SOFTWARE PRODUCT, even if ASUSTOR has been advised of the possibility
of such damages. In no event will ASUSTOR be liable for loss of data or for indirect, special,
incidental, consequential (including lost profit), or other damages based in contract, tort or
otherwise. ASUSTOR shall have no liability with respect to the content of the SOFTWARE
PRODUCT or any part thereof, including but not limited to errors or omissions contained
therein, libel, infringements of rights of publicity, privacy, trademark rights, business
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interruption, personal injury, loss of privacy, moral rights or the disclosure of confidential

information.
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GNU General Public License

GNU GENERAL PUBLIC LICENSE
Version 3, 29 June 2007

Copyright (C) 2007 Free Software Foundation, Inc. <http://fsf.org/> Everyone is permitted to copy and
distribute verbatim copies of this license document, but changing it is not allowed.

Preamble
The GNU General Public License is a free, copyleft license for software and other kinds of works.

The licenses for most software and other practical works are designed to take away your
freedom to share and change the works. By contrast, the GNU General Public License is
intended to guarantee your freedom to share and change all versions of a program--to make
sure it remains free software for all its users. We, the Free Software Foundation, use the GNU
General Public License for most of our software; it applies also to any other work released this

way by its authors. You can apply it to your programs, too.

When we speak of free software, we are referring to freedom, not price. Our General Public
Licenses are designed to make sure that you have the freedom to distribute copies of free

software (and charge for them if you wish), that you receive source code or can get it if you

want it, that you can change the software or use pieces of it in new free programs, and that you
know you can do these things.

To protect your rights, we need to prevent others from denying you these rights or asking you to
surrender the rights. Therefore, you have certain responsibilities if you distribute copies of the
software, or if you modify it: responsibilities to respect the freedom of others.

For example, if you distribute copies of such a program, whether gratis or for a fee, you must
pass on to the recipients the same freedoms that you received. You must make sure that they,
too, receive or can get the source code. And you must show them these terms so they know
their rights.

Developers that use the GNU GPL protect your rights with two steps:

(1) assert copyright on the software, and (2) offer you this License giving you legal permission to
copy, distribute and/or modify it.

For the developers' and authors'protection, the GPL clearly explains that there is no warranty for
this free software. For both users' and authors' sake, the GPL requires that modified versions be
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marked as changed, so that their problems will not be attributed erroneously to authors of

previous versions.

Some devices are designed to deny users access to install or run modified versions of the
software inside them, although the manufacturer can do so. This is fundamentally incompatible
with the aim of protecting users' freedom to change the software. The systematic pattern of
such abuse occurs in the area of products for individuals to use, which is precisely where it is
most unacceptable. Therefore, we have designed this version of the GPL to prohibit the practice
for those products. If such problems arise substantially in other domains, we stand ready to
extend this provision to those domains in future versions of the GPL, as needed to protect the

freedom of users.

Finally, every program is threatened constantly by software patents. States should not allow
patents to restrict development and use of software on general-purpose computers, but in
those that do; we wish to avoid the special danger that patents applied to a free program could
make it effectively proprietary. To prevent this, the GPL assures that patents cannot be used to

render the program non-free.

The precise terms and conditions for copying, distribution and modification follow.
TERMS AND CONDITIONS

0. Definitions.

"This License" refers to version 3 of the GNU General Public License.

"Copyright" also means copyright-like laws that apply to other kinds of works, such as

semiconductor masks.

"The Program" refers to any copyrightable work licensed under this License. Each licensee is
addressed as "you". "Licensees" and "recipients" may be individuals or organizations.

To "modify" a work means to copy from or adapt all or part of the work in a fashion requiring
copyright permission, other than the making of an exact copy. The resulting work is called a
"modified version" of the earlier work or a work "based on" the earlier work.

A "covered work" means either the unmodified Program or a work based on the Program.

To "propagate” a work means to do anything with it that, without permission, would make you
directly or secondarily liable for infringement under applicable copyright law, except executing it
on a computer or modifying a private copy. Propagation includes copying, distribution (with or
without modification), making available to the public, and in some countries other activities as

well.

To "convey" a work means any kind of propagation that enables other parties to make or receive
copies. Mere interaction with a user through a computer network, with no transfer of a copy, is

not conveying.
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An interactive user interface displays "Appropriate Legal Notices" to the extent that it includes a
convenient and prominently visible feature that (1) displays an appropriate copyright notice, and
(2) tells the user that there is no warranty for the work (except to the extent that warranties are
provided), that licensees may convey the work under this License, and how to view a copy of this
License. If the interface presents a list of user commands or options, such as a menu, a

prominent item in the list meets this criterion.
1. Source Code.

The "source code" for a work means the preferred form of the work for making modifications to

it. "Object code" means any non-source form of a work.

A "Standard Interface" means an interface that either is an official standard defined by a
recognized standards body, or, in the case of interfaces specified for a particular programming
language, one that is widely used among developers working in that language.

The "System Libraries" of an executable work include anything, other than the work as a whole,
that (a) is included in the normal form of packaging a Major Component, but which is not part of
that Major Component, and (b) serves only to enable use of the work with that Major
Component, or to implement a Standard Interface for which an implementation is available to
the public in source code form. A "Major Component", in this context, means a major essential
component (kernel, window system, and so on) of the specific operating system (if any) on which
the executable work runs, or a compiler used to produce the work, or an object code interpreter
used to run it.

The "Corresponding Source" for a work in object code form means all the source code needed
to generate, install, and (for an executable work) run the object code and to modify the work,
including scripts to control those activities. However, it does not include the work's System
Libraries, or general-purpose tools or generally available free programs which are used
unmodified in performing those activities but which are not part of the work. For example,
Corresponding Source includes interface definition files associated with source files for the work,
and the source code for shared libraries and dynamically linked subprograms that the work is
specifically designed to require, such as by intimate data communication or control flow

between those subprograms and other parts of the work.

The Corresponding Source need not include anything that users can regenerate automatically

from other parts of the Corresponding Source.
The Corresponding Source for a work in source code form is that same work.
2. Basic Permissions.

All rights granted under this License are granted for the term of copyright on the Program, and
are irrevocable provided the stated conditions are met. This License explicitly affirms your

unlimited permission to run the unmodified Program. The output from running a covered work
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is covered by this License only if the output, given its content, constitutes a covered work. This

License acknowledges your rights of fair use or other equivalent, as provided by copyright law.

You may make, run and propagate covered works that you do not convey, without conditions so
long as your license otherwise remains in force. You may convey covered works to others for the
sole purpose of having them make modifications exclusively for you, or provide you with
facilities for running those works, provided that you comply with the terms of this License in
conveying all material for which you do not control copyright. Those thus making or running
the covered works for you must do so exclusively on your behalf, under your direction and
control, on terms that prohibit them from making any copies of your copyrighted material

outside their relationship with you.

Conveying under any other circumstances is permitted solely under the conditions stated below.

Sublicensing is not allowed; section 10 makes it unnecessary.
3. Protecting Users' Legal Rights From Anti-Circumvention Law.

No covered work shall be deemed part of an effective technological measure under any
applicable law fulfilling obligations under article 11 of the WIPO copyright treaty adopted on 20
December 1996, or similar laws prohibiting or restricting circumvention of such measures.

When you convey a covered work, you waive any legal power to forbid circumvention of
technological measures to the extent such circumvention is effected by exercising rights under
this License with respect to the covered work, and you disclaim any intention to limit operation
or modification of the work as a means of enforcing, against the work's users, your or third
parties' legal rights to forbid circumvention of technological measures.

4. Conveying Verbatim Copies.

You may convey verbatim copies of the Program's source code as you receive it, in any medium,
provided that you conspicuously and appropriately publish on each copy an appropriate
copyright notice; keep intact all notices stating that this License and any non-permissive terms
added in accord with section 7 apply to the code; keep intact all notices of the absence of any

warranty; and give all recipients a copy of this License along with the Program.

You may charge any price or no price for each copy that you convey, and you may offer support

or warranty protection for a fee.
5. Conveying Modified Source Versions.

You may convey a work based on the Program, or the modifications to produce it from the
Program, in the form of source code under the terms of section 4, provided that you also meet
all of these conditions:

a) The work must carry prominent notices stating that you modified it, and giving a relevant
date.
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b) The work must carry prominent notices stating that it is released under this License and any
conditions added under section 7. This requirement modifies the requirement in section 4 to

"keep intact all notices".

) You must license the entire work, as a whole, under this License to anyone who comes into
possession of a copy. This License will therefore apply, along with any applicable section 7
additional terms, to the whole of the work, and all its parts, regardless of how they are packaged.
This License gives no permission to license the work in any other way, but it does not invalidate

such permission if you have separately received it.

d) If the work has interactive user interfaces, each must display Appropriate Legal Notices;
however, if the Program has interactive interfaces that do not display Appropriate Legal Notices,

your work need not make them do so.

A compilation of a covered work with other separate and independent works, which are not by
their nature extensions of the covered work, and which are not combined with it such as to form
a larger program, in or on a volume of a storage or distribution medium, is called an "aggregate”
if the compilation and its resulting copyright are not used to limit the access or legal rights of
the compilation's users beyond what the individual works permit. Inclusion of a covered work in

an aggregate does not cause this License to apply to the other parts of the aggregate.
6. Conveying Non-Source Forms.

You may convey a covered work in object code form under the terms of sections 4 and 5,
provided that you also convey the machine-readable Corresponding Source under the terms of
this License, in one of these ways:

a) Convey the object code in, or embodied in, a physical product (including a physical
distribution medium), accompanied by the Corresponding Source fixed on a durable physical

medium customarily used for software interchange.

b) Convey the object code in, or embodied in, a physical product (including a physical
distribution medium), accompanied by a written offer, valid for at least three years and valid for
as long as you offer spare parts or customer support for that product model, to give anyone who
possesses the object code either (1) a copy of the Corresponding Source for all the software in
the product that is covered by this License, on a durable physical medium customarily used for
software interchange, for a price no more than your reasonable cost of physically performing
this conveying of source, or (2) access to copy the Corresponding Source from a network server
at no charge.

) Convey individual copies of the object code with a copy of the written offer to provide the
Corresponding Source. This alternative is allowed only occasionally and noncommercially, and
only if you received the object code with such an offer, in accord with subsection 6b.

d) Convey the object code by offering access from a designated place (gratis or for a charge),

and offer equivalent access to the Corresponding Source in the same way through the same
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place at no further charge. You need not require recipients to copy the Corresponding Source
along with the object code. If the place to copy the object code is a network server, the
Corresponding Source may be on a different server (operated by you or a third party) that
supports equivalent copying facilities, provided you maintain clear directions next to the object
code saying where to find the Corresponding Source. Regardless of what server hosts the
Corresponding Source, you remain obligated to ensure that it is available for as long as needed
to satisfy these requirements.

e) Convey the object code using peer-to-peer transmission, provided you inform other peers
where the object code and Corresponding Source of the work are being offered to the general

public at no charge under subsection 6d.

A separable portion of the object code, whose source code is excluded from the Corresponding

Source as a System Library, need not be included in conveying the object code work.

A "User Product" is either (1) a "consumer product”, which means any tangible personal property
which is normally used for personal, family, or household purposes, or (2) anything designed or
sold for incorporation into a dwelling. In determining whether a product is a consumer product,
doubtful cases shall be resolved in favor of coverage. For a particular product received by a
particular user, "normally used" refers to a typical or common use of that class of product,
regardless of the status of the particular user or of the way in which the particular user actually
uses, or expects or is expected to use, the product. A product is a consumer product regardless
of whether the product has substantial commercial, industrial or non-consumer uses, unless

such uses represent the only significant mode of use of the product.

"Installation Information” for a User Product means any methods, procedures, authorization
keys, or other information required to install and execute modified versions of a covered work in
that User Product from a modified version of its Corresponding Source. The information must
suffice to ensure that the continued functioning of the modified object code is in no case

prevented or interfered with solely because modification has been made.

If you convey an object code work under this section in, or with, or specifically for use in, a User
Product, and the conveying occurs as part of a transaction in which the right of possession and
use of the User Product is transferred to the recipient in perpetuity or for a fixed term (regardless
of how the transaction is characterized), the Corresponding Source conveyed under this section
must be accompanied by the Installation Information. But this requirement does not apply if
neither you nor any third party retains the ability to install modified object code on the User
Product (for example, the work has been installed in ROM).

The requirement to provide Installation Information does not include a requirement to continue
to provide support service, warranty, or updates for a work that has been modified or installed
by the recipient, or for the User Product in which it has been modified or installed. Accessto a

network may be denied when the modification itself materially and adversely affects the
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operation of the network or violates the rules and protocols for communication across the
network.

Corresponding Source conveyed, and Installation Information provided, in accord with this
section must be in a format that is publicly documented (and with an implementation available
to the public in source code form), and must require no special password or key for unpacking,

reading or copying.
7. Additional Terms.

"Additional permissions" are terms that supplement the terms of this License by making
exceptions from one or more of its conditions. Additional permissions that are applicable to the
entire Program shall be treated as though they were included in this License, to the extent that
they are valid under applicable law. If additional permissions apply only to part of the Program,
that part may be used separately under those permissions, but the entire Program remains
governed by this License without regard to the additional permissions.

When you convey a copy of a covered work, you may at your option remove any additional
permissions from that copy, or from any part of it. (Additional permissions may be written to
require their own removal in certain cases when you modify the work.) You may place additional
permissions on material, added by you to a covered work, for which you have or can give
appropriate copyright permission.

Notwithstanding any other provision of this License, for material you add to a covered work, you
may (if authorized by the copyright holders of that material) supplement the terms of this
License with terms:

a) Disclaiming warranty or limiting liability differently from the terms of sections 15 and 16 of
this License; or

b) Requiring preservation of specified reasonable legal notices or author attributions in that

material or in the Appropriate Legal Notices displayed by works containing it; or

¢) Prohibiting misrepresentation of the origin of that material, or requiring that modified

versions of such material be marked in reasonable ways as different from the original version; or
d) Limiting the use for publicity purposes of names of licensors or authors of the material; or

e) Declining to grant rights under trademark law for use of some trade names, trademarks, or
service marks; or

f) Requiring indemnification of licensors and authors of that material by anyone who conveys
the material (or modified versions of it) with contractual assumptions of liability to the recipient,
for any liability that these contractual assumptions directly impose on those licensors and
authors.

All other non-permissive additional terms are considered "further restrictions" within the
meaning of section 10. If the Program as you received it, or any part of it, contains a notice

stating that it is governed by this License along with a term that is a further restriction, you may
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remove that term. If a license document contains a further restriction but permits relicensing or
conveying under this License, you may add to a covered work material governed by the terms of
that license document, provided that the further restriction does not survive such relicensing or

conveying.

If you add terms to a covered work in accord with this section, you must place, in the relevant

source files, a statement of the additional terms that apply to those files, or a notice indicating

where to find the applicable terms. Additional terms, permissive or non-permissive, may be
stated in the form of a separately written license, or stated as exceptions; the above

requirements apply either way.
8. Termination.

You may not propagate or modify a covered work except as expressly provided under this
License. Any attempt otherwise to propagate or modify it is void, and will automatically
terminate your rights under this License (including any patent licenses granted under the third

paragraph of section 11).

However, if you cease all violation of this License, then your license from a particular copyright
holder is reinstated (a) provisionally, unless and until the copyright holder explicitly and finally
terminates your license, and (b) permanently, if the copyright holder fails to notify you of the

violation by some reasonable means prior to 60 days after the cessation.

Moreover, your license from a particular copyright holder is reinstated permanently if the
copyright holder notifies you of the violation by some reasonable means, this is the first time
you have received notice of violation of this License (for any work) from that copyright holder,

and you cure the violation prior to 30 days after your receipt of the notice.

Termination of your rights under this section does not terminate the licenses of parties who
have received copies or rights from you under this License. If your rights have been terminated

and not permanently reinstated, you do not qualify to receive new licenses for the same
material under section 10.
9. Acceptance Not Required for Having Copies.

You are not required to accept this License in order to receive or run a copy of the Program.
Ancillary propagation of a covered work occurring solely as a consequence of using peer-to-
peer transmission to receive a copy likewise does not require acceptance. However, nothing
other than this License grants you permission to propagate or modify any covered work. These
actions infringe copyright if you do not accept this License. Therefore, by modifying or
propagating a covered work, you indicate your acceptance of this License to do so.

10. Automatic Licensing of Downstream Recipients.
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Each time you convey a covered work, the recipient automatically receives a license from the
original licensors, to run, modify and propagate that work, subject to this License. You are not

responsible for enforcing compliance by third parties with this License.

An "entity transaction" is a transaction transferring control of an organization, or substantially all
assets of one, or subdividing an organization, or merging organizations. If propagation of a
covered work results from an entity transaction, each party to that transaction who receives a
copy of the work also receives whatever licenses to the work the party's predecessor in interest
had or could give under the previous paragraph, plus a right to possession of the Corresponding
Source of the work from the predecessor in interest, if the predecessor has it or can get it with

reasonable efforts.

You may not impose any further restrictions on the exercise of the rights granted or affirmed
under this License. For example, you may not impose a license fee, royalty, or other charge for
exercise of rights granted under this License, and you may not initiate litigation (including a
cross-claim or counterclaim in a lawsuit) alleging that any patent claim is infringed by making,

using, selling, offering for sale, or importing the Program or any portion of it.
11. Patents.

A "contributor” is a copyright holder who authorizes use under this License of the Program or a
work on which the Program is based. The work thus licensed is called the contributor's

"contributor version".

A contributor's "essential patent claims" are all patent claims owned or controlled by the
contributor, whether already acquired or hereafter acquired, that would be infringed by some
manner, permitted by this License, of making, using, or selling its contributor version, but do not
include claims that would be infringed only as a consequence of further modification of the
contributor version. For purposes of this definition, "control" includes the right to grant patent

sublicenses in a manner consistent with the requirements of this License.

Each contributor grants you a non-exclusive, worldwide, royalty-free patent license under the
contributor's essential patent claims, to make, use, sell, offer for sale, import and otherwise run,
modify and propagate the contents of its contributor version.

In the following three paragraphs, a "patent license" is any express agreement or commitment,
however denominated, not to enforce a patent (such as an express permission to practice a
patent or covenant not to sue for patent infringement). To "grant” such a patent license to a
party means to make such an agreement or commitment not to enforce a patent against the
party.

If you convey a covered work, knowingly relying on a patent license, and the Corresponding
Source of the work is not available for anyone to copy, free of charge and under the terms of this
License, through a publicly available network server or other readily accessible means, then you
must either (1) cause the Corresponding Source to be so available, or (2) arrange to deprive
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yourself of the benefit of the patent license for this particular work, or (3) arrange, in a manner
consistent with the requirements of this License, to extend the patent license to downstream
recipients. "Knowingly relying" means you have actual knowledge that, but for the patent
license, your conveying the covered work in a country, or your recipient's use of the covered
work in a country, would infringe one or more identifiable patents in that country that you have

reason to believe are valid.

If, pursuant to or in connection with a single transaction or arrangement, you convey, or
propagate by procuring conveyance of, a covered work, and grant a patent license to some of
the parties receiving the covered work authorizing them to use, propagate, modify or convey a
specific copy of the covered work, then the patent license you grant is automatically extended to

all recipients of the covered work and works based on it.

A patent license is "discriminatory" if it does not include within the scope of its coverage,
prohibits the exercise of, or is conditioned on the non-exercise of one or more of the rights that
are specifically granted under this License. You may not convey a covered work if you are a
party to an arrangement with a third party that is in the business of distributing software, under
which you make payment to the third party based on the extent of your activity of conveying the
work, and under which the third party grants, to any of the parties who would receive the
covered work from you, a discriminatory patent license (a) in connection with copies of the
covered work conveyed by you (or copies made from those copies), or (b) primarily for and in
connection with specific products or compilations that contain the covered work, unless you
entered into that arrangement, or that patent license was granted, prior to 28 March 2007.

Nothing in this License shall be construed as excluding or limiting any implied license or other
defenses to infringement that may otherwise be available to you under applicable patent law.

12. No Surrender of Others' Freedom.

If conditions are imposed on you (whether by court order, agreement or otherwise) that
contradict the conditions of this License, they do not excuse you from the conditions of this
License. If you cannot convey a covered work so as to satisfy simultaneously your obligations
under this License and any other pertinent obligations, then as a consequence you may not
convey it at all. For example, if you agree to terms that obligate you to collect a royalty for
further conveying from those to whom you convey the Program, the only way you could satisfy

both those terms and this License would be to refrain entirely from conveying the Program.
13. Use with the GNU Affero General Public License.

Notwithstanding any other provision of this License, you have permission to link or combine any
covered work with a work licensed under version 3 of the GNU Affero General Public License into
a single combined work, and to convey the resulting work. The terms of this License will
continue to apply to the part which is the covered work, but the special requirements of the
GNU Affero General Public License, section 13, concerning interaction through a network will

apply to the combination as such.
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14. Revised Versions of this License.

The Free Software Foundation may publish revised and/or new versions of the GNU General
Public License from time to time. Such new versions will be similar in spirit to the present

version, but may differ in detail to address new problems or concerns.

Each version is given a distinguishing version number. If the Program specifies that a certain
numbered version of the GNU General Public License "or any later version" applies to it, you
have the option of following the terms and conditions either of that numbered version or of any
later version published by the Free Software Foundation. If the Program does not specify a
version number of the GNU General Public License, you may choose any version ever published

by the Free Software Foundation.

If the Program specifies that a proxy can decide which future versions of the GNU General Public
License can be used, that proxy's public statement of acceptance of a version permanently
authorizes you to choose that version for the Program.

Later license versions may give you additional or different permissions. However, no additional
obligations are imposed on any author or copyright holder as a result of your choosing to follow
a

later version.
15. Disclaimer of Warranty.

THERE IS NO WARRANTY FOR THE PROGRAM, TO THE EXTENT PERMITTED BY APPLICABLE
LAW. EXCEPT WHEN OTHERWISE STATED IN WRITING THE COPYRIGHT HOLDERS AND/OR
OTHER PARTIES PROVIDE THE PROGRAM "AS IS" WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE
QUALITY AND PERFORMANCE OF THE PROGRAM IS WITH YOU. SHOULD THE PROGRAM
PROVE DEFECTIVE, YOU ASSUME THE COST OF ALL NECESSARY SERVICING, REPAIR OR
CORRECTION.

16. Limitation of Liability.

IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED TO IN WRITING WILL ANY
COPYRIGHT HOLDER, OR ANY OTHER PARTY WHO MODIFIES AND/OR CONVEYS THE
PROGRAM AS PERMITTED ABOVE, BE LIABLE TO YOU FOR DAMAGES, INCLUDING ANY
GENERAL, SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES ARISING OUT OF THE USE OR
INABILITY TO USE THE PROGRAM (INCLUDING BUT NOT LIMITED TO LOSS OF DATA OR DATA
BEING RENDERED INACCURATE OR LOSSES SUSTAINED BY YOU OR THIRD PARTIES OR A
FAILURE OF THE PROGRAM TO OPERATE WITH ANY OTHER PROGRAMS), EVEN IF SUCH
HOLDER OR OTHER PARTY HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

17. Interpretation of Sections 15 and 16.
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If the disclaimer of warranty and limitation of liability provided above cannot be given local legal
effect according to their terms, reviewing courts shall apply local law that most closely
approximates an absolute waiver of all civil liability in connection with the Program, unless a

warranty or assumption of liability accompanies a copy of the Program in return for a fee.

END OF TERMS AND CONDITIONS
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